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* * * 1st Change * * * *

Introduction

The present document is part 11 of a multi-part deliverable covering the 3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Open Service Access (OSA); Parlay X Web Services, as identified below:

Part 1:
"Common"
Part 2:
"Third party call"
Part 3:
"Call Notification"

Part 4:
"Short Messaging"

Part 5:
"Multimedia Messaging"

Part 6:
"Payment"
Part 7:
"Account management"
Part 8:
"Terminal Status"

Part 9:
"Terminal location"

Part 10:
"Call handling"
Part 11:
"Audio call"
Part 12:
"Multimedia conference"
Part 13:
"Address list management"
Part 14:
"Presence"

Part 15:
"Message Broadcast"

Part 16:
"Geocoding"

Part 17:
"Application driven Quality of Service (QoS)"

Part 18:
"Device Capabilities and Configuration"

Part 19:
"Multimedia streaming control"

Part 20:
"Multimedia multicast session management"
Part 21:
“Content management”
Part 22:
“Policy”
* * * 2nd Change * * * *

5
Namespaces

The data types are defined in the namespace:

http://www.csapi.org/schema/parlayx/ audio_call/v4_0
The PlayMedia interface uses the namespace:

http://www.csapi.org/wsdl/parlayx/audio_call/play_media/v4_0
The CaptureMedia interface uses the namespace:

http://www.csapi.org/wsdl/parlayx/audio_call/capture_media/v4_0
The Multimedia interface uses the namespace:

http://www.csapi.org/wsdl/parlayx/audio_call/multimedia/v4_0
The 'xsd' namespace is used in the present document to refer to the XML Schema data types defined in XML Schema http:///[5]. The use of the name 'xsd' is not semantically significant.
* * * 3rd Change * * * *

8.1.1.3
Referenced faults

ServiceException from 3GPP TS 29.199-1 [6]:

· SVC0001: Service error.

· SVC0002: Invalid input value.

PolicyException from 3GPP TS 29.199-1 [6]:

· POL0001: Policy error.

· POL0002: Privacy error.

· POL0006: Groups not allowed.

· POL0008: Charging not supported.
· POL0012 - Too many description entries specified.
* * * 4th Change * * * *

8.1.2.3
Referenced faults

ServiceException from 3GPP TS 29.199-1 [6]:

· SVC0001: Service error.

· SVC0002: Invalid input value.

PolicyException from 3GPP TS 29.199-1 [6]:

· POL0001: Policy error.

· POL0002: Privacy error.

· POL0006: Groups not allowed.

· POL0008: Charging not supported.
· POL0012 - Too many description entries specified.
* * * 5th Change * * * *

8.1.3.3
Referenced faults

ServiceException from 3GPP TS 29.199-1 [6]:

· SVC0001: Service error.

· SVC0002: Invalid input value.

PolicyException from 3GPP TS 29.199-1 [6]:

· POL0001: Policy error.

· POL0002: Privacy error.

· POL0006: Groups not allowed.

· POL0008: Charging not supported.
· POL0012 - Too many description entries specified.
* * * 6th Change * * * *

8.1.3a.3
Referenced faults

ServiceException from 3GPP TS 29.199-1 [6]:

· SVC0001: Service error.

· SVC0002: Invalid input value.

PolicyException from 3GPP TS 29.199-1 [6]:

· POL0001: Policy error.

· POL0002: Privacy error.

· POL0006: Groups not allowed.

· POL0008: Charging not supported.
· POL0012 - Too many description entries specified.
* * * 7th Change * * * *

10
Service policies

	Name
	Type
	Description

	AudioContentAvailable
	xsd:boolean
	Indicates whether the service accepts audio content for playing with an audio player.

	AudioFormatsSupported
	xsd:string
	Comma separated list of audio formats supported (e.g. WAV, MP3, AU)

	ChargingSupported
	xsd:boolean
	Indicates whether charging is supported for the play operations

	DigitCollectionAvailable
	xsd:boolean
	Service accepts digit collection input from the end user

	MinDigits
	xsd:int
	The minimum number of digits supported for interaction with the end-user

	MaxDigits
	xsd:int
	The maximum number of digits supported for interaction with the end-user

	MaxRecordingLength
	common:TimeMetric
	Time interval indicating the maximum length of time end-user input will be recorded for.

	MultimediaSupported
	xsd:boolean
	Indicates whether multimedia is supported and whether an application can change the media types used in a call. 

	RecordMessageAvailable
	xsd:boolean
	Service accepts  recorded message input from the end user

	StatusRetentionTime
	common:TimeMetric
	Time interval for which status is retained for after a message is played or an error occurs.

	TextToSpeechAvailable
	xsd: boolean
	Indicates whether the service accepts text as an input for processing with a Text‑To‑Speech engine.

	VideoAvailable
	xsd: boolean
	Indicates whether the service accepts video content for streaming.

	VoiceXMLAvailable
	xsd:boolean
	Indicates whether the service accepts VoiceXML as an input for processing with a VoiceXML browser.

	MaximumDescriptions
	xsd:int
	Maximum number of Descriptions that can be charged simultaneously


* * * 8th Change * * * *

Annex A (normative):
WSDL for Audio call

The document/literal WSDL representation of this interface specification is compliant to 3GPP TS 29.199-1 [6] and is contained in text files:
· parlayx_audio_call_capture_media_interface_4_0.wsdl
· parlayx_audio_call_capture_media_service_4_0.wsdl
· parlayx_audio_call_multimedia_interface_4_0.wsdl
· parlayx_audio_call_multimedia_service_4_0.wsdl
· parlayx_audio_call_play_media_interface_4_0.wsdl
· parlayx_audio_call_play_media_service_4_0.wsdl
· parlayx_audio_call_types_4_0.xsd
 which accompany the present document.

The WSDL files have been verified using the following files:

· 11_wsdl2Java_axis-1_4.bat
· 11_wsdl2Java_axis2-1_4_1.bat
which accompany the present document. 
* * * End of Changes * * * *
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