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	Reason for change:
(

	Stage 2 specifies that if all PDP contexts are released in the MS and ISR is activated, the MS shall set its TIN to "P-TMSI" in order to perform TAU when back in LTE. 

This is specified in TS 23.401 subclause 4.6.2.2:

If all the bearers belonging to a UE are released (e.g., after handover from E‑UTRAN to non-3GPP access), the MME shall change the MM state of the UE to EMM-DEREGISTERED. If the UE camps on E-UTRAN and the UE detects that all of its bearers are released, the UE shall change the MM state to EMM-DEREGISTERED. If all the bearers (PDP contexts) belonging to a UE are released, while the UE camps on GERAN/UTRAN, the UE shall deactivate ISR by setting its TIN to "P-TMSI" as specified in TS 23.060 [7]. This ensures that the UE performs Tracking Area Update when it re-selects E-UTRAN. If the UE switches off its E‑UTRAN interface when performing handover to non-3GPP access, the UE shall automatically change its MM state to EMM-DEREGISTERED. 

Also this is specified in TS 23.060 subclause 9.2.4.1 step 4) and subclause 9.2.4.2 step 2: 
If this deactivates the last PDP context of the UE then an E-UTRAN capable MS shall set its TIN to "P-TMSI".

This requirement is not yet included in stage 3.
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	One additional criteria to deactivate ISR locally in the UE is added to subclause 6.3 "Coordination between SM and GMM for supporting ISR".
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not approved:
	The MS will not perform tracking area update when back in LTE and consequently it will not be possible to establish a default bearer for the UE.
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------------------------------- FIRST CHANGE -------------------------------

6.3
Coordination between SM and GMM for supporting ISR
This subclause applies to a MS with its TIN set as "RAT‑related TMSI" for which ISR is activated.

The MS shall change its TIN to "P-TMSI" to deactivate ISR:

-
upon modification of any PDP context which was activated before the ISR is activated in the MS;
-
upon deactivation of the last PDP context in the MS; or

-
at the time when the MS changes from A/Gb mode or Iu mode to S1 mode, if any PDP context activated after the ISR was activated in the MS exists.
------------------------------- END OF CHANGE -------------------------------
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