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* * * Fifth Change * * * *

5.2.6.3.2A
Abnormal cases
When the P-CSCF is unable to forward the request to the next hop
by the Route header fields, as determined by one of the following:

-
there is no response to the service request and its retransmissions by the P-CSCF;
-
a 3xx response or 480 (Temporarily Unavailable) response is received for the request; or

-
by unspecified means available to the P-CSCF;

and:

-
the P-CSCF supports restoration procedures;

then the P-CSCF:

1)
shall reject the request by returning a 504 (Server Time-out) response to the UE;

2)
shall assume that the UE supports version 1 of the XML Schema for the 3GPP IM CN subsystem XML body if support for the 3GPP IM CN subsystem XML body as described in subclause 7.6 in the Accept header field is not indicated; and

3)
shall include in the 504 (Server Time-out) response:

-
a Content-Type header field with the value set to associated MIME type of the 3GPP IM CN subsystem XML body as described in subclause 7.6.1; 

-
a P-Asserted-Identity header field set to the value of the SIP URI of the P-CSCF included in the Path header field during the registration of the user whose UE sent the request causing this response; and
-
a 3GPP IM CN subsystem XML body containing:

a)
an <alternative-service> element, set to the parameters of the alternative service;

b)
a <type> child element, set to "restoration" to indicate that restoration procedures are supported;
c)
a <reason> child element, set to an operator configurable reason; and

d)
an <action> child element, set to "initial-registration".
NOTE:
These procedures do not prevent the usage of unspecified reliability or recovery techniques above and beyond those specified in this subclause.
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