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* * * First change * * * *

4.3
SGs association at the MME

4.3.1
General

The MM context variables associated to the SGs interface in the MME are specified in subclause 4.3.2 and states associated to the SGs interface in the MME are specified in subclause 4.3.3. The state diagram at the MME is shown in figure 4.3.3.1. The state diagram does not include the message error handling specified in clause 7.

* * * Next change * * * *

8.8
SGsAP-IMSI-DETACH-INDICATION message

This message is sent by the MME to the VLR to indicate an IMSI detach performed from the UE. The type of detach is indicated in the IMSI detach from non-EPS service type information element. Table 8.8.1 shows the content of the SGsAP-IMSI-DETACH-INDICATION message.
Table 8.8.1: SGsAP-IMSI-DETACH-INDICATION message content

	Information element
	Type/Reference
	Presence
	Format
	Length

	Message type
	Message type
9.2
	M
	V
	1

	IMSI
	IMSI
9.4.6
	M
	TLV
	6-10

	MME name
	MME name
9.4.13
	M
	TLV
	52-53

	IMSI Detach from non-EPS service type
	IMSI detach from non-EPS service type
9.4.8
	M
	TLV
	3


* * * Next change * * * *

8.15.1
Message definition
This message is sent from the MME or the VLR to acknowledge a previous SGsAP-RESET-INDICATION message. This message indicates that all the SGs associations to the VLR or the MME have been marked as invalid.

The sending entity (either MME or VLR) includes its identity in the form of a name in the SGsAP-RESET-ACK message. Table 8.15.1.1 shows the content of the SGsAP-RESET-ACK message.
Table 8.15.1.1: SGsAP-RESET-ACK message content

	Information element
	Type/Reference
	Presence
	Format
	Length

	Message type
	Message type
9.2
	M
	V
	1

	MME name
	MME name
9.4.13
	C
	TLV
	52-53

	VLR name
	VLR name
9.4.22
	C
	TLV
	3-n
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