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**** 1st change ****

4.9.1.4
Communication Diversion Rule Actions

The action supported by the CDIV service is forwarding of calls. For this the forward-to action has been defined. The forward-to action takes the following elements:

target: Specifies the address of the forwarding rule. It should be a SIP URI (IETF RFC 3261 [6]) or TEL URL (IETF RFC 3966 [6]). 

notify-caller: An optional element that can be used to disable the default behaviour that the caller is notified that the call is being forwarded. (see subscription option "Originating user receives notification that his communication has been diverted (forwarded or deflected)" in table 4.3.1.1)
reveal-served-user-identity-to-caller: An optional element that can be used to disable the default behaviour that the caller, when notified that the call is being forwarded, receives the diverting party's identity information. (see subscription option "Served user allows the presentation of his/her URI to originating user in diversion notification" in table 4.3.1.1)
reveal-identity-to-caller: An optional element that can be used to disable the default behaviour that the caller, when notified that the call is being forwarded, receives some diverted-to party's identity information. (see subscription option "Served user allows the presentation of diverted to URI to originating user in diversion notification" in table 4.3.1.1)
notify-served-user: An optional element that can be used to enable that the served user is indicated that calls are being forwarded. Default this is switched off. (see subscription option "Served user receives indication that a communication has been forwarded (indication of communication diversion to the diverting user)" in table 4.3.1.1)
notify-served-user-on-outbound-call: An optional element that can be used to enable that the served user is notified that calls are being forwarded when he makes a call attempt. Default this is switched off. (see subscription option "Served user receives reminder indication on outgoing communication that CDIV is currently activated" in table 4.3.1.1)
reveal-identity-to-target: An optional element that can be used to disable the default behaviour that the diverted-to party receives some identity information of the diverting party. (see subscription option "Served user allows the presentation of his/her URI to diverted‑to user" in table 4.3.1.1) 
NoReplyTimer: An optional element that covers the time to elapse until the communication diversion shall perform. if the served user does not answer when alerted.

Information of which of the above mentioned actions the user is allowed to use can be obtained from the network by using the schema defined in subclause 4.9.3. The 'serv-cap-target' element indicates whether the user is allowed to use any URI as target or whether the target needs to correspond to a telephone number, i.e. a SIP URI with a "user" URI parameter set to "phone" or a tel URI.
**** next change ****

4.9.3
XML schema for indication of supported conditions and actions

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns:xs="http://www.w3.org/2001/XMLSchema" xmlns:ss=http://uri.etsi.org/ngn/params/xml/simservs/xcap

targetNamespace="http://uri.etsi.org/ngn/params/xml/simservs/xcap" elementFormDefault="qualified" attributeFormDefault="unqualified">

   <xs:annotation>

      <xs:documentation xml:lang="en">

      This schema defines elements that are used to inform the UE which conditions and actions the 
      network support.

      </xs:documentation>

   </xs:annotation>

   <xs:include schemaLocation="simservs.xsd"/>

   <xs:element name="communication-diversion-serv-cap" substitutionGroup="ss:absService">

      <xs:complexType>

         <xs:complexContent>

            <xs:extension base="ss:simservType">

               <xs:sequence>

                  <xs:element name="serv-cap-conditions" minOccurs="0">

                     <xs:complexType>

                        <xs:sequence>

                           <xs:element name="serv-cap-anonymous" type="ss:provisioned-type" 
                              minOccurs="0"/>

                           <xs:element name="serv-cap-busy" type="ss:provisioned-type" 
                              minOccurs="0"/>

                           <xs:element name="serv-cap-external-list" type="ss:provisioned-
                              type" minOccurs="0"/>

                           <xs:element name="serv-cap-identity" type="ss:provisioned-type" 
                              minOccurs="0"/>

                           <xs:element name="serv-cap-media" type="ss:provisioned-type"
                              minOccurs="0"/>

                           <xs:element name="serv-cap-not-registered" type="ss:provisioned-
                              type" minOccurs="0"/>

                           <xs:element name="serv-cap-no-answer" type="ss:provisioned-type" 
                              minOccurs="0"/>

                           <xs:element name="serv-cap-not-reachable" type="ss:provisioned-
                              type" minOccurs="0"/>

                           <xs:element name="serv-cap-presence-status" 
                              type="ss:provisioned-type" minOccurs="0"/>

                           <xs:element name="serv-cap-rule-deactivated" 
                              type="ss:provisioned-type" minOccurs="0"/>

                           <xs:element name="serv-cap-validity" type="ss:provisioned-type" 
                              minOccurs="0"/>

                        </xs:sequence>

                     </xs:complexType>

                  </xs:element>

                  <xs:element name="serv-cap-actions" minOccurs="0">

                     <xs:complexType>

                        <xs:sequence>
                           <xs:element name="serv-cap-target" type="ss:provisioned-target-
                              type" minOccurs="0"/>
                           <xs:element name="serv-cap-notify-caller" type="ss:provisioned-
                              type" minOccurs="0"/>

                           <xs:element name="serv-cap-notify-served-user" 
                              type="ss:provisioned-type" minOccurs="0"/>

                           <xs:element name="serv-cap-notify-served-user-on-outbound-call" 
                              type="ss:provisioned-type" minOccurs="0"/>

                           <xs:element name="serv-cap-reveal-identity-to-caller" 
                              type="ss:provisioned-type" minOccurs="0"/>

                           <xs:element name="serv-cap-reveal-served-user-identity-to-
                              caller" type="ss:provisioned-type" minOccurs="0"/>

                           <xs:element name="serv-cap-reveal-identity-to-target" 
                              type="ss:provisioned-type" minOccurs="0"/>

                        </xs:sequence>

                     </xs:complexType>

                  </xs:element>

               </xs:sequence>

            </xs:extension>

         </xs:complexContent>

      </xs:complexType>

   </xs:element>

</xs:schema>

Editor's Note: It is for further study whether there is a need to include certain combinations of conditions while excluding other combinations or any of the elements in a combination.


Editor's Note: Mapping of these capabilities to PSTN/ISDN/CS services should be documented as an example
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