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	The values of the constants USATTerminalprofile.IDX_PROACTIVE_UICC_PROVIDE_LOCAL_INFORMATION_NMR_UTRAN (=173) and USATTerminalProfile.IDX_USSD_DATA_DOWNLOAD_AND_APPLICATION_MODE (=174) in the interface uicc.usim.toolkit.USATTerminalProfile are not aligned with TS 31.111. These values refer to bit 6 and bit 7 of the 22nd byte of the Terminal Profile respectively which are related to MMS commands.
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	The correct value of USATTerminalprofile.IDX_PROACTIVE_UICC_PROVIDE_LOCAL_INFORMATION_NMR_UTRAN is 182 which refers to bit 7 of the 23rd byte of the Terminal Profile and the correct value of USATTerminalProfile.IDX_USSD_DATA_DOWNLOAD_AND_APPLICATION_MODE is 183 which refers to bit 8 of the 23rd byte of the Terminal Profile.
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Annex A (normative):
Java Card™ (U)SIM API

The attached files "31130_Annex_A_Java.zip", and "31130_Annex_A_HTML.zip" contains source files and html documentation for the Java Card™ (U)SIM API.

In USATTerminalProfile.java:

//-----------------------------------------------------------------------------

// PACKAGE DEFINITION

//-----------------------------------------------------------------------------

package uicc.usim.toolkit;

//-----------------------------------------------------------------------------

// IMPORTS

//-----------------------------------------------------------------------------

/**

 * The <code>USATTerminalProfile</code> interface contains constants for the Terminal Profile according to TS 51.014 and to TS 31.111

 *

 * @see uicc.toolkit.TerminalProfile

 */

public interface USATTerminalProfile {

[...]


/**


 * Proactive UICC: PROVIDE LOCAL INFORMATION – NMR(UTRAN) = 182

 */


 public final static short IDX_PROACTIVE_UICC_PROVIDE_LOCAL_INFORMATION_NMR_UTRAN = (short) 182;


/**


 * USSD Data Download and application mode= 183

 */


public final static short IDX_USSD_DATA_DOWNLOAD_AND_APPLICATION_MODE = (short) 183;

}
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