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* * * First Change * * * *

7.3.8
Identification Request

If the UE identifies itself with temporary identity and it has changed SGSN/MME since detach in Attach procedure, the new MME/SGSN shall send an Identification Request message to the old SGSN/MME over S3, S16 or S10 interface to request IMSI.

Table 7.3.8-1 specifies the presence requirements and conditions of the IEs in the message.
If the sending node is a MME, it shall include in the Identification Request message:

-
the GUTI IE and Complete Attach Request Message IE if the GUTI received from UE indicates the old node is a MME.

-
the RAI IE, P-TMSI IE and P-TMSI Signature IE if the GUTI received from UE indicates the old node is an SGSN.


If the sending node is an SGSN, it shall include RAI IE, P-TMSI IE and P-TMSI Signature IE in the Identification Request message.

The new MME differentiates the type of the old node from the most significant bit of the MME group id in GUTI. The value 0 indicates that the old node is an SGSN, the GUTI shall be mapped to RAI and P-TMSI by the new MME; and the value 1 indicates the old node is a MME, the new MME include GUTI IE and Complete Attach Request Message IE in the Identification Request message. The Mapping between temporary and area identities is defined in 3GPP TS 23.003 [2].
The GUTI IE shall not coexist with any of the RAI IE, P-TMSI IE and P-TMSI Signature IE in an Identification Request message. If this occurs, the receiving node shall return a corresponding cause value in the response message.

Table 7.3.8-1: Information Elements in an Identification Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	GUTI
	C
	The new MME shall include this IE over S10 interface.
	GUTI
	0

	Routeing Area Identity(RAI)
	C
	This IE shall be included over S3/S16 interface, if the GUTI received from the UE indicates the old node is an SGSN, the new MME maps this IE from GUTI.
	ULI for RAI
	0

	Packet TMSI(P-TMSI)
	C
	This IE shall be included over S3/S16 interface, if the GUTI received from the UE indicates the old node is an SGSN, the new MME maps this IE from GUTI.
	P-TMSI
	0

	P-TMSI Signature
	C
	This IE shall be included over S3/S16 interface, if the GUTI received from the UE indicates the old node is an SGSN, the new MME maps this IE from GUTI.
	P-TMSI Signature
	0

	Complete Attach Request Message
	C
	The new MME shall include this IE over S10 interface, and the old MME may use this IE for integrity check.
	Complete Request Message
	0

	Address for Control Plane
	O
	If an SGSN within the same SGSN pool with the old SGSN receives this message, the SGSN shall include the old IP address of the received message in this optional parameter if this IE is not present and relay the message to the old SGSN.
	IP Address
	0

	UDP Source Port Number
	C
	If an SGSN within the same SGSN pool as the old SGSN receives this message, the SGSN shall include the UDP Source Port number of the received message in this optional parameter if this IE is not present and relay the message to the old SGSN. The old SGSN shall use this UDP port as the UDP destination port of the Identification Response message.
	Port Number
	0

	Hop Counter
	O
	If an SGSN within the same SGSN pool with the old SGSN receives this message, the SGSN shall decrement the Hop Counter if this IE is present in the received message; otherwise may include a Hop Counter with a value of max-1, and relay the message to the old SGSN.
	Hop Counter
	0

	Private Extension
	O
	None
	Private Extension
	VS


* * * Second Change * * * *

8.13
Protocol Configuration Options (PCO)

Protocol Configuration Options (PCO) is transferred via GTP tunnels. The sending entity copies the value part of the PCO into the Value field of the PCO IE. The detailed coding of the PCO field from octets 5 to (n+4) shall be specified as per clause 10.5.6.3 of 3GPP TS 24.008 [5], starting with octet 3.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 78 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5 to (n+4)
	Protocol Configuration Options (PCO)
	


Figure 8.13-1: Protocol Configuration Options (PCO)

* * * End of Changes * * * *
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