Page 1



3GPP TSG CT4 Meeting #45
C4-092654
Seville, SPAIN, 24th – 28th August 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	29.274
	CR
	0309
	(

rev
	1
	(

Current version:
	8.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Trace management messages and IE related clarifications

	
	

	Source to WG:
(

	Starent Networks

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	SAES
	
	Date: (

	13/08/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The granularity of the Trace Management messages are unspecified.
The encoding of the Trace Information IE is not completely specified.

	
	

	Summary of change:
(

	The clarification regarding the granlularity of the Trace Management messages added. These are per UE messages over S11 and per PDN messages over S5/8 interfaces.
The reference added for the encoding of the Trace Information IE. 

	
	

	Consequences if 
(

not approved:
	Unable to implement the Trace Management functionality.

	
	

	Clauses affected:
(

	

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * First Change * * * *

6.2
Message Granularity

The GTPv2-C messages shall be sent per UE on the S3, S10 and S16 interfaces.

The GTPv2-C messages shall be sent per PDN-Connection on the S4 and S11 interfaces apart from the following exclusion.

The following GTPv2-C messages are sent per UE on the S4 and S11 interfaces:

-    Downlink Data Notification / Acknowledge / Failure Indication.

-    Stop Paging Indication.

-
Delete Indirect Data Forwarding Tunnel Request/Response.

-
Delete Session Request during TAU/RAU/Handover procedure with SGW change.

-
Release Access Bearers Request/Response.

-
Create Indirect Data Forwarding Tunnel Request/Response.

-
Trace Session Activation.

-
Trace Session Deactivation.

* * * Next Change * * * *

8.31
Trace Information

Trace Information is coded as depicted in Figure 8.31-1. See 3GPP TS 32.422 [18] for details on trace related information.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 96(decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	MCC digit 2
	MCC digit 1
	

	
	6
	MNC digit 3
	MCC digit 3
	

	
	7
	MNC digit 2
	MNC digit 1
	

	
	8 to10
	Trace ID
	

	
	11 to 19
	Triggering Events
	

	
	20 to 21
	List of NE Types
	

	
	22
	Trace Depth Length
	

	
	23 to p
	Trace Depth List
	

	
	(p+1) to (p+12)
	List of Interfaces
	

	
	(p+13 to (n+4)
	IP Address of Trace Collection Entity 
	


Figure 8.31-1: Trace Information

Octets 5 to 10 represent the Trace Reference parameter as defined in 3GPP TS 32.422 [18], clause 5.6.
Triggering Events, List of NE Types, Session Trace Depth and List of Interfaces are specified in 3GPP TS 32.422 [18]
See 3GPP TS 24.008 [5], clause 10.5.1.4, Mobile Identity, for the coding of MCC and MNC, whose values are obtained from the serving PLMN that the EM/NM is managing. If MNC is 2 digits long, bits 5 to 8 of octet 6 are coded as "1111".

* * * End of Change * * * *
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