Page 1



3GPP TSG CT4 Meeting #44
C4-092051
Los Angeles, USA, 22nd – 26th June 2009

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	29.328
	CR
	0277
	(

rev
	1
	(

Current version:
	8.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	CR implementation correction

	
	

	Source to WG:
(

	Nokia Siemens Networks, MCC

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	IMS
	
	Date: (

	24/06/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	CR 0268r3 (C4-090777)has not been correctly implemented

	
	

	Summary of change:
(

	remove text

	
	

	Consequences if 
(

not approved:
	alias repository data not completely removed

	
	

	Clauses affected:
(

	C.1, Table D.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	note: in the original CR CR 0268r3 (C4-090777) modifications to Table D.2 did not show revision marks


C.1
General description

The following picture gives an outline of the UML model of the user profile, which is exchanged between the HSS and an AS:
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Figure C.1.1: Sh-Data

Each instance of the Sh-Data class contains 0 or 1 instance of the class PublicIdentifiers, 0 or n instances of the class RepositoryData, 0 or 1 instance of the class Sh-IMS-Data, 0 or 1 instance of the class CSUserState, 0 or 1 instance of the class PSUserState 0 or 1 instance of the class CSLocationInformation and 0 or 1 instance of the class PSLocationInformation, 0 or 1 instance of the class RegisteredIdentities, 0 or 1 instance of the class ImplicitIdentities, 0 or 1 instance of the class AllIdentities, 0 or 1 instance of the class AliasIdentities, and 0 or 1 instance of the class DeletedIdentities.

If AS and HSS both support the Notif-Eff feature and AS requires more than one identity sets of a public identity, or it has subscribed to be notifed of changes to IMSPublicIdentity (see table 7.6.1), the class PublicIdentifiers shall not be used. Instead the classes RegisteredIdentities, ImplicitIdentities, AllIdentities and AliasIdentities shall be used and they contain the REGISTERED_IDENTITIES, IMPLICIT_IDENTITIES, ALL_IDENTITIES and ALIAS_IDENTITIES associated with the IMS Public Identity included in the request respectively, See Table 6.1.1.1 for the detailed information. The class PublicIdentifiers or the one among the four which may be used to contain the correspongding identity set can both be used when AS requires only one identity set of a public identity.

If AS or HSS do not support the Notif-Eff feature, the classes RegisteredIdentities, ImplicitIdentities and AllIdentities shall not be used. Instead the class PublicIdentifiers shall be used. 
If Public Identity(ies) are deleted and the AS hassubscribed to be notified of changes to IMSPublicIdentity(see table 7.6.1), the class DeletedIdentities shall not be used.If Public Identity(ies) are deleted and the AS has not subscribed to be notified of changes to IMSPublicIdentity but has any other subscription active for the deleted identity(ies), the HSS shall notify the AS of the deletion of the identity(ies) using the class DeletedIdentities.
Class RepositoryData contains repository data (transparent data) for a given service that are associated to a Public user Identity or a group of alias Public User Identities. It has attributes ServiceIndication, SequenceNumber and ServiceData.
Class CSUserState contains the state of a user in the CS domain. Its only attribute, State, is an enumeration whose possible values are defined in section 7.6.7.

Class PSUserState contains the state of a user in the PS domain. Its only attribute, State, is an enumeration whose possible values are defined in section 7.6.7.

NOTE: the fact that attribute State is an enumeration is a difference from what can be carried in the MAP protocol.

Class CSLocationInformation has the attributes Location Number, Service Area ID, GlobalCellId, LocationAreaId, GeographicalInformation, GeodeticInformation, VLR Number, MSC Number, AgeOfLocationInformation and CurrentLocationRetrieved. They are defined in 7.6. 

Class PSLocationInformation has the attributes ServiceAreaId, GlobalCellId, LocationAreaID, RoutingAreaID, GeographicalInformation, GeodeticInformation, SGSN Number, AgeOfLocationInformation and CurrentLocationRetrieved. They are defined in 7.6.

Class DeletedIdentities contains Public Identities (IMS Public User Identities or Public Service Identities) removed from the HSS.
*******************next modification***************************

Table D.2: XML schema for the Sh user profile interface: complex data types Table D.2: XML schema for the Sh user profile interface: complex data types

	Data type
	Tag
	Compound of

	
	
	Tag
	Type
	Cardinality

	tSh-Data
	Sh-Data
	PublicIdentifiers
	tPublicIdentity
	0 to 1

	
	
	RepositoryData
	tTransparentData
	0 to n

	
	
	Sh-IMS-Data
	tShIMSData
	0 to 1

	
	
	CSLocationInformation
	tCSLocationInformation
	0 to 1

	
	
	PSLocationInformation
	tPSLocationInformation
	0 to 1

	
	
	CSUserState
	tCSUserState
	0 to 1

	
	
	PSUserState
	tPSUserState
	0 to 1

	
	
	Extension
	tSh-Data-Extension
	0 to 1

	tSh-Data-Extension
	Extension
	RegisteredIdentites
	tPublicIdentity
	0 to 1

	
	
	ImplicitIdentities
	tPublicIdentity
	0 to 1

	
	
	AllIdentities
	tPublicIdentity
	0 to 1

	
	
	AliasIdentities
	tPublicIdentity
	0 to 1

	
	
	Extension
	tSh-Data-Extension2
	0 to 1

	tSh-Data-Extension2
	Extension
	DeletedIdentities
	tPublicIdentity
	0 to 1

	tTransparentData
	RepositoryData
	ServiceIndication
	string
	1

	
	
	SequenceNumber
	tSequenceNumber
	1

	
	
	ServiceData
	tServiceData
	0 to 1

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	tServiceData
	any
	any
	any
	1

	tIFCs
	IFCs
	InitialFilterCriteria
	tInitialFilterCriteria
	0 to n

	tShIMSData
	Sh-IMS-Data
	SCSCFName
	tSIP_URL
	0 to 1

	
	
	IFCs
	tIFCs
	0 to 1

	
	
	IMSUserState
	tIMSUserState
	0 to 1

	
	
	ChargingInformation
	tChargingInformation
	0 to 1

	
	
	Extension
	tShIMSDataExtension
	(0 to 1)

	tShIMSDataExtension
	Extension
	PSIActivation
	tPSIActivation
	(0 to 1)

	
	
	Extension
	tShIMSDataExtension2
	0 to 1

	tShIMSDataExtension2
	Extension
	DSAI
	tDSAI
	0 to n

	
	
	Extension
	tShIMSDataExtension3
	(0 to 1)

	tShIMSDataExtension3
	Extension
	ServiceLevelTraceInfo
	tServiceLevelTraceInfo
	(0 to 1)

	tCSLocationInformation
	CSLocationInformation
	LocationNumber
	tLocationNumber
	0 to 1

	
	
	Choice of
	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	VLRNumber
	tISDNAddress
	0 to 1

	
	
	MSCNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPSLocationInformation
	PSLocationInformation
	Choice of 

	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	RoutingAreaId
	tRoutingAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	SGSNNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPublicIdentity
	PublicIdentifiers
	IMSPublicIdentity
	tIMSPublicIdentity
	0 to n

	
	
	MSISDN
	tMSISDN
	0 to n

	
	
	Extension
	tPublicIdentityExtension
	(0 to 1)

	tPublicIdentityExtension
	Extension
	IdentityType
	tIdentityType
	(0 to 1)

	
	
	WildcardedPSI
	tWildcardedPSI
	(0 to 1)

	
	
	Extension
	tPublicIdentityExtension2
	(0 to 1)

	tPublicIdentityExtension2
	Extension
	WildcardedIMPU
	tWildcardedIMPU
	(0 to 1)

	tInitialFilterCriteria
	InitialFilterCriteria
	Priority
	tPriority
	1

	
	
	TriggerPoint
	tTrigger
	0 to 1

	
	
	ApplicationServer
	tApplicationServer
	1

	
	
	ProfilePartIndicator
	tProfilePartIndicator
	0 to 1

	tTrigger
	TriggerPoint
	ConditionTypeCNF 
	tBool
	1

	
	
	SPT
	tSePoTri 
	0 to n

	tSePoTri
	SPT
	ConditionNegated
	tBool
	0 to 1

	
	
	Group
	tGroupID
	1 to n

	
	
	Choice of
	RequestURI
	tString
	1

	
	
	
	Method
	tString
	1

	
	
	
	SIPHeader
	tHeader
	1

	
	
	
	SessionCase
	tDirectionOfRequest
	1

	
	
	
	SessionDescription
	tSessionDescription
	1

	
	
	Extension
	tSePoTriExtension
	(0 to 1)

	tSePoTriExtension
	Extension
	RegistrationType
	tRegistrationType
	(0 to 2)

	tHeader
	SIPHeader
	Header
	tString
	1

	
	
	Content
	tString
	0 to 1

	tSessionDescription
	SessionDescription
	Line
	tString
	1

	
	
	Content
	tString
	0 to 1

	tApplicationServer
	ApplicationServer
	ServerName
	tSIP_URL
	1

	
	
	DefaultHandling
	tDefaultHandling
	0 to 1

	
	
	ServiceInfo
	tServiceInfo
	0 to 1

	tChargingInformation
	ChargingInformation
	PrimaryEventChargingFunctionName
	tDiameterURI
	0 to 1

(note 2)

	
	
	SecondaryEventChargingFunctionName
	tDiameterURI
	0 to 1

	
	
	PrimaryCharging CollectionFunctionName
	tDiameterURI
	0 to 1

(note 2)

	
	
	SecondaryCharging CollectionFunctionName
	tDiameterURI
	0 to 1

	tDSAI
	DSAI
	DSAI-Tag
	tDSAI-Tag
	1

	
	
	DSAI-Value
	tDSAI-Value
	1

	NOTE 1:
“n” shall be interpreted as non-bounded.

NOTE 2:
At least one of these two information elements (PrimaryEventChargingFunctionName or PrimaryChargingCollectionFunctionName) shall be present.
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