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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 23.216: "Single Radio Voice Call Continuity (SRVCC)".
[3]
3GPP2 A.S0008-C: "Interoperability Specification (IOS) for High Rate Packet Data (HRPD) Radio Access Network Interfaces with Session Control in the Access Network".
[4]
3GPP TS 23.272:" Circuit Switched Fallback in Evolved Packet System".
[5]
3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access (E-UTRA); S1 Application Protocol (S1AP)".
* * * Next Change * * * *
6.2.1
A21-1x Air Interface Signalling message

This message is A21-1x air interface signalling message specified in 3GPP2 A.S0008-C [3]. This message shall be sent from an MME or 1xCS IWS to transport 1x air interface message to the peer 1xCS IWS or MME. 
The MME shall be provisioned to be able to reach a 1XCS IWS over the S102 interface. The IWS shall then decide which MSC to contact. The MME selects the 1XCS IWS based on the Reference Cell ID that it receives via the eNodeB.
This message shall be used by the MME or 1xCS IWS during Registration, paging, handover (SRVCC) procedures, and mobile originated and mobile terminated SMS procedures. 
When the MME receives a 1x air interface message from the UE that is to be sent to 1xCS IWS, the MME encapsulates the 1x air interface message in a A21-1x air interface signalling message and sends it to the 1xCS IWS via the S102 interface.  To support CS fallback to 1xRTT registration procedures, it contains the CDMA 2000 sector ID and the EUTRAN Round Trip Delay Estimation Info if available from the eNodeB.

When sent from the 1xCS IWS to the MME, the 1xCS IWS encapsulates the 1x handoff direction message or 1xRTT CS paging request (after successful registration for CS fallback to 1xRTT) into A21-1x air interface signalling message. 

Details about Information Element contents of A21-1x Air Interface signalling messages are found in 3GPP2 A.S0008-C [3] section 5.1.6.1. 

* * * Next Change * * * *
6.4.1.13
E-UTRAN Round Trip Delay Estimation Info
The EUTRAN Round Trip Delay Estimation Info shall provide information about the round trip delay between eNodeB and UE which shall be used by target 1xRTT MSC to estimate the target Round Trip Delay. The unit is 16
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 as defined in 3GPP TS 36.413 [5].
Table 7.5.x-1: EUTRAN Round Trip Delay Estimation Info IE
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 48 (0x30)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	EUTRAN Round Trip Delay (0-255)
	


The Length field indicates the number of octets in the IE following the Length field. 

The 1xCS IWS may ignore the contents of octet 4.

* * * End Change * * * *
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