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6
Supplementary Services

6.1
High level requirements

6.2
Originating Identification Presentation (OIP)

The OIP service is specified in 3GPP TS 24.607 [6].
6.3
Originating Identification Restriction (OIR)

The OIR service is specified in 3GPP TS 24.607 [6].
6.4
Terminating Identification Presentation (TIP)

The TIP service is specified in 3GPP TS 24.608 [7].
6.5
Terminating Identification Restriction (TIR)

The TIR service is specified in 3GPP TS 24.608 [7].
6.6
Communication Diversion (CDIV)

The CDIV service is specified in 3GPP TS 24.604 [3].
6.7
Communication Hold (HOLD)

The HOLD service is specified in 3GPP TS 24.610 [8].
6.8
Communication Barring (CB)

The CB service is specified in 3GPP TS 24.611 [9].
6.9
Message Waiting Indication (MWI)

The MWI service is specified in 3GPP TS 24.606 [5].
6.10
Conference (CONF)

The CONF service is specified in 3GPP TS 24.605 [4].
6.11
Explicit Communication Transfer (ECT)

The ECT service is specified in 3GPP TS 24.629 [10].
6.12
XCAP over Ut interface for Manipulating NGN Services

The XCAP is specified in 3GPP TS 24.623 [11].
6.13
Advice Of Charge (AOC)

The AOC service is specified in 3GPP TS 24.647 [17].

6.14
Closed User Groups (CUG)

The CUG service is specified in 3GPP TS 24.654 [18].
6.15
Three-Party (3PTY)

The 3PTY service is specified in 3GPP TS 24.605 [4].

NOTE:
3PTY can be seen as a special case of CONF and most of service interactions for CONF apply also to 3PTY.
6.16
Flexible Alerting (FA)

The FA service is specified in 3GPP TS 24.239 [19].

Editor's Note:
3GPP TS 22.173 also contains a ‘Reverse charging’ service, but no stage 3 work has been done for that.

6.17
Communication Waiting (CW)

The CW service is specified in 3GPP TS 24.615 [23].

6.18
Completion of Communications to Busy Subscriber (CCBS) Completion of Communications by No Reply (CCNR)
The Completion of Communications to Busy Subscriber (CCBS) Completion of Communications by No Reply (CCNR) service is specified in 3GPP TS 24.642 [24].
6.xx
Customized Ringing Signal (CRS)

The CRS service is specified in 3GPP TS 24.183 [ref_CRS].
***** END MODIFICATION *****
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