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A.10
Transactions 

Table A.10/1: Transactions per Message

	Maximum number of TransactionRequests / TransactionReplies / TransResponseAcks / Segment Replies per message:
	2(NOTE 1)

10(NOTE 2)

	· NOTE 1:
Maximum required by  TISPAN NGN R2

NOTE 2:
Maximum required by 3GPP


Table A.10/2: Commands per Transaction Requests

	Maximum number of commands per Transaction request:
	2(NOTE 1)

Unspecified(NOTE 2)

	· NOTE 1:
Maximum required by  TISPAN NGN R2

· NOTE 2:
Not specified by 3GPP


Table A.10/3: Commands per Transaction Reply

	Maximum number of commands per Transaction reply:
	2 (NOTE 1)

Unspecified (NOTE 2)

	· NOTE 1:
Maximum required by  TISPAN NGN R2

· NOTE 2: 
Not specified by 3GPP however for auditing with wildcarded requests (e.g TDM E1) then the reply may include up to 32 commands to indicate the termination state.


Table A.10/4: Commands for Wildcarded Responses

	Wildcarded responses may be requested for:
	Modify, Subtract, AuditValue


Table A.10/5: Procedures for Wildcarded Responses

	Procedures that make use of wildcarded responses:
	Release Bearer, Release Termination, Audit Value, Release IMS Termination, Release TDM Termination

	· NOTE:
Used when multiple terminations are released with one command and in audit responses where multiple terminations are implied by the audit request.


Table A.10/6: Optional Commands

	Commands able to be marked "Optional":
	ALL


Table A.10/7: Transaction Timers

	Transaction Timer:
	Value

	normalMGExecutionTime
	Provisioned

	normalMGCExecutionTime
	Provisioned

	MGOriginatedPendingLimit
	Provisioned

	MGCOriginatedPendingLimit
	Provisioned

	MGProvisionalResponseTimerValue
	Provisioned

	MGCProvisionalResponseTimerValue
	Provisioned
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