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	Reason for change:
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	Within the description of the Tracking Area Identity (TAI) in TS 23.003, the acronym "TAC" is used. The intention is that this refer to the Tracking Area Code , however, one instance of TAC is used in the IMEI in section 6.2.1 for Type Allocation Code (TAC). Another instance is used in the IFPEI in section 10.4.2 for Type Approval Code (TAC). It may thus be misinterpretted as to which meaning of TAC is meant in this case.
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	In the description of TAI, the acronym, TAC, is expanded to Tracking Area Code.
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* * * 1st Change * * * *

19.4.2.3
Tracking Area Identity (TAI)

The Tracking Area Identity (TAI) consists of a Tracking Area Code (TAC), MNC and MCC (see 3GPP TS 23.401 [73]).

A subdomain name shall be derived from the MNC and MCC by adding the label "tac" to the beginning of the Home Network Realm/Domain (see subclause 19.2).

The TAI FQDN shall be constructed as:

tac-lb<TAC-low-byte>.tac-hb<TAC-high-byte>.tac.epc.mnc<MNC>.mcc<MCC>.3gppnetwork.org

The TAC is a 16 bit integer. <TAC-high-byte> is the hexadecimal string of the most significant byte in the TAC and <TAC-low-byte > is the hexadecimal string of the least significant byte. If there are less than 2 significant digits in <TAC-high-byte> or <TAC-low-byte >, "0" digit(s) shall be inserted at the left side to fill the 2 digit coding.
* * * End of Changes * * * *
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