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Abstract of document:

The present document describes the protocol to be used on the Interconnection Border Control Function (IBCF) – Transition Gateway (TrGW) interface and the CS-IBCF – CS-TrGW interface. The basis for this protocol is the H.248 protocol as specified in ITU-T. The Profile provides MG control function for IMS and CS Border Control. The IMS architecture is described in 23.228. The underlying reference model and stage 2 information is described in Annex I of TS 23.228. The CS architecture is described in Annex A of TS 29.235.
This specification describes the application of H.248 Ix profile for both Ix and CS-Ix interfaces (see Figure 1.1 and Figure 1.2). Required extensions use the H.248 standard extension mechanism. In addition certain aspects of the base protocol H.248 are not needed for this interface and thus excluded by this profile.
Changes since last presentation
Agreed to define a number of basic packages as mandatory for the MGW to support, thus eliminating need for IBCF to determine this.

Error Codes and Service Change Reasons updated to a definitive list but clarified that not required for sender to generate all listed but received shall support.

Traffic Policing Support Defined

RTCP Handling Defined

Media Inactivity Support Defined.

All Statistics packages removed and any statistics related properties set to "not used".
Outstanding Issues:

None
Contentious Issues:

None
Change history of this document:

1999-11-17: original issue

2007-09-06: removal of references to Working Groups; bring names of TSGs up to date; correction of typo

