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D.1.1
IANA Registration template for application/vnd.etsi.sci+xml
NOTE 1:
The information in the present Clause is for registration at IANA. RFC 4288 [10], section 9, describes the process that applies in case of changes to the registry of media types. Any future changes to the XML schema in Annex C or to the present Annex D.1.1 would require that this procedure is invoked.
NOTE 2:
The MIME type "application/vnd.etsi.sci+xml" has originally been registered at IANA based on ETSI TS 183 058 v2.0.0. The maintenance responsibility for this specification has been transfered to 3GPP. Some corrections to the syntax of the XML schema are only included in the present specification, The original IANA registration is therefore outdated.
MIME media type name: 

application

MIME subtype name: 

vnd.etsi.sci+xml
Required parameters: 

None

Optional parameters: 

"charset"
the parameter has identical semantics to the charset parameter of the "application/xml" media type as specified in RFC 3023 [9].

"sv" or "schemaversion"
the parameter's value is used to indicate:
-
the versions of the SIP Transfer of Tariff Information XML schema that can be used to validate the SIP Transfer of Tariff Information XML body (if the MIME type and parameter are present in the Content-Type header field) or

-
the accepted versions of the SIP Transfer of Tariff Information XML body (if the MIME type and parameter are present in the Accept header field).

If the "sv" and "schemaversion" parameter are absent, it shall be assumed that version 1.0 of the SIP Transfer of Tariff Information XML body is supported.

Encoding considerations: 

Same as encoding considerations of application/xml as specified in RFC 3023 [9]

Security considerations: 

Same as general security considerations for application/xml as specified in section 10 of RFC 3023 [9].

In addition, this content type provides a format for exchanging information in SIP, so the security considerations from RFC 3261 [8] apply.

Interoperability considerations: 

Same as Interoperability considerations as specified in section 3.1 of RFC 3023 [9].

If both "sv" and "schemaversion" are specified, then the value of "schemaversion" is ignored.
Published specification: 

3GPP TS 29.658, version 8.4.0: "SIP Transfer of IP Multimedia Service Tariff Information; Protocol specification"
Available via <http://www.3gpp.org/specs/numbering.htm>.

Applications which use this media: 

Applications that use the 3GPP IP multimedia (IM) Core Network (CN) subsystem as defined by 3GPP.

Intended usage: 

COMMON
Additional information :

1. Magic number(s) : none

2. File extension(s) : none

3. Macintosh file type code : none

4. Object Identifiers: none
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