Page 1



3GPP TSG-CT WG1 Meeting #62
(
C1-095323
Beijing (P.R. China), 9-13 November 2009

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	24.301
	CR
	0589
	(

rev
	1
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	EMM context handling for emergency attach

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	IMS_EMER_GPRS_EPS
	
	Date: (

	12/11/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	When the UE stores an EMM context on USIM / non-volatile memory, this context will be re-used in the next attach / TAU procedure in an attempt to re-establish this context in the network. Additionally when the update status is set to UPDATED, the PLMN indicated in this context will be treated as the last registered PLMN (as described in TS 23.122). 

However when the UE is attached for emergency bearer services, the EMM context is only a temporarily established one and will be discarded after the emergency session by the network. Hence it doesn’t make sense to attempt to re-establish it afterwards when attaching for normal services. Additionally the PLMN that served the emergency session is quite possibly a forbidden one, and then it would be wrong to consider it as the last registered PLMN.
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	A statement is added in annex C describing the storage of EMM parameters, clarifying that the UE only stores these parameters temporarily without actually writing it to USIM / non-volatile memory when attached for emergency bearer services.
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not approved:
	The UE will attempt to re-establish an EMM context which does not exist, which leads to increased signalling in the network. 

Furthermore the UE would consider forbidden networks as the last registered network, which is not possible according to the procedures in TS 23.122.
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Annex C (normative):
Storage of EMM information

The following EMM parameters shall be stored on the USIM if the corresponding file is present:

-
GUTI;

-
last visited registered TAI;
-
EPS update status;

-
Allowed CSG list; and

-
EPS security context parameters from a full native EPS security context (see 3GPP TS 33.401 [19]).

The presence and format of corresponding files on the USIM is specified in 3GPP TS 31.102 [17].

If the corresponding file is not present on the USIM, these EMM parameters except allowed CSG list are stored in a non-volatile memory in the ME together with the IMSI from the USIM. The allowed CSG list is stored in a non-volatile memory in the ME if the UE supports CSG selection. These EMM parameters can only be used if the IMSI from the USIM matches the IMSI stored in the non-volatile memory; else the UE shall delete the EMM parameters.
The following EMM parameter shall be stored in a non-volatile memory in the ME together with the IMSI from the USIM:
-
TIN.
This EMM parameter can only be used if the IMSI from the USIM matches the IMSI stored in the non-volatile memory; else the UE shall delete the EMM parameter.
If the UE is attached for emergency bearer services, the UE shall not store the EMM parameters described in this annex on the USIM or in non-volatile memory. Instead the UE shall temporarily store these parameters locally in the ME and the UE shall delete these parameters when the UE is detached.
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