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	Doc-1st-Level
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-2nd-Level
	Workitem

	CP-090930
	24.008
	1375
	2
	Rel-9
	Add paging optimization procedure for CSG cell
	B
	C1-094790
	IMS_EMER_GPRS_EPS, EHNB-CT1

	CP-090930
	24.008
	1426
	2
	Rel-9
	Authentication procedure for EMC attach
	F
	C1-095557
	IMS_EMER_GPRS_EPS

	CP-090930
	24.008
	1428
	-
	Rel-9
	Checks restrictions on attach for emergency bearer services
	F
	C1-095153
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0507
	1
	Rel-9
	Correction on Timer handling
	F
	C1-094632
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0607
	2
	Rel-9
	Deactivate non-EMC bearers with CSG ID not in allowed CSG list
	F
	C1-095547
	IMS_EMER_GPRS_EPS

	CP-090930
	24.008
	1424
	2
	Rel-9
	Deactivate non-EMC bearers with CSG ID not in allowed CSG list
	F
	C1-095546
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0523
	-
	Rel-9
	Deactivating non-emergency bearers
	B
	C1-094195
	IMS_EMER_GPRS_EPS

	CP-090930
	24.008
	1386
	1
	Rel-9
	Detach on Timeout  of Periodical Upate Timer
	F
	C1-094648
	IMS_EMER_GPRS_EPS

	CP-090930
	24.229
	2961
	1
	Rel-9
	Emergency bearer activation in EPS and GPRS
	F
	C1-095309
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0589
	1
	Rel-9
	EMM context handling for emergency attach
	F
	C1-095323
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0530
	-
	Rel-9
	EMM state machine in the UE for emergency attach
	B
	C1-094221
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0534
	4
	Rel-9
	EPS security context storage while emergency EPS security context exists
	F
	C1-095344
	IMS_EMER_GPRS_EPS

	CP-090930
	24.008
	1421
	2
	Rel-9
	GMM context handling for emergency attach
	F
	C1-095741
	IMS_EMER_GPRS_EPS

	CP-090930
	24.008
	1420
	-
	Rel-9
	GMM state machine on the UE side for emergency attach
	B
	C1-094921
	IMS_EMER_GPRS_EPS

	CP-090930
	24.008
	1437
	1
	Rel-9
	GPRS update status while UE is attached for emergency bearer services
	F
	C1-095518
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0625
	1
	Rel-9
	Handling authentication failure during TAU
	B
	C1-095516
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0585
	1
	Rel-9
	Handling of only Emergency Bearers existing scenarios 
	F
	C1-095318
	IMS_EMER_GPRS_EPS

	CP-090930
	24.008
	1425
	1
	Rel-9
	Handling of the forbidden list
	F
	C1-095331
	IMS_EMER_GPRS_EPS

	CP-090930
	24.229
	2960
	2
	Rel-9
	IMEI in unauthenticated emergency call in EPS and GPRS
	F
	C1-095714
	IMS_EMER_GPRS_EPS

	CP-090930
	24.008
	1423
	2
	Rel-9
	MS behaviour in case of EMC
	F
	C1-095556
	IMS_EMER_GPRS_EPS

	CP-090930
	24.008
	1400
	2
	Rel-9
	PDP Context activation and modification for emergency bearer services
	B
	C1-094794
	IMS_EMER_GPRS_EPS

	CP-090930
	23.122
	0142
	2
	Rel-9
	PLMN selection during emergency attach
	F
	C1-095742
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0588
	1
	Rel-9
	Remove Support of  Emergency HO from HRPD to E-UTRAN
	F
	C1-095322
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0497
	4
	Rel-9
	RRC establishment cause for Emergency Service
	F
	C1-095326
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0618
	1
	Rel-9
	Rules for integrity protection with NULL algorithm
	F
	C1-095515
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0513
	1
	Rel-9
	Specification of EPS emergency bearer services attach rules
	C
	C1-094633
	IMS_EMER_GPRS_EPS

	CP-090930
	24.301
	0496
	2
	Rel-9
	Stop paging optimization for emergency attached UE
	F
	C1-094791
	IMS_EMER_GPRS_EPS, EHNB-CT1

	CP-090930
	24.301
	0515
	4
	Rel-9
	TAU authentication while attached for emergency services
	C
	C1-095314
	IMS_EMER_GPRS_EPS


