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* * * First Change * * * *
6.8.1
General

In order to assist the UE with performing access network discovery and selection, ANDSF provides a set of information to the UE. This information contains the access network discovery and selection information to assist the UE with selecting the access network or the inter-system mobility policy to control and assist the UE with performing the inter-system change or both.
This set of information can either be provisioned in the UE by the home operator, or provided to the UE by the ANDSF over the S14 reference point via pull or push mechanisms as defined in 3GPP TS 23.402 [6] by means of the access network discovery and selection procedures as described in subclause 6.8.2. While roaming, the UE can receive a set of information from H-ANDSF or V-ANDSF or both.
The ANDSF that is located in the home PLMN is referred to as the H-ANDSF for the UE and the ANDSF that is located in a visited PLMN is referred to as the V-ANDSF for the UE. The UE needs to discover the H-ANDSF or V-ANDSF or both. Through push mechanisms the ANDSF can provide assistance information to the UE e.g. if the UE has previously used pull based ANDSF procedure or if OMA-DM bootstrapping is used as described in subclause 6.8.2.2.1A. Through pull mechanisms the UE can send a request to the ANDSF in order to get assistance information for access network discovery and selection.
ANDSF shall comply with local, national and regional requirements regarding the privacy and confidentiality of location information. 
NOTE:
The regulation and legislations of the home operator of the ANDSF server determines whether the ANDSF server can store the user's location information.
Editor's note:
It is FFS whether the ANDSF terminology used within the release 8 version of this specification needs to refer to either H-ANDSF or V-ANDSF or both.
* * * End of First Change * * * *
* * * Second Change * * * *
6.8.2.2.4
UE using information provided by ANDSF
Network detection and selection shall take into account the access network specific requirements and the UE's local policy, e.g. user preference settings, access history, etc, along with the information provided by the ANDSF when selecting an access network. The local policy and the information provided by the ANDSF shall be used by the UE in an implementation dependent way to limit the undesired alternating between access systems, e.g. ping-pong type of inter-system changes. However, the use of such information from the ANDSF shall not be in contradiction to functions specified in 3GPP TS 23.122 [4], 3GPP TS 24.234 [9], 3GPP TS 25.304 [14] and 3GPP TS 36.304 [16].
When the UE is roaming in a visited PLMN, the UE can communicate with H-ANDSF or V-ANDSF or both.
Editor’s note:
How a roaming UE resolves precedence of conflicting inter-system mobility policies is FFS.
If the UE is roaming in a VPLMN, the UE may receive access network discovery information from H-ANDSF or V-ANDSF or both. The UE may use the received access network discovery information for network detection and selection. 
* * * End of Second Change * * * *
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