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16.3.2
SCC AS procedures for collaborative session establishment with new media

When SCC AS receives a SIP REFER request in a new dialog from the contoller UE for establishing a collaborative session by adding new media to the controllee UE, the SCC AS shall send: 

1)
SIP 202 (Accepted) response to the controller UE;

2)
SIP NOTIFY request containing a sipfrag for a SIP 100 Trying as described in RFC3515 [13] to the controller UE; and

3)
 SIP INVITE request in accordance to 3GPP TS 24.229 [2] to the controllee UE. The SCC AS shall construct the SIP INVITE request as follows:
-
Request-URI set to the SIP URI from the Refer-To header field of the received SIP REFER request;

-
includes an SDP offer and sets all the m-lines to zero except the m-line of the media component is to be added as the last m-line in the SDP; and
-
if the m-line in the received SDP of the SIP REFER request is set to the discard port number "9", the SCC AS shall include an a-line set to inactive in the SDP offer.
Editor's note:
The value of c-line is FFS.

If non-2xx final response is received from the controllee UE, the SCC AS shall send a SIP NOTIFY request including the final response as sipfrag body to the controller UE and consider the inter-UE transfer operation failed. Otherwise, the SCC AS continues with the remainder of the steps described in this subclause.

Upon receiving a response from the controllee UE with a SDP answer, the SCC AS shall send a SIP re-INVITE request to the remote UE as specified in 3GPP TS 24.229 [2]. The SCC AS shall construct the SDP offer in the SIP re-INVITE request as follows:

1)
Request-URI with SIP URI from the Refer-To header field of the received SIP REFER request; 

2)
the Referred-By header field containing the URI from the P-Asserted-Identity header field of the received SIP REFER request; 
3)
the P-Asserted-Identity header field containing the identity of the remote UE as received in the P-Asserted-Identity header field from the remote UE at the original session establishment; and
4)
the SDP information from the body parameter in the Refer-To header field of the received SIP REFER request and for media lines which have non zero port nunmbers the SDP parameters forthe corresponding media lines as received during the last successful SDPoffer-answer exchange with the remote party.
Upon receiving a final response from the controllee UE, the SCC AS shall send, a SIP NOTIFY request containing the received final response code in the sipfrag body and if the received response was a SIP 200 (OK) response containing a SDP answer then also include in the sipfrag the Content-Type header field from the received 200 (OK) response along with the media (m=) lines from the SDP answer.
If the final response was a non 2xx response then the SCC AS shall consider the transfer operation failed and abort the media transfer and establishment of the collaborative session.

If the final response from the remote UE was a SIP 200 (OK) response with the SDP answer, the SCC AS shall:

1)
send to the remote UE a SIP ACK request; and
2)
send to the controllee UE:

1) -
 if Allow header  in the received SIP 200 (OK) response indicates the controllee UE support the SIP UPDATE request , a SIP UPDATE request containing the current port number for the media component to be added; otherwise
2) -
a SIP re-INVITE request containing the current port number  for the media component to be added.
3) NOTE:
Any other changes such as IP address of the remote leg in case remote leg uses different IP addresses for different media components can also be updated in the SIP UPDATE request or SIP re-INVITE request.
Upon successful completion of the SDP offer answer exchange using SIP re-INVITE request with the controlee UE, the SCC AS shall:

1)
send to the controllee UE a SIP ACK request 
Editor's note:
This is FFS how to inform the controller UE about current port number of the remote UE or any other changes such as IP address.

16.3.x
Procedures to indicate SCC AS establishing a collaborative session by adding a new media

When SCC AS receives a SIP REFER request in a new dialog from the contoller UE with:

1)
the Request-URI parameter set to SIP URI of the SCC AS; and
2)
the Refer-To header set to GRUU of  a controllee UE and URI parameter containing SDP listing:

· all the media components  with associated information in the session; and

· a new media component with associated port number set to the discard port number "9" as the last media component ,
the SCC AS shall follow the procedure in subclause 16.3.2 to establish a collaborative session with the controllee UE.  
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