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3.8


Applicability table

Table B.1: Applicability of tests

	Item
	Description
	Tested feature defined in Release
	Test sequence(s)
	R99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Network Dependency
	Support
	Additional test case execution recommendation

	1
	UE identification by short IMSI
	R99
	5.1.1
	M
	M
	M
	M
	M
	M
	M
	UMTS System Simulator or System Simulator only
	
	

	2
	UE identification by short IMSI using 2 digit MNC
	R99
	5.1.2
	M
	M
	M
	M
	M
	M
	M
	UMTS System Simulator or System Simulator only
	
	

	3
	UE identification by "short" TMSI
	R99
	5.1.3
	C004
	C004
	C004
	C004
	C004
	C004
	C004
	UMTS System Simulator or System Simulator only
	
	

	4
	UE identification by "long" TMSI
	R99
	5.1.4
	C004
	C004
	C004
	C004
	C004
	C004
	C004
	UMTS System Simulator or System Simulator only
	
	

	5
	UE identification by long IMSI, TMSI updating after key set identifier assignment
	R99
	5.1.5
	C004
	C004
	C004
	C004
	C004
	C004
	C004
	UMTS System Simulator or System Simulator only
	
	

	6
	UE identification by short IMSI when accessing E-UTRAN/EPC
	Rel-8
	5.1.6
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	7
	UE identification by short IMSI using 2 digit MNC when accessing E-UTRAN/EPC
	Rel-8
	5.1.7
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	8
	UE identification after changed IMSI with service "EMM Information" not available
	Rel-8
	5.1.8
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	9
	UE identification by GUTI when using USIM with service "EMM Information" not available 
	Rel-8
	5.1.9
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	10
	UE identification by GUTI when using USIM with service "EMM Information" available
	Rel-8
	5.1.10
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	11
	Access Control information handling
	R99
	5.2.1
	C024
	C024
	C024
	C024
	C024
	C024
	C024
	UMTS System Simulator or System Simulator only
	
	

	12
	Access Control information handling for E-UTRAN/EPC
	Rel-8
	5.2.2
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	13
	Entry of PIN
	R99
	6.1.1
	M
	M
	M
	M
	M
	M
	M
	No
	
	

	14
	Change of PIN
	R99
	6.1.2
	M
	M
	M
	M
	M
	M
	M
	No
	
	

	15
	Unblock PIN
	R99
	6.1.3
	C025
	C025
	C025
	C025
	C025
	C025
	C025
	No
	
	

	15
	Entry of PIN2
	R99
	6.1.4
	C005
	C005
	C005
	C005
	C005
	C005
	C005
	No
	
	

	17
	Change of PIN2
	R99
	6.1.5
	C005
	C005
	C005
	C005
	C005
	C005
	C005
	No
	
	

	18
	Unblock PIN2
	R99
	6.1.6
	C026
	C026
	C026
	C026
	C026
	C026
	C026
	No
	
	

	19
	Replacement of PIN
	R99
	6.1.7
	M
	M
	M
	M
	M
	M
	M
	No
	
	

	20
	Change of Universal PIN
	R99
	6.1.8
	M
	M
	M
	M
	M
	M
	M
	No
	
	

	21
	Unblock Univesal PIN
	R99
	6.1.9
	M
	M
	M
	M
	M
	M
	M
	No
	
	

	22
	Entry of PIN on multi-verification capable UICCs
	Rel-4
	6.1.10
	N/A
	M
	M
	M
	M
	M
	M
	No
	
	

	23
	Change of PIN on multi-verification capable UICCs
	Rel-4
	6.1.11
	N/A
	M
	M
	M
	M
	M
	M
	No
	
	

	24
	Unblock PIN on multi-verification capable UICCs
	Rel-4
	6.1.12
	N/A
	C025
	C025
	C025
	C025
	C025
	C025
	No
	
	

	25
	Entry of PIN2 on multi-verification capable UICCs
	Rel-4
	6.1.13
	N/A
	C005
	C005
	C005
	C005
	C005
	C005
	No
	
	

	26
	Change of PIN2 on multi-verification capable UICCs
	Rel-4
	6.1.14
	N/A
	C005
	C005
	C005
	C005
	C005
	C005
	No
	
	

	27
	Unblock PIN2 on multi-verification capable UICCs
	Rel-4
	6.1.15
	NA/
	C026
	C026
	C026
	C026
	C026
	C026
	No
	
	

	28
	Replacement of PIN with key reference "07"
	Rel-4
	6.1.16
	N/A
	M
	M
	M
	M
	M
	M
	No
	
	

	29
	Terminal and USIM with FDN enabled, EFADN readable and updateable
	R99
	6.2.1
	C006
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	UMTS System Simulator or System Simulator only
	
	

	30
	Terminal and USIM with FDN disabled
	R99
	6.2.2
	C006
	C006
	C006
	C006
	C006
	C006
	C006
	UMTS System Simulator or System Simulator only
	
	

	31
	Enabling, disabling and updating FDN
	R99
	6.2.3
	C006
	C006
	C006
	C006
	C006
	C006
	C006
	UMTS System Simulator or System Simulator only
	
	

	32
	Terminal and USIM with FDN enabled, EFADN readable and updateable (Rel-4 and onwards)
	Rel-4
	6.2.4
	N/A
	C006
	C006
	C006
	C006
	C006
	C006
	UMTS System Simulator or System Simulator only
	
	

	33
	AoC not supported by USIM
	R99
	6.4.1
	C007
	C007
	C007
	C007
	C007
	C007
	C007
	UMTS System Simulator or System Simulator only
	
	

	34
	Maximum frequency of ACM updating
	R99
	6.4.2
	C008
	C008
	C008
	C008
	C008
	C008
	C008
	UMTS System Simulator or System Simulator only
	
	

	35
	Call terminated when ACM greater than ACMmax
	R99
	6.4.3
	C008
	C008
	C008
	C008
	C008
	C008
	C008
	UMTS System Simulator or System Simulator only
	
	

	36
	Response codes of increase command of ACM
	R99
	6.4.4
	C008
	C008
	C008
	C008
	C008
	C008
	C008
	UMTS System Simulator or System Simulator only
	
	

	37
	Adding FPLMN to the forbidden PLMN list
	R99
	7.1.1
	M
	M
	M
	M
	M
	M
	M
	UMTS System Simulator or System Simulator only
	
	

	38
	UE updating forbidden PLMNs
	R99
	7.1.2
	M
	M
	M
	M
	M
	M
	M
	UMTS System Simulator or System Simulator only
	
	

	39
	UE deleting forbidden PLMNs
	R99
	7.1.3
	M
	M
	M
	M
	M
	M
	M
	UMTS System Simulator or System Simulator only
	
	

	40
	Adding FPLMN to the forbidden PLMN list when accessing E-UTRAN
	Rel-8
	7.1.4
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	41
	UE updating forbidden PLMNs when accessing E-UTRAN
	Rel-8
	7.1.5
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	42
	UE deleting forbidden PLMNs when accessing E-UTRAN
	Rel-8
	7.1.6
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	43
	User controlled PLMN selector handling
	R99
	7.2.1
	C022
	C022
	C022
	C022
	C022
	C022
	C022
	No
	
	

	44
	UE recognising the priority order of the User controlled PLMN selector list with the same access technology
	R99
	7.2.2
	M
	M
	M
	M
	M
	M
	M
	UMTS System Simulator or System Simulator only
	
	

	45
	UE recognising the priority order of the User controlled PLMN selector list using an ACT preference
	R99
	7.2.3
	C009
	C009
	C009
	C009
	C009
	C009
	C009
	UMTS System Simulator and System Simulator 
	
	

	46
	UE updating the User controlled PLMN selector list for E-UTRAN
	Rel-8
	7.2.5
	N/A
	N/A
	N/A
	N/A
	N/A
	C022 AND C027
	C022 AND C027
	No
	
	

	47
	UE recognising the priority order of the User controlled PLMN selector list using an ACT preference – UTRAN/E-UTRAN
	Rel-8
	7.2.6
	N/A
	N/A
	N/A
	N/A
	N/A
	C022 AND C027
	C022 AND C027
	E-UTRAN and UMTS System Simulator 
	
	

	48
	UE recognising the priority order of the User controlled PLMN selector list using an ACT preference – GSM/E-UTRAN
	Rel-8
	7.2.7
	N/A
	N/A
	N/A
	N/A
	N/A
	C022 AND C027
	C022 AND C027
	E-UTRAN and System Simulator
	
	

	48
	UE recognising the priority order of the Operator controlled PLMN selector list
	R99
	7.3.1
	M
	M
	M
	M
	M
	M
	M
	UMTS System Simulator or System Simulator only
	
	

	50
	UE recognising the priority order of the User controlled PLMN selector over the Operator controlled PLMN selector list
	R99
	7.3.2
	M
	M
	M
	M
	M
	M
	M
	UMTS System Simulator or System Simulator only
	
	

	51
	UE recognising the priority order of the Operator controlled PLMN selector list when accessing E-UTRAN
	Rel-8
	7.3.3
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	52
	UE recognising the priority order of the User controlled PLMN selector over the Operator controlled PLMN selector list - E-UTRAN
	Rel-8
	7.3.4
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	53
	UE recognising the search period of the Higher priority PLMN
	R99
	7.4.1
	C010
	C010
	C010
	C010
	C010
	C010
	C010
	UMTS System Simulator or System Simulator only
	
	

	54
	GSM/UMTS dual mode UEs recognising the search period of the Higher priority PLMN
	R99
	7.4.2
	C003
	C003
	C003
	C003
	C003
	C003
	C003
	UMTS System Simulator and System Simulator 
	
	

	55
	UE recognising the search period of the Higher priority PLMN – E-UTRAN
	Rel-8
	7.4.3
	N/A
	N/A
	N/A
	N/A
	N/A
	C010 AND C027
	C010 AND C027
	E-UTRAN  System Simulator only
	
	

	56
	E-UTRAN/EPC capable UEs recognising the search period of the Higher priority PLMN – GSM/E-UTRAN
	Rel-8
	7.4.4
	N/A
	N/A
	N/A
	N/A
	N/A
	C003
AND C027
	C003
AND C027
	E-UTRAN and System Simulator
	
	

	57
	E-UTRAN/EPC capable UEs recognising the search period of the Higher priority PLMN – UTRAN/E-UTRAN
	Rel-8
	7.4.5
	N/A
	N/A
	N/A
	N/A
	N/A
	C011

AND C027
	C011

AND C027
	E-UTRAN and UMTS System Simulator
	
	

	58
	Recognition of a previously changed phonebook
	R99
	8.1.1
	C012
	C012
	C012
	M
	M
	M
	M
	No
	
	

	59
	Update of the Phonebook Synchronisation counter (PSC)
	R99
	8.1.2
	C012
	C012
	C012
	M
	M
	M
	M
	No
	
	

	60
	Handling of BCD number/ SSC content extension
	R99
	8.1.3.1
	N/A
	N/A
	C013
	M
	M
	M
	M
	No
	
	

	61
	Phonebook selection
	R99
	8.1.4
	N/A
	N/A
	C014
	M
	M
	M
	M
	No
	
	

	62
	Local Phonebook handling
	R99
	8.1.5
	N/A
	N/A
	C012
	M
	M
	M
	M
	No
	
	

	63
	Correct storage of a SM on the USIM
	R99
	8.2.1
	C015
	C015
	C015
	C015
	C015
	C015
	C015
	UMTS System Simulator or System Simulator only
	
	

	64
	Correct reading of a SM on the USIM
	R99
	8.2.2
	C015
	C015
	C015
	C015
	C015
	C015
	C015
	UMTS System Simulator or System Simulator only
	
	

	65
	UE recognising the priority order of MMS Issuer Connectivity Parameters
	Rel-4
	8.3.1
	N/A
	C016
	C017
	C017
	C017
	C017
	C017
	UMTS System Simulator or System Simulator only
	
	

	66
	UE recognising the priority order of MMS User Connectivity Parameters
	Rel-4
	8.3.2
	N/A
	C016
	C017
	C017
	C017
	C017
	C017
	UMTS System Simulator or System Simulator only
	
	

	67
	UE recognising the priority order of MMS Issuer Connectivity Parameters over the MMS User Connectivity Parameters
	Rel-4
	8.3.3
	N/A
	C016
	C017
	C017
	C017
	C017
	C017
	UMTS System Simulator or System Simulator only
	
	

	68
	Usage of MMS notification
	Rel-4
	8.3.4
	N/A
	C018
	C018
	C018
	C018
	C018
	C018
	UMTS System Simulator or System Simulator only
	
	

	69
	UICC presence detection
	Rel-5
	8.4
	N/A
	N/A
	M
	M
	M
	M
	M
	UMTS System Simulator or System Simulator only
	
	AER001

	70
	UICC presence detection when connected to E-UTRAN/EPC
	Rel-8
	8.5
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	71
	Access Point Control List handling for terminals supporting ACL
	R99
	9.1.1
	N/A
	N/A
	C019
	C019
	C019
	C019
	C019
	UMTS System Simulator or System Simulator only
	
	AER002

	72
	Network provided APN handling for terminals supporting ACL
	R99
	9.1.2
	N/A
	N/A
	C019
	C019
	C019
	C019
	C019
	UMTS System Simulator or System Simulator only
	
	AER002

	73
	Access Point Control List handling for terminals not supporting ACL
	R99
	9.1.3
	N/A
	N/A
	C020
	C020
	C020
	C020
	C020
	UMTS System Simulator or System Simulator only
	
	AER002

	74
	Access Point Control List handling for terminals supporting ACL connected to E-UTRAN/EPC
	Rel-8
	9.1.4
	N/A
	N/A
	N/A
	N/A
	N/A
	C029
	C029
	E-UTRAN System Simulator only
	
	

	75
	Network provided APN handling for terminals supporting ACL connected to E-UTRAN/EPC
	Rel-8
	9.1.5
	N/A
	N/A
	N/A
	N/A
	N/A
	C029
	C029
	E-UTRAN System Simulator only
	
	

	76
	Access Point Control List handling for terminals not supporting ACL connected to E-UTRAN/EPC
	Rel-8
	9.1.6
	N/A
	N/A
	N/A
	N/A
	N/A
	C030
	C030
	E-UTRAN System Simulator only
	
	

	77
	Service Dialling Numbers handling
	R99
	9.2
	N/A
	N/A
	N/A
	C021
	C021
	C021
	C021
	E-UTRAN System Simulator only
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	78
	Automatic CSG selection in E-UTRA with CSG list on USIM, success
	Rel-8
	10.1.1
	N/A
	N/A
	N/A
	N/A
	N/A
	C028
	C028
	E-UTRAN System Simulator only
	
	

	79
	Automatic CSG selection in E-UTRA with CSG list on USIM, removal of CSG ID from the USIM
	Rel-8
	10.1.2
	N/A
	N/A
	N/A
	N/A
	N/A
	C028
	C028
	E-UTRAN System Simulator only
	
	

	80
	Manual CSG selection in E-UTRA with CSG list on USIM, success
	Rel-8
	10.1.3
	N/A
	N/A
	N/A
	N/A
	N/A
	C028
	C028
	E-UTRAN System Simulator only
	
	

	81
	Manual CSG selection in E-UTRA with CSG list on USIM, rejected
	Rel-8
	10.1.4
	N/A
	N/A
	N/A
	N/A
	N/A
	C028
	C028
	E-UTRAN System Simulator only
	
	

	82
	CSG selection in E-UTRA with no CSG list on USIM, no IMSI change
	Rel-8
	10.1.5
	N/A
	N/A
	N/A
	N/A
	N/A
	C028
	C028
	E-UTRAN System Simulator only
	
	

	83
	CSG selection in E-UTRA with no CSG list on USIM, with IMSI change
	Rel-8
	10.1.6
	N/A
	N/A
	N/A
	N/A
	N/A
	C028
	C028
	E-UTRAN System Simulator only
	
	

	84
	NAS security context parameter handling when service "EMM Information" is available
	Rel-8
	11.1
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	85
	NAS security context parameter handling when service "EMM Information" is not available, no IMSI change
	Rel-8
	11.2
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	86
	NAS security context parameter handling when service "EMM Information" is not available, IMSI changed
	Rel-8
	11.3
	N/A
	N/A
	N/A
	N/A
	N/A
	C027
	C027
	E-UTRAN System Simulator only
	
	

	C001
(NOT A.1/3) AND A.1/4
C002
A.1/1 AND A.1/3

C003
A.1/3 AND A.1/4

C004
IF (C001 OR C002) THEN M ELSE N/A

C005
IF A.1/2 THEN M ELSE N/A
C006
IF (C001 OR C002) AND A.1/5 AND A.1/18 THEN M ELSE N/A
C007
IF (C001 OR C002) AND A.1/6 AND A.1/18 THEN M ELSE N/A

C008
IF (C001 OR C002) AND A.1/6 AND A.1/18 THEN O.1 ELSE N/A

C009
IF C003 THEN M ELSE N/A
C010
IF (C001 OR (A.1/3 AND (!A.1/4)) OR (C003 AND (!A.1/7))) THEN M ELSE N/A

C011
IF C003 AND A.1/7 THEN M ELSE O 

C012
IF A.1/8 THEN M ELSE N/A

C013
IF A.1/9 THEN M ELSE N/A

C014
IF A.1/8 AND A.1/9 THEN M ELSE N/A

C015
IF A.1/10 THEN M ELSE N/A

C016
IF A.1/11 AND A.1/12 AND A.1/13 THEN M ELSE N/A

C017
IF A.1/11 AND A.1/13 THEN M ELSE N/A

C018
IF A.1/11 AND A.1/14 THEN M ELSE N/A

C019
IF A.1/15 THEN M ELSE N/A

C020
IF (NOT A.1/15) M ELSE N/A
C021
IF A.1/16 THEN M ELSE N/A

C022
IF A.1/17 THEN M ELSE N/A

C023
IF A.1/18 THEN M ELSE N/A

C024 
IF C004 AND A.1/18 THEN M ELSE N/A

C025     IF A.1/19 THEN “Expected Sequence A” M ELSE “Expected Sequence B” M

C026     IF A1/2 AND A.1/19 THEN “Expected Sequence A” M ELSE IF A.1/2 “Expected Sequence B” M ELSE N/A

C027     IF (A.1/20 OR A.1/21) THEN M ELSE N/A

C028     IF (A.1/20 OR A.1/21) AND A.1/22 THEN M ELSE N/A

C029     IF (A.1/20 OR A.1/21) AND A.1/15 THEN M ELSE N/A

C030     IF (A.1/20 OR A.1/21) AND NOT A.1/15 THEN M ELSE N/A

O.1
IF C002 THEN "Expected Sequence A" M ELSE IF C001 THEN "Expected Sequence B" M

AER001 IF ((A.1/20 OR A.1/21) AND ((A.1/3 OR A.1/4) AND (NOT A.1/18))) THEN R ELSE A

AER002 IF ((A.1/20 OR A.1/21) AND ((A.1/3 OR A.1/4) THEN R ELSE A
	--
(NOT O_UTRAN) AND O_GERAN

--
O_CS AND O_UTRAN

--
O_UTRAN AND O_GERAN

--
((NOT O_UTRAN) AND O_GERAN) OR (O_CS AND O_UTRAN)

--
O_PIN2_ENTRY_FEAT

--
(((NOT O_UTRAN) AND O_GERAN) OR (O_CS AND O_UTRAN) AND O_FDN   AND O_Speech_Calls

--
(((NOT O_UTRAN) AND O_GERAN) OR (O_CS AND O_UTRAN)) AND O_AoCC  AND O_Speech_Calls

--
(((NOT O_UTRAN) AND O_GERAN) OR (O_CS AND O_UTRAN)) AND O_AoCC  AND O_Speech_Calls

--
O_UTRAN AND O_GERAN

--
(((NOT O_UTRAN) AND O_GERAN) OR (O_UTRAN AND (NOT O_GERAN)) OR (O_UTRAN AND O_GERAN AND (NOT O_HPLMNwACT)))
--
O_UTRAN AND O_GERAN AND O_HPLMNwACT
--
O_Local_PB

--
O_Global_PB

--
O_Local_PB  AND O_Global_PB

--
O_Store_Received_SMS

--
O_MMS AND O_MMS_USIM_DATA AND  O_NO_USER_MMS_CONF_SELEC

--
O_MMS AND O_NO_USER_MMS_CONF_SELEC
	--
O_MMS AND O_MMS_NOTIF_STORAGE

--
O_ACL

--
NOT O_ACL

--
O_SDN

--
O_EFPLMNwACT_numerical entry
--
O_Speech_Calls

--
(((NOT O_UTRAN) AND O_GERAN) OR (O_CS AND O_UTRAN)) AND O_Speech_Calls

--   O_PIN_MMI_Strings

--   (O_PIN2_ENTRY_FEAT AND O_PIN_MMI_Strings) OR O_PIN2_ENTRY_FEAT
--
pc_eFDD OR pc_eTDD

--  (pc_eFDD OR pc_eTDD) AND pc_Allowed_CSG_list
--  (pc_eFDD OR pc_eTDD) AND O_ACL

--  (pc_eFDD OR pc_eTDD) AND NOT O_ACL
--
((pc_eFDD OR pc_eTDD) AND ((O_UTRAN OR O_GERAN) AND (NOT O_Speech_Calls)))

--
((pc_eFDD OR pc_eTDD) AND (O_UTRAN OR O_GERAN))
	
	
	
	
	
	
	
	
	


[…]
7.1.5
UE updating forbidden PLMNs when accessing E-UTRAN
[…]

7.1.6
UE deleting forbidden PLMNs when accessing E-UTRAN
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