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************************************2nd Change ***********************************

16.2.x
SC UE procedures for subscription to the session description of a collaborative session 
In order to get the information about the changes of session description of the collaborative session, the controller UE shall subscribe to the dialog event package for the dialog formed between the controller UE and the SCC AS within collaborative session by setting the Target-Dialog header in the SIP SUBSCRIBE request to the associated call-id, from-tag, and to-tag and including the event package parameter "include-session-description" according to RFC 4235 [xx]. The controller UE shall set the expire header of the SIP SUBSCRIBE request to either:

-
zero to receive one subsequent SIP NOTIFY request; or

-
different than zero to receive the subsequent SIP NOTIFY requests. 
When the controller UE receives subsequent SIP NOTIFY requests, the controller UE shall update its information about the session description of the collaborative session by the content of that subsequent SIP NOTIFY request. The controller UE shall handle response to the SIP SUBSCRIBE request and the possible subsequent SIP NOTIFY request according to 3GPP TS 24.229 [2] and RFC 4235 [xx].
************************************3rd Change ***********************************

16.3.x
SCC AS procedures for subscription to the session description of a collaborative session 
When the SCC AS receives a SIP SUBSCRIBE request with Target-Dialog header field containing the call-id, from-tag, and to-tag associated to the dialog between the controller UE and the SCC AS and including the event package parameter "include-session-description", the SCC AS shall send session description in SIP NOTIFY requests towards the UE according to RFC 4235 [xx]. 
************************************end of Change *********************************
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