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6.1.5.4.2
Receiving of SMS-DELIVER-REPORT over IP
Upon receipt of an SMSIP MESSAGE with RP-ACK or RP-ERROR message in the body, the IP-SM-GW shall respond with a SMSIP 202 (Accepted) response in accordance with 3GPP TS 24.341 [5].
If the SMSIP MESSAGE contains RP-ACK message in the body, and the associated SIP MESSAGE request received before contains in a CPIM body a Disposition-Notification header with value "positive-delivery", the IP-SM-GW shall send the Instant Message Delivery Notification with a "delivered" indication to the associated SIP MESSAGE request sender. If the associated SIP MESSAGE request received before was delivered as concatenated Short Messages and all the SMSIP MESSAGE contains RP-ACK message in the body for the concatenated Short Messages, the IP-SM-GW shall send the Instant Message Delivery Notification with a "delivered" indication to the associated SIP MESSAGE request sender.
If the SMSIP MESSAGE contains RP-ERROR message in the body, the IP-SM-GW shall attempt deliver the Short Message in the next domains as specified in subclause 6.1.5.6. If all retries fail and the associated SIP MESSAGE request received before contains in a CPIM body a Disposition-Notification header with value "negative-delivery", the IP-SM-GW shall send the Instant Message Delivery Notification with a "failed" indication to the associated SIP MESSAGE request sender. If the associated SIP MESSAGE request received before was delivered as concatenated Short Messages and at least one of the SMSIP MESSAGES contains RP-ERROR message in the body for the concatenated Short Messages, the IP-SM-GW shall send the Instant Message Delivery Notification with a "failed" indication to the associated SIP MESSAGE request sender.
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6.1.7.2
Sending of the SMS-DELIVER (over CS/PS or IP)

Upon receipt of a SIP INVITE request that is to be delivered as a Short Message, the IP-SM-GW:

1)
may attempt to deliver Chat Session invitation request as SMS over IP, if operator policy sets SMS over IP as highest priority for delivery attempts. If this attempt succeeds, then the IP-SM-GW shall skip subsequent steps;

2)
shall query the routing information from HSS as described in subclause 6.1.3.2;

3)
If routing information is available (SGSN and/or MSC address), the IP-SM-GW shall attempt the delivery of a Short Message over IP, over CS, and PS. The priority order of these attempts is an operator policy.
For the delivery of a Chat Session invitation request as a Short Message over CS/PS, the IP-SM-GW shall send a MT_FORWARD_SHORT_MESSAGE to the MSC or SGSN as described in 3GPP TS 29.002 [7] and 3GPP TS 23.040 [2]. The parameters of the MT_FORWARD_SHORT_MESSAGE shall be set as described in subclauses 6.1.18.3.1 and 6.1.18.3.2.

For the delivery of a Chat Session invitation request as a Short Message over IP, the IP-SM-GW shall send an SMSIP MESSAGE containing RP-DATA message in the body to the S-CSCF as described in 3GPP TS 24.341 [5] and 3GPP TS 24.011 [9]. In addition parameters of the SMSIP MESSAGE shall be set as described in subsclauses 6.1.18.3.1 and 6.1.7.2.4.
For every attempt the TP-UD element shall contain operator defined data that should convey information to the SMS user that he is invited to send and receive messages in the context of a Chat Session, and include for example, instructions on how to accept, reject and leave the session. Since the TP-OA element is set to an MSISDN assigned by the IP-SM-GW the MSISDN of the original sender shall be included in the information sent to the SMS user unless the SIP INVITE request contains the privacy header with "header" or "user" or "id" and the operator policy allows this. For a one-to-one Chat Session, the original sender is carried in the P-Asserted-Identity header of the SIP INVITE request, and for a group Chat Session, the original sender is carried in the Referred-By header.
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6.1.7.3.2
Receiving of SMS-DELIVER-REPORT over IP

Upon receipt of an SMSIP MESSAGE with RP-ACK or RP-ERROR message in the body, the IP-SM-GW shall respond with a SIP 202 (Accepted) response in accordance with 3GPP TS 24.341 [5].
If the SMSIP MESSAGE contains an RP-ERROR message in the body, the IP-SM-GW shall attempt to deliver the Short Message in the next domains as specified in subclause 6.1.7.2. If all retries fail, the IP-SM-GW shall send a SIP 480 (Temporarily Unavailable) response to the associated SIP INVITE request received before and release the specific MSISDN assigned for this Chat Session.
If the associated SIP INVITE request received before was delivered as concatenated Short Messages and at least one of the SMSIP MESSAGEs contains an RP-ERROR message in the body for the concatenated Short Messages, the IP-SM-GW shall attempt to deliver the Short Message in the next domains as specified in subclause 6.1.7.2, if at least one of the MT_FORWARD_SHORT_MESSAGE_ACK messages contains the User error parameter. If all retries fail, the IP-SM-GW shall send a SIP 480 (Temporarily Unavailable) response to the associated SIP INVITE sender and release the specific MSISDN assigned for this Chat Session.
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6.1.14.2
Sending of the SMS-DELIVER (over CS/PS or IP)

Upon receipt of a Chat Session teardown request as a SIP BYE request that is to be delivered as a Short Message, the IP-SM-GW:

1)
may attempt to deliver Chat Session teardown request as SMS over IP, if operator policy sets SMS over IP as highest priority for delivery attempts. If this attempt succeeds, then the IP-SM-GW shall skip subsequent steps;

2)
shall query the routing information from HSS as described in subclause 6.1.3.2;

3)
If routing information is available (SGSN and/or MSC address), the IP-SM-GW shall attempt the delivery of a Short Message over IP, over CS, and PS. The priority order of these attempts is an operator policy.
For the delivery of a Chat Session teardown request as a Short Message over CS/PS, the IP-SM-GW shall send a MT_FORWARD_SHORT_MESSAGE to the MSC/SGSN as described in 3GPP TS 29.002 [7] and 3GPP TS 23.040 [2]. The parameters of the MT_FORWARD_SHORT_MESSAGE shall be set as described in subclauses 6.1.18.3.1 and 6.1.18.3.2.

For the delivery of a Chat Session teardown request as a Short Message over IP, the IP-SM-GW shall send an SMSIP MESSAGE containing RP-DATA message in the body to the S-CSCF as described in 3GPP TS 24.341 [5] and 3GPP TS 24.011 [9]. The SMSIP MESSAGE shall be set as described in subsclauses 6.1.18.3.1 and 6.1.18.3.3.
For every attempt the TP-UD element shall contain operator defined data that should convey information to the SMS user that (s)he is removed from a Chat Session. Since the TP-OA element is set to an MSISDN assigned by the IP-SM-GW the MSISDN of the original sender shall be included in the information sent to the SMS user (unless the Chat Session SIP request contains the privacy header with "header" or "user" or "id" and the operator policy allows this). For a one-to-one Chat Session, the original sender is carried in the P-Asserted-Identity header of the SIP request, and for a group Chat Session, the original sender is carried in the Referred-By header.
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6.1.14.3.2
Receiving of SMS-DELIVER-REPORT over IP

Upon receipt of an SMSIP MESSAGE with RP-ACK or RP-ERROR message in the body, the IP-SM-GW shall respond with a SIP 202 (Accepted) response in accordance with 3GPP TS 24.341 [5].
NOTE:
It is assumed that the associated SIP BYE request received before was delivered as a single Short Message.
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