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Begin 1st Change
6.1.17
Handling of Participant Information


6.1.17.1
General
When a group Chat Session has been established and operator policy mandates that the SMS user be informed of changes in the participation of group Chat Sessions then the IP-SM-GW shall follow the procedures:
-
in subclause 6.1.17.2, 6.1.17.3 and 6.1.17.4 when interworking in the terminating network; or

-
in subclause 6.1.17.2, 6.1.17.3 and 6.1.17.5 when interworking in the originating network.
6.1.17.2
Subscribing to Participant Information

The IP-SM-GW, acting as CPM Client on behalf of the SMS user, shall subscribe to receive Participant Information as described in OMA-TS-CPM_Conv_Fnct [17].
6.1.17.3
Receiving of a Participant Information Notification
When the IP-SM-GW receives a SIP NOTIFY request that is part of the same SIP dialog as the previously sent SIP SUBSCRIBE request for subscribing to participant information, the IP-SM-GW shall follow the procedures in OMA-TS-CPM_Conv_Fnct [17] with the following exception:
-
to display the current Participant Information of the group Chat Session to the SMS user the IP-SM-GW shall proceed with the procedure in subclause 6.1.17.4 when interworking in the terminating network

-
to display the current Participant Information of the group Chat Session to the SMS user the IP-SM-GW shall proceed with the procedures in subclause 6.1.17.5 when interworking in the originating network
The frequency of sending Participant Information to the SMS user is subject to operator policy.

6.1.17.4
Sending Participant Information as SMS-Deliver when interworking in the terminating network

To deliver Participant Information to the SMS user when interworking in the terminating network the IP-SM-GW:
1)
may attempt to deliver the Participant Information as SMS over IP, if operator policy sets SMS over IP as highest priority for delivery attempts. If this attempt succeeds, then the IP-SM-GW shall skip subsequent steps;
2)
shall query the routing information from HSS as described in subclause 6.1.3.2; and
3)
If routing information is available (SGSN and/or MSC address), the IP-SM-GW shall attempt the delivery of a Short Message over IP, over CS, and PS. The priority order of these attempts is an operator policy.
For the delivery Participant Information as a Short Message over CS/PS, the IP-SM-GW shall send a MT_FORWARD_SHORT_MESSAGE to the MSC or SGSN as described in 3GPP TS 29.002 [7] and 3GPP TS 23.040 [2]. The parameters of the MT_FORWARD_SHORT_MESSAGE shall be set as described in subclauses 6.1.18.3.1 and 6.1.18.3.2. In addition the TP-UD element shall contain operator defined data that conveys Participant Information (e.g. users who have joined or left) to the SMS user. 

For the delivery of Participant Information as a Short Message over IP, the IP-SM-GW shall send a SIP MESSAGE request containing RP-DATA message in the body to the S-CSCF as described in 3GPP TS 24.341 [5] and 3GPP TS 24.011 [9]. In addition parameters of the SMSIP MESSAGE shall be set as described in subsclauses 6.1.18.3.1 and 6.1.18.3.3. In addition the TP-UD element shall contain operator defined data that conveys Participant Information (e.g. users who have joined or left) to the SMS user.
The IP-SM-GW shall proceed with receiving of an SMS-DELIVER-REPORT in accordance with 3GPP TS 23.040 [2]. If this MT_FORWARD_SHORT_MESSAGE_ACK contains the User error parameter the IP-SM-GW shall attempt to deliver in the next domains as specified in subclause 6.1.7.3 for a Chat Session Invite  Request. No further procedures are defined on reception of the SMS-DELIVER-REPORT as interworking of this message  is not required for Participant Information. 
6.1.17.5
Sending Participant Information as SMS-SUBMIT when interworking in the originating network
To deliver Participant Information to the SMS user when interworking in the originating network the IP-SM-GW shall submit a Short Message to the SMS-SC as described in subclause 6.1.18.4. In addition the TP-UD element shall contain operator defined data that conveys Participant Information (e.g. users who have joined or left) to the SMS user.

The IP-SM-GW shall proceed with receiving of an SMS-SUBMIT-REPORT in accordance with 3GPP TS 23.040 [2]. No further procedures are defined on reception of the SMS-SUBMIT-REPORT as interworking of this message  is not required for Participant Information.
End of 1st Change
End of Changes
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