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	Subclause 10.2.2.2 is clear that it defines the procedures when the ICS UE terminates a PS voice call using an IP bearer and thus refers to the case where the INVITE contains a PS-only media line or the UE had received two media lines and has decided to terminate a session including voice media (i.e. subclause 10.2.2.4 was invoked prior to subclause 10.2.2.2).
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	Add the extra condition where subclause 10.2.2.2 is invoked as a result of the UE running the procedures in subclause 10.2.2.4.
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	Missing condition for the UE to set up a session using an IP bearer as a result of running UE T-ADS in section 10.2.2.4.
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* * * First Change * * * 
10.2.2.2
Call control over Gm and all media over IP bearer
When the ICS UE receives a SIP INVITE request containing SDP for establishing a session using just an IP bearer or if the ICS UE decides to use an IP bearer as determined by the procedures in subclause 10.2.2.4, then the ICS UE shall establish this session in accordance with 3GPP TS 24.229 [11] with the following clarification:

-
if the SIP INVITE request contains a Target-Dialog header field containing dialog parameters that correspond to an existing dialog (or a dialog in the process of being established) between the ICS UE and SCC AS the ICS UE shall treat the SIP INVITE request as another dialog that is part of the same session as the dialog identified by the dialog parameters contained in the Target-Dialog header field;
-
if the SIP INVITE request does not contain a Target-Dialog header field but there is an existing dialog (or a dialog in the process of being established) between the ICS UE and SCC AS the SCC AS shall check if the dialog parameters for this request correspond to the dialog parameters received in a Target-Dialog header field received on an existing dialog (or a dialog in the process of being established) between the ICS UE and SCC AS and if so then the ICS UE shall treat the SIP INVITE request as another dialog that is part of the same session as the dialog that the Target-Dialog header field was received on.

NOTE:
The second case is to cover the possibility that requests can arrive out of the order that they were sent.
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