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	In subclause 4 we can read the requirement:

When a UE receives an Allowed CSG List Management Object (MO) containing the Operator CSG List, it shall update the Operator CSG List stored in the ME.
It is proposed to clarify that the Allowed CSG List Management Object (MO) is received from an OMA DM server. 

Also, it is not clear whether the operator CSG list should be stored in volatile or non-volatile memory in the ME. For consistency with TS 24.301 Annex C, it needs to be clarified that non-volatile memory is used.
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4
Allowed CSG List Management Object

The Allowed CSG List Management Object (MO) is used to manage the list of allowed CSG IDs, the Operator CSG IDs and the related restricted access information at UE. 

The Management Object Identifier is: urn:oma:mo:ext-3gpp-csg:1.0.

The OMA DM Access Control List (ACL) property mechanism (see OMA-ERELD-DM-V1_2 [5]) may be used to grant or deny access rights to OMA DM servers in order to modify nodes and leaf objects of the Allowed CSG list MO.
The following nodes and leaf objects are possible under the Allowed CSG List node as described in figure 4-1:
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Figure 4-1: The Allowed CSG List Management Object
When a UE receives an Allowed CSG List Management Object (MO) containing the Allowed CSG List, it shall update its Allowed CSG list stored in a USIM or in a non-volatile memory in the ME.
When a UE receives an Allowed CSG List Management Object (MO) containing the Operator CSG List, it shall update the Operator CSG List stored in a non-volatile memory in the ME.
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