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1. Overall Description:

3GPP TSG CT thanks ETSI SC EMTEL for their Liaison in EMTEL (10)0044r1/CP-100381, which was forwarded to 3GPP TSG CT by 3GPP TSG CT WG1. 
3GPP TSG CT believes that it is important to document and maintain the allocation of Cell Broadcast Message Identifiers in one place only to avoid duplication, to ensure support for roamers, and to provide uniformity of terminal behaviour. Accordingly, our preference is for 3GPP TSG CT WG1 to document MIs for EU-Alert directly in 3GPP TS 23.041 as they become available.
This is in line with the conclusion of a recent and lengthy exchange of Liaisons between 3GPP and ITU-T on the allocation of message identifiers for a Draft ITU-T Recommendation on Requirements for Land Mobile Alerting Broadcast Capabilities for Civic Purposes. Please see CP-090626 and CP-100172 (attached).
During the discussion at TSG CT#48 some additional points were made.

1) 3GPP TSG CT prefers that other SDOs referencing 3GPP TS 23.041 in their own specifications do not reproduce all or part of the MI table in section 9.4.1.2.2, in order to avoid duplication or divergence. In the present case 3GPP TSG CT would prefer that a reference to 3GPP TS 23.041 is made instead.
2) Some overlaps and clashes were observed between the table in section 5.2.1 of ETSI TS 102 900 and the one in section 9.4.1.2.2 of 3GPP TS 23.041. In particular the content of the “comments” and “meaning” columns for the same MI in each table do not align in many cases.

3) 3GPP TSG CT also prefers that the present table in section 5.2.1 of ETSI TS 102 900 be removed prior to its approval, in order to avoid the issues mentioned above.

4) 3GPP TS 23.041 for PWS already includes message identifiers that should be suitable for reuse by EU-Alert without modification or extension. 
2. Actions:

To ETSI SC EMTEL.

ACTION:  3GPP TSG CT kindly asks ETSI SC EMTEL to remove the table in section 5.2.1 of ETSI TS 102 900 prior to its approval, and to consider the additional points 1) – 4) above.
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