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* * * First Change * * * *

6.2
Call Related Procedures

6.2.1
Gate Control & Local NA(P)T procedure

The session establishment and session release procedures are specified in 3GPP TS 23.228 [2] Annex G.4.3 and G.4.

Figure 6.2.1.2 depicts the signalling flow for a session setup from the IMS access network towards the IMS core network when the P‑CSCF invokes the IMS-ALG function for a session. The same signalling flow applies for a session setup from the IMS core network towards the IMS access network with the exception that terminations T1 and T2 are then exchanged. 
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Figure 6.2.1.1: H.248 Context Model
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Figure 6.2.1.2: IMS-ALG and IMS-AGW interaction at session establishment
Upon receipt of a session initiation request, the IMS-ALG shall extract the offerer's destination network address(es) and port number(s) from the signalling message body received from the calling party endpoint. It shall then request the IMS-AGW to allocate transport resources (T2) via the Reserve AGW Connection Point procedure. Upon receipt of the response from the IMS-AGW, the IMS-ALG shall modify the offerer's destination address(es) and/or port(s) contained in the application signalling message body and propagate the session establishment toward the terminating party. 

On receipt of the terminating end SDP in the session establishment response, the IMS-ALG shall pass the information to the IMS-AGW in the Configure AGW Connection Point procedure and shall request the IMS-AGW to  allocate transport resources (T1) via the Reserve and Configure AGW Connection Point. Upon receiving the response from the IMS-AGW, the IMS-ALG shall modify the answerer's destination address(es) and/or port(s) contained in the application signalling message body and pass the information to the originating party.  

On session termination, the IMS-ALG shall request the IMS-AGW to release its transport resources via the Release AGW Termination procedure.   
* * * Next Change * * * *

6.2.10
IMS end-to-access-edge Media Plane Security

This procedure is identical to that of subclause 6.2.1 apart from the IMS-ALG optionally requesting the IMS-AGW to provide IMS media plane security in accordance with 3GPP TS 33.328 [12]. 

The IMS-ALG shall provide the following media plane security related parameters to the IMS-AGW:

· The SDES crypto attributes  
6.2.x
Change Through-Connection
The Change Through-Connection procedure is used for opening and closing of gates and is mandatory for IMS-ALG and IMS-AGW to support. The IMS-ALG sets the Stream mode parameter using the Change Through-Connection procedure to request the IMS-AGW to one-way or both-way through-connect or block media streams on a termination.

The IMS-ALG may combine the Change Through-Connection procedure with the Reserve and Configure AGW Connection Point, Reserve AGW Connection Point or Configure AGW Connection Point procedure as in Figure 6.2.1.2., or may apply this procedure separately.

* * * Next Change * * * *

8.27
Termination Out-of-Service 

This procedure is used to indicate that a termination on the IMS-AGW has gone out of service 

Table 8.27.1: Procedures between IMS-ALG and IMS-AGW: Termination Out-of-Service

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Termination Out-of-Service
	IMS-AGW
	Context
	M
	This information element indicates the context for the command.

	
	
	Bearer Termination
	M
	This information element indicates the bearer termination(s) for the command.

	
	
	Reason
	M
	This information element indicates the reason for service change.

	
	
	Method
	M
	This information element indicates the method for service change.

	Termination Out-of-Service Ack
	IMS-ALG
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Bearer Termination
	M
	This information element indicates the bearer termination(s) where the command was executed.


8.x
Change Through-Connection 

This procedure is used to change the through-connection in the bearer termination 

Table 8.27.1: Procedures between IMS-ALG and IMS-AGW: Change Through-Connection
	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Change Through-Connection
	IMS-ALG
	Context/Context Request
	M
	This information element indicates the existing context or requests a new context for the bearer termination.

	
	
	Bearer Termination/Bearer Termination Request
	M
	This information element indicates the existing bearer termination or requests a new bearer termination where the through-connection is changed.

	
	
	Through-Connection
	M
	This information element indicates the through-connection of the bearer termination

	Change Through-Connection Ack
	IMS-AGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Bearer Termination
	M
	This information element indicates the bearer termination where the command was executed.


NOTE:
This procedure may be combined with Reserve and Configure AGW Connection Point, Reserve AGW Connection Point or Configure AGW Connection Point procedure. This list of procedures is not exhaustive.
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