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1st Change

10.1.3.1.1
Call Establishment
Figure 10.1.3.1.1.1 depicts the signalling flow for a call setup either from or toward an external network.
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1.
The IBCF receives an SDP offer in SIP signalling.

2.
The IBCF detects that one of the CS-TrGW functions is required, e.g. NAPT/NAT.
3.
The IBCF sends a H.248 ADD command to create the outgoing termination and to request resources to execute TrGW function.
4.
The TrGW creates the outgoing termination. 

5.
The TrGW replies to IBCF with a H.248 Add reply command and provides the local address and port of the outgoing termination.
6.
The IBCF replaces the IP address inside the SDP using the information coming from TrGW.
7.
SDP offer is sent to the network at the outgoing side.
8.
SDP answer is received by IBCF.
9.
The IBCF sends a H.248 MOD command to configure the outgoing termination with address and port information received in the SDP answer.
10.
The TrGW configures the outgoing termination. 

11.
The TrGW replies to IBCF with a H.248 MOD reply command. 
12. 
The IBCF sends a H.248 ADD command to create the incoming termination and to request resources to execute TrGW function.
13.
The TrGW creates the incoming termination.
14.
The TrGW replies to the IBCF with a H.248 Add reply command and provides the local address and port of the incoming termination..
Note:
Steps 12 to 14 may also be executed after step 2.
15.
The IBCF replaces the IP address inside the SDP using the information coming from TrGW.
16.
SDP answer is sent to the network at the incoming side.

Figure 10.1.3.1.1.1: IBCF and TrGW interaction at Call establishment.
When creating the termination towards the IMS network or towards external networks, the IBCF may also indicate that the IP Interface Type is "MboIP".
NOTE:
Other values may be indicated by a CS-IBCF, as detailed in 3GPP TS 29.235 [29].

The IP Interface Type allows the TrGW to collect statistics per interface type associated with the RTP bearer termination. The provision of these statistics is outside of the scope of this specification.
2nd Change

10.4.1.2
Configure TrGW Connection Point

This procedure is used to configure or reconfigure an termination at the TrGW.

Table 10.4.1.2.1: Configure TrGW Connection Point Procedure
	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Configure TrGW Connection Point
	IBCF
	Context
	M
	This information element indicates the existing context.

	
	
	Termination
	M
	This information element indicates the existing bearer termination.

	
	
	IP Interface
	O
	This information element specifies the type of external interface to be used for the IP termination (e.g. MboIP).

	
	
	Local IP Resources
	O
	This information element indicates the resources (e.g. codec, auxiliary payload types) that the TrGW may use on the reception of user plane data. 

If Local Connection Address is supplied may be excluded (i.e. "-" is used in SDP m-line) if no transcoding or other  media related functions are required.

	
	
	Remote IP Resources
	O
	This information element indicates the resources (e.g. codec, auxiliary payload types) that the TrGW may send user plane data to.
If Remote Connection Address is supplied may be excluded (i.e. "-" is used in SDP m-line) if no transcoding or other media related functions are required.

	
	
	Local Connection Address
	O
	This information element indicates the IP address and port on the TrGW that the remote peer can send user plane data to.

	
	
	Remote Connection Address
	O
	This information element indicates the IP address and port that the TrGW can send user plane data to. 

	
	
	Reserve Value
	C
	This information element indicates if multiple resources are to be reserved. This information element shall be included if a speech codec and auxiliary payload types are configured.

	
	
	Remote Source Address Filtering
	O
	This information element indicates that remote source address filtering is required.

	
	
	Remote Source Address Mask
	C
	This information element provides information on the valid remote source addresses. This may be included if remote source address filtering is included. It shall not be included if remote source address filtering is not included.

	
	
	Remote Source Port Filtering
	O
	This information element indicates that remote source port filtering is required.

	
	
	Remote Source Port
	C
	This information element identifies the valid remote source port. This may be included if remote source port filtering is included. It shall not be included if remote source port filtering is not included. (NOTE 1)

	
	
	Remote Source Port Range
	C
	This information element identifies a range of valid remote source ports. This may be included if remote source port filtering is included. It shall not be included if remote source port filtering is not included. (NOTE 1)

	
	
	RTCP handling
	O
	Indicates whether or not the TrGW  shall reserve a port for an RTCP flow

	
	
	Traffic Policing Required
	O
	This information element indicates that policing of the media flow is required.

	
	
	Peak Data Rate
	O
	This information element may be present if Policing is required and specifies the permissible peak data rate for a media stream. (NOTE 2)

	
	
	Sustainable Data Rate
	O
	This information element may be present if Policing is required and specifies the permissible sustainable data rate for a media stream. (NOTE 2)

	
	
	Delay Variation Tolerance
	O
	This information element may be present if Policing on Peak Data Rate is required and specifies the maximum expected delay variation tolerance for the corresponding media stream.

	
	
	Maximum Burst Size
	C
	This information element shall be present if Policing on Sustainable Data Rate is required and specifies the maximum expected burst size for the corresponding media stream.

	
	
	DiffServ Code Point
	O
	This information element indicates a specific DiffServ code point to be used in the IP header in packets sent on the IP termination.

	
	
	DiffServ Tagging Behaviour
	O
	This information element indicates whether the Diffserv code point in theIP header in packets sent on the IP termination should be copied from the received value or set to a specific value.

	
	
	Media Inactivity Detection Required
	O
	This information element indicates that detection of inactive media flows is required.

	
	
	Inactivity Detection Time
	C
	This information element may be present if Inactive Media Detection is required and specifies the Inactivity Detection time.

	
	
	Inactivity Detection Direction
	C
	This information element may be present if Inactive Media Detection is required and specifies the Inactivity Detection direction.

	Configure TrGW Connection Point
Ack
	TrGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Termination
	M
	This information element indicates the termination where the command was executed.

	
	
	Local IP Resources
	O
	This information element indicates the resources that the TrGW has reserved to receive the user plane data from the far end.

	
	
	Remote IP Resources
	O
	This information element indicates the resource (i.e. codec) that the TrGW shall use to send user data to. May be present only if corresponding IE is present in the request.

	
	
	Local Connection Address
	O
	This information element indicates the IP address and port on the TrGW that the remote end can send user plane data to.

	
	
	Remote Connection Address
	O
	This information element indicates the IP address and port that the TrGW can send user plane data to. May be present only if corresponding IE is present in the request.

	NOTE 1:
Remote Source Port and Remote Source Port Range are mutually exclusive. 

NOTE 2: 
At least one of these IEs shall be present when policing is required.



3rd Change

10.4.1.4
Release TrGW Termination
This procedure is used to release multimedia-processing resources for a termination at the TrGW.
Table 10.4.1.4.1: Release TrGW Termination
	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Release TrGW Termination
	IBCF
	Context
	M
	This information element indicates the existing context.

	· 
	· 
	Termination
	M
	This information element indicates the existing bearer termination to be released.

	Release TrGW Termination
Ack
	TrGW
	Context
	M
	This information element indicates the context where the command was executed.

	· 
	· 
	Termination
	M
	This information element indicates the termination where the command was executed.


Note:
No requirement for statistics in the Release TrGW Termination Ack has been justified by a use case.
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16.  SDP answer(Ip2a, P2a) 
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