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------------------------------------------- 1st Change ------------------------------------
19.3.2B
Procedures for controller UE removing controllee UE from the collaborative session
When SCC AS receives a SIP REFER request in a new dialog from the controller UE containing a Refer-To header indicating that a SIP BYE request is to be sent to a controllee UE, the SCC AS shall send:

1)
SIP 202 (Accepted) response to the controller UE;

2)
SIP NOTIFY request with sipfrag including SIP 100 Trying to the controller UE; and
3)
SIP UPDATE request or a SIP re-INVITE request towards the remote leg as specified in 3GPP TS 24.229 [2] with the following clarifications:

-
if the controllee UE is sending media, include a "a=sendonly" attribute for the media component to be released;

-
if the controllee UE is only receiving media, include a "a=inactive" attribute for the media component to be released; and
-
include b=RR:0 and b=RS:0 bandwidth modifiers as specified in IETF RFC 3556 [50] for the media component to be released.
NOTE:
The steps in 3) are needed to avoid unnecessary ICMP message sending in the underlying IP network due to media sent to closed port that could result in the release of the call. The ICMP message is specified in IETF RFC 792 [51].


When the SIP 200 (OK) response to the SIP UPDATE request or the SIP re-INVITE request is received from the remote leg the SCC AS shall send a SIP BYE request to the controllee UE to release the controlled session in accordance with 3GPP TS 24.229 [2].
Upon receiving SIP 200 (OK) response from the controllee UE, the SCC AC shall send a SIP re-INVITE request to the remote leg as specified in 3GPP TS 24.229 [2]. The SCC AS shall construct the SDP information in the SIP re-INVITE request as follows:

1)
set port number for removed media component to zero; and

2)
include the SDP information for all other media in the collaborative session as from the original session to the remote leg.

Upon receiving SIP 200 (OK) response with the SDP answer from the remote leg, the SCC AS shall send:

1)
a SIP ACK request to the remote leg;

2)
upon successful release of the media component, a SIP NOTIFY request to the controller UE containing a sipfrag body that shall include the SIP 200 (OK) response of the SIP BYE request.

------------------------------------------ End Change -----------------------------------

