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	Reason for change:
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	Text for the terminating access baerer assignment is very unclear and leaves the procedures unspecified, as it states that "the access bearer assignment may be started when both of the following conditions are satisfied". 

The intended meaning most likely can be assumed by interpreting "may" differently than described in 3GPP drafting rules. 
For the basic mobile terminating call the MSC server only applies the early access bearer assignment procedure as specified in subclauses 6.2.1.2.2 and 6.2.2.2.2. Due to that the current text should be modified to clearly state that the access bearer assignment shall be started only when the core network bearer is established.
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	The terminating access baerer assignment procedure is modified to clearly state that the access bearer assignment shall be started only when the core network bearer is established.
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	Risk of interoperability problems since the unclear text makes different implementations possible.
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	Other comments:
(

	The alike change was already suggested as part of C4-080330 but C4-080330 was withdrawn thus leaving the unclear text in the terminating access baerer assignment procedures.
On the contrary the similar unclear text in the terminating access baerer assignment procedures of the 3GPP TS 23.231 was corrected and now it states that "If the early access bearer assignment procedure is used, the access bearer assignment shall be started only when the core network bearer is established, as described by the following conditions". According to the 3GPP TS 23.231, subclause 6.2.1.3.2 the MSC server can either apply the early access bearer assignment procedure or the late access bearer assignment procedure. Please note that 3GPP TS 23.231 specifies in the same subclause that for the basic call setup the MSC server should apply the early access bearer assignment procedure to ensure that the terminating UE is not alerted until the end to end bearer is established. Also the possible consequences of the usage of the late access bearer assignment procedure are added in the Note (late access bearer assignment procedure can result in clipping, alerting of the user if the core network side bearer or radio bearer establishment fails, and related charging of failed calls).


* * *  1st  Change  * * *
6.2.1.2.5
Access bearer assignment

The access bearer assignment shall be started only when both of the following conditions are satisfied:

1.
Either:

a.
The incoming IAM indicated that the Continuity message will follow, and a Continuity message has been received from the preceding node, or

b.
The incoming IAM did not indicate that the Continuity message will follow;

2.
A notification of successful bearer establishment in the network side has been received from the MGW (bullet 6 in figure 6.6).

The MSC server shall select bearer characteristics for the access bearer.

For the access bearer assignment in UMTS the MSC server requests the MGW to prepare for the access bearer establishment using the Prepare Bearer procedure. The MSC server requests the MGW to provide a bearer address and a binding reference, provides the MGW with the bearer characteristics and requests notification that the bearer can be modified. For speech calls, the MSC server shall provide the MGW with the speech coding information and conditionally GTT related information in accordance with 3GPP TS 23.226 [28] for the bearer. For a non-speech call the MSC server also provides the MGW with a PLMN Bearer Capability [4]. After the MGW has replied with the bearer address and the binding reference the MSC server requests the access bearer assignment using the provided bearer address and the binding reference (bullet 9 in figure 6.6) in accordance with 3GPP TS 25.413 [26]. The MSC shall only be notified by the MGW using the Bearer Modification Support procedure if the existing link characteristics of the access bearer can be modified at a later stage, see subclause 13.18.1.

For GERAN Iu mode the MSC Server receives the GERAN capabilities within the RANAP INITIAL UE MESSAGE, indicating the services (e.g. for CS speech services the supported codec types and, for an adaptive codec type, the supported codec modes (for definition see [27])), which will be available at the RAB establishment procedure. The MSC server shall take the indicated GERAN capabilities into account as well as the received MS capabilities when negotiating a service. Additionally, when requesting the access bearer assignment the MSC server shall indicate to the GERAN the selected service (e.g. selected codec type). The MSC server shall not set codec information in the NAS Synchronisation Indicator (see [4]). Instead it shall set codec information in the GERAN BSC container.

For GSM, before the MSC server starts the access bearer assignment, the MSC server uses the Reserve Circuit procedure to seize a TDM circuit. For a non-speech call the MSC server also provides the MGW with a PLMN Bearer Capability [4] and a GSM channel coding. After the MGW has replied the TDM circuit seizure the MSC server requests access bearer assignment (bullet 10 in figure 6.6) in accordance with 3GPP TS 48.008 [27]. If performing Service based handover (see 3GPP TS 48.008 [27]) the MSC Server may omit to perform Reserve Circuit procedure.
* * *  2nd  Change  * * *

6.2.2.2.4
Access bearer assignment

The access bearer assignment shall be started only when both of the following conditions are satisfied:

1. Either:

a. The incoming IAM indicated that the Continuity message will follow, and a Continuity message has been received from the preceding node, or

b. The incoming IAM did not indicate that the Continuity message will follow;

2. A notification of successful bearer establishment in the network side has been received from the MGW (bullet 7 in figure 6.8).

The MSC server shall select bearer characteristics for the access bearer.

For the access bearer assignment in UTRAN the MSC server requests the MGW to prepare for the access bearer establishment using the Prepare Bearer procedure. The MSC server requests the MGW to provide a bearer address and a binding reference, provides the MGW with the bearer characteristics and requests notification that the bearer can be modified. For speech calls, the MSC server shall provide the MGW with the speech coding information and conditionally GTT related information in accordance with 3GPP TS 23.226 [28] for the bearer. For a non-speech call the MSC server also provides the MGW with a PLMN Bearer Capability [4]. After the MGW has replied with the bearer address and the binding reference the MSC server requests the access bearer assignment using the provided bearer address and the binding reference (bullet 8 in figure 6.8) in accordance with 3GPP TS 25.413 [26]. The MSC shall only be notified by the MGW using the Bearer Modification Support procedure if the existing link characteristics of the access bearer can be modified at a later stage, see subclause 13.18.1.

For GERAN Iu mode the MSC Server receives the GERAN capabilities within the RANAP INITIAL UE MESSAGE, indicating the services (e.g. for CS speech services the supported codec types and, for an adaptive codec type, the supported codec modes (for definition see [27])), which will be available at the RAB establishment procedure. The MSC server shall take the indicated GERAN capabilities into account as well as the received MS capabilities when negotiating a service. Additionally, when requesting the access bearer assignment the MSC server shall indicate to the GERAN the selected service (e.g. selected codec type). The MSC server shall not set codec information in the NAS Synchronisation Indicator (see [4]). Instead it shall set codec information in the GERAN BSC container..

For GSM, before the MSC server starts the access bearer assignment, the MSC server uses the Reserve Circuit procedure to seize a TDM circuit. For a non-speech call the MSC server also provides the MGW with a PLMN Bearer Capability [4] and a GSM channel coding. After the MGW has replied the TDM circuit seizure the MSC server requests access bearer assignment (bullet 9 in figure 6.8) in accordance with 3GPP TS 48.008 [27]. If performing Service based handover (see 3GPP TS 48.008 [27]) the MSC Server may omit to perform Reserve Circuit procedure.
* * *  End of Changes  * * *
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