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The following solution is proposed: 
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* * * * First Change * * * *

4.2.2
Mobile Terminated Short Message

a)
Send Routing Information for MT SMS (SMS-GMSC->HLR):


The HLR returns the MSC number as for normal operation.

b)
Send Information for MT SMS (MSC->VLR) - MAP version 2:

-
If the VLR has no IMSI record, or if the record is marked "Subscriber Data Not Confirmed by HLR", the VLR proceeds as follows: 
-
the VLR returns an "Unidentified Subscriber" error. This causes the MSC to report a short message delivery failure, with cause "Unidentified Subscriber", to the SMS gateway MSC. The Gateway MSC sends a "Report SM Delivery Status" request, with a cause of "Absent Subscriber", to the HLR. This causes the HLR to set the "Mobile Station Not Reachable Flag" for the MS, as described in Technical Specifications 3GPP TS 23.040 [4] and 3GPP TS 29.002 [6]; or
-
the VLR performs the data restoration procedure as specified in subclause 4.2.1 for an incoming call and delay the mobile terminating SMS until the data restoration procedure is complete. During the data restoration procedure, the HLR shall send to the VLR the MME name or/and the SGSN Number if the subscriber is registered on this VLR and is registered to EPS or/and GPRS services respectively.
-
If the VLR has an IMSI record marked "Subscriber Data Confirmed by HLR" and "Not Confirmed by Radio Contact", the VLR handles the request in the normal way, except that the "Search for MS" procedure is used instead of the "Page MS" procedure.

-
If the VLR has an IMSI record marked "Subscriber Data Confirmed by HLR" and "Confirmed by Radio Contact", the VLR handles the request in the normal way; for this MS, VLR restoration is complete.

-
The state of the indicator "Location Information Confirmed in HLR" does not affect the "Send Information for MT SMS" procedure.

c)
Send Information for I/C Call Setup (MSC->VLR) - MAP version 1:

-
If the VLR has no IMSI record, or if the record is marked "Subscriber Data Not Confirmed by HLR", the VLR proceeds as follows: 
-
the VLR returns a "System Failure" error. This causes the MSC to report a short message delivery failure, with cause "System Failure", to the SMS gateway MSC; or
-
the VLR performs the data restoration procedure as specified in subclause 4.2.1 for an incoming call and delay the mobile terminating SMS until the data restoration procedure is complete. During the data restoration procedure, the HLR shall send to the VLR the MME name or/and the SGSN Number if the subscriber is registered on this VLR and is registered to EPS or/and GPRS services respectively.
-
If the VLR has an IMSI record marked "Subscriber Data Confirmed by HLR" and "Not Confirmed by Radio Contact", the VLR handles the request in the normal way, except that the "Search for MS" procedure is used instead of the "Page MS" procedure.

-
If the VLR has an IMSI record marked "Subscriber Data Confirmed by HLR" and "Confirmed by Radio Contact", the VLR handles the request in the normal way; for this MS, VLR restoration is complete.

-
The state of the indicator "Location Information Confirmed in HLR" does not affect the "Send Information for MT SMS" procedure.

d)
Process Access Request in Response to Search (MSC->VLR):

-
If the MS responds to paging, the MSC sends a positive response to the search request and a "Process Access Request" to the VLR. After successful authentication, if required, the VLR sets the indicator "Confirmed by Radio Contact" to "Confirmed", sets the location area information for the MS, and handles the request in the normal way.

-
The VLR checks the indicator "Location Information Confirmed in HLR". If it indicates "Not Confirmed" the VLR starts an "Update Location" procedure to the HLR. When this procedure is successfully completed, the VLR sets the indicator "Location Information Confirmed in HLR" to "Confirmed".

For this MS, VLR restoration is complete.
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