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6.2.1.3.2.1
Sending an Initial I1 Invite message

When sending an I1 Invite message towards the ICS UE, the SCC AS shall:

1)
perform the procedures per 3GPP TS 24.292 subclause 10.4.4 item 1;

1A)
dynamically allocate a STI. The STI is specified as an E.164 number;
NOTE 1:
The STI value uniquely identifies the I1 session being established, and it may be subsequently used to refer to this I1 session, e.g. the SCC AS uses the STI to correlate the access transfer request received via the PS access with the active session established via the I1 interface.
2)
create an I1 Invite message that includes:

a)
a Message Type and a Reason set to indicate the message is a Mobile Terminated I1 Invite message, accordance with table 7.3.1;
b)
a Call-Identifier field, that includes an allocated Call-Identifier (Part-2) subfield, (see subclause 7.2.2.1.4). The Call-Identifier field in spite of containing only the Part-2 value uniquely identifies this I1session between the ICS UE and SCC AS;

c)
a Sequence-ID;

d)
a From-id information element that identifies the remote calling party (i.e. obtained from the P-Asserted-Identity header field in the SIP INVITE request received from the calling party), if available and if privacy was not requested by the calling party as specified in RFC 3323 [8] and RFC 3325 [9]. If either the E.164 number that identifies the remote calling party is not available or privacy was requested, then the From-id information element shall not be included in the I1 Invite message;

NOTE 2:
The SCC AS will include in the From-id information element the remote calling party only if it is an E.164 number and if privacy was not requested.
e)
a To-id information element that;
-
if the UE has previously SIP registered as specified in 3GPP TS 23.218 [17] and the R-URI is a SIP URI and the R-URI can be derived (see annex A) then if the R-URI in the received SIP INVITE request is;
i)
the default public user identity as derived in Annex A for the terminating UE then the Code specific field of the To-id information element is set to "Unspecified" (see table 7.4.2.3A.1-2) and the length field is set to 0.

ii)
is not the default public user identity for terminating UE but matches one of the public user identities then the Code specific field of the Identity Information information element is set to "Identifier" (see table 7.4.2.3A.1-2) and the length field is set to 1 and the Information Element body of the To-id information element information element shall be the identifier value that was derived (see annex A) and maps to the Public User Identity that was received in the R-URI in the SIP INVITE request.
-
otherwise Code specific field of the To-id information element is set to 
i)
a "SIP URI" (see table 7.4.2.3A.1-2) if the public user identity is a SIP URI and the Information body (see table 7.3.2.2) containing the SIP URI.

ii)
an "International number" (see table 7.4.2.3A.1-2), if the public user identity is a Tel URI or SIP URI with URI parameter user=phone and the Information body (see table 7.3.2.2) containing the digit string contained in the URI.
f)
a Privacy information element set to the value requested by the remote calling party, if available;
g)
a SCC-AS-id information element that contains an SCC AS PSI DN set to the E.164 number allocated by the SCC AS itself as per procedures per 3GPP TS 24.292 subclause 10.4.8 item 2;

h)
a Session-identifier information element that contains the allocated STI; and

i)
if using a transport layer protocol that is not a real-time transport layer protocol, a Timestamp information element that includes current local time measured in seconds. The element will be used by the ICS UE to determine the staleness of the message.
3)
store the information sent in the I1 Invite message against the allocated SCC AS PSI DN; and

4)
select the transport layer protocol (see subclause 4.2.3) depending on the access network type, and forward the I1 Invite message toward the ICS UE.
Subsequently the SCC AS may receive either an I1 Success message or an I1 Progress message (with Reason field set either to Ringing or Call Progress) from the ICS UE.
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