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* * * First Change * * * *

7.5B.1.1
MS Info Change Notification Request

This message is sent by an SGSN to a GGSN when the GGSN has requested to receive MS Info Change Notifications.

The TEID value used in this message shall be zero.
The SGSN shall include the IMSI IE and shall set it to the IMSI of the subscriber.
The SGSN optionally includes Linked NSAPI. The Linked NSAPI indicates the NSAPI assigned to any of the already activated PDP context of the PDP address and APN. This IE also indicates the GGSN that the MS Info Change Notification Request is supported per PDP address and APN.
The SGSN shall include the RAT Type IE and shall set its value appropriately, respective of which access technology is current being used by the MS.

The SGSN shall include the User Location Information IE if the MS is located in a RAT Type of GERAN, UTRAN or GAN and shall include the CGI, SAI or RAI in the 'Geographic Location' field depending on whether the MS is in a cell, a service or a routing area respectively. The SGSN may optionally include the User Location Information for other RAT Types.

The SGSN shall include the User CSG Information IE if the MS is located in the CSG cell or the hybrid cell and the GGSN has requested to receive the CSG Information.
The optional Private Extension contains vendor or operator specific information. 
Table 7.5B.1.1.1: Information Elements in Location Change Notification Request
	Information element
	Presence requirement
	Reference

	IMSI
	Mandatory
	7.7.2

	Linked NSAPI
	Optional
	7.7.17

	RAT Type
	Mandatory
	7.7.50

	User Location Information
	Conditional
	7.7.51

	User CSG Information
	Optional
	7.7.94

	Private Extension
	Optional
	7.7.46


* * * Next Change * * * *

7.5B.1.2
MS Info Change Notification Response

This message is sent by a GGSN to an SGSN to acknowledge the receipt of a Location Change Notification Request.

The TEID value used in this message shall be zero.
The GGSN shall include the IMSI IE and shall set it to the IMSI received in the corresponding request message. If an SGSN receives an MS Info Change Nofitication Response with an unknown IMSI, then the message shall be silently discarded and no further processing of the IEs shall continue i.e. the Cause value is not processed.

The Cause value indicates whether or not the MS Info Change Notification Request was received correctly. Possible Cause values are:

-
"Request accepted"

-
"Invalid message format"

-
"IMSI not known"

-
"Mandatory IE incorrect"

-
"Mandatory IE missing"

-
"Optional IE incorrect"

-
"System failure"

If the received MS Info Change Notification Response contains a Cause value of "IMSI not known", then the MS Info Change Reporting mechanism shall be stopped in the SGSN for all PDP Contexts associated with the IMSI received and the GGSN from which the response was received. The SGSN shall then initiate an Update PDP Context for all of these PDP Contexts associated with the GGSN.

For error handling if the received MS Info Change Notification Response contains a Cause value other than "Request accepted", "IMSI not known" and "System failure", refer to clause 11.

The GGSN shall include same value of NSAPI if the NSAPI IE is received in the MS Info Change Notification Request message and if the GGSN supports NSAPI in this message. This IE indicates the SGSN that the MS Info Change Notification Request message per PDP address and APN is supported by the GGSN.
If the MS Info Change Reporting mechanism is to be stopped for this subscriber in the SGSN, then the GGSN shall include the MS Info Change Reporting Action IE in the message and shall set the value of the Action field appropriately.

The optional Private Extension contains vendor or operator specific information.
Table 7.5B.1.2.1: Information Elements in Location Change Notification Response
	Information element
	Presence requirement
	Reference

	IMSI
	Mandatory
	7.7.2

	Cause
	Mandatory
	7.7.1

	Linked NSAPI
	Optional
	7.7.17

	MS Info Change Reporting Action
	Optional
	7.7.80

	Private Extension
	Optional
	7.7.46


* * * End of Change * * * *
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