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	Reason for change:
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	The terminal profile bits for "width reduction when in a menu" are used for calculations when the screen shall be resized, see e.g. TS 11.14, cl. 5.3.6.

In the approved CR#0205 to TS 31.124 it was agreed that an ME which does not support "Screen Sizing Parameters" can nevertheless indicate non-zero values for the "width reduction when in a menu" bits in the Terminal Profile.

The corresponding changes to TS 51.010-4 need to be applied.
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	The condition for E.1/126-128 has been changed to C234.
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3.3
Table of optional features

Support of SIM Application Toolkit is optional for Mobile Equipment. However, if an ME states conformance with a specific GSM release, it is mandatory for the ME to support all functions of that release, as stated in table B.1.

The support of letter classes, which specify mainly ME hardware dependent features, is optional for the ME and may supplement the SIM Application Toolkit functionality described in the present document. If an ME states conformance to a letter class, it is mandatory to support all functions within the respective letter class.

The supplier of the implementation shall state the support of possible options in table A.1.

Table A.1: Options

	Item
	Option
	Status
	Support
	Mnemonic

	1
	Capability Configuration parameter
	O
	
	O_Cap_Conf

	[..]

	12
	Class E: B.I.P related to CSD
	O
	
	O_BIP_CSD

	13
	Screen sizing parameters
	O
	
	O_Scr_Siz

	14
	Screen Resizing
	O
	
	O_Scr_Resiz

	15
	UCS2 coding scheme for Display
	O
	
	O_Ucs2_Disp

	16
	Mobile supporting GPRS
	O
	
	O_GPRS

	[..]

	46
	Terminal supports keypad
	C001
	
	O_No_Type_NK

	47
	Terminal supports  audio alerting
	C001
	
	O_No_Type_NA

	48
	Terminal supports  speech call
	C001
	
	O_No_Type_NS

	49
	Terminal supports  multiple languages
	C001
	
	O_No_Type_NL

	[..]

	91
	Terminal displays icons as defined in record 5 of EF(IMG) for Launch Browser command
	O
	
	O_Icon_ Rec5_Launch_Browser

	C001      If feature is implemented according to TS 31.111 [22] Rel-8 or later then O, else M


Annex E (normative):
Details of terminal profile support
Table E.1: TERMINAL PROFILE support
	Item
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Profile Download
	TS 11.14, 5
	R96
	M
	
	PD_Pro_Dvnl

	[..]

	105
	Number of characters supported down the ME
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char

	106
	Number of characters supported down the ME
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char

	107
	Number of characters supported down the ME
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char

	108
	Number of characters supported down the ME
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char

	109
	Number of characters supported down the ME
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char

	110
	No display capability (i.e class "ND" is indicated)
	ETSI TS 102 223, cl. 5.2
	Rel-8
	C235
	
	PD_Type_ND

	111
	No keypad available (i.e. class "NK" is indicated)
	ETSI TS 102 223, cl. 5.2
	Rel-8
	C236
	
	PD_Type_NK

	112
	Screen Sizing Parameters
	TS 11.14, 5
	R99
	C216
	
	PD_Screen_Siz

	113
	Number of characters supported across the ME display
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char_Disp

	114
	Number of characters supported across the ME display
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char_Disp

	115
	Number of characters supported across the ME display
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char_Disp

	116
	Number of characters supported across the ME display
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char_Disp

	117
	Number of characters supported across the ME display
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char_Disp

	118
	Number of characters supported across the ME display
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char_Disp

	119
	Number of characters supported across the ME display
	TS 11.14, 5
	R99
	C234
	
	PD_Nb_Char_Disp

	120
	Variable size fonts Supported
	TS 11.14, 5
	R99
	C233
	
	PD_Var_Font

	121
	Display can be resized
	TS 11.14, 5
	R99
	C218
	
	PD_Disp_Resiz

	122
	Text Wrapping supported
	TS 11.14, 5
	R99
	C233
	
	PD_Txt_Wrap

	123
	Text Scrolling supported
	TS 11.14, 5
	R99
	C233
	
	PD_Txt_Scroll

	124
	RFU
	TS 11.14, 5
	R96
	X
	
	PD_RFU_124

	125
	RFU
	TS 11.14, 5
	R96
	X
	
	PD_RFU_125

	126
	Width reduction when in a menu
	TS 11.14, 5
	R99
	C234
	
	PD_Width_Reduc

	127
	Width reduction when in a menu
	TS 11.14, 5
	R99
	C234
	
	PD_Width_Reduc

	128
	Width reduction when in a menu
	TS 11.14, 5
	R99
	C234
	
	PD_Width_Reduc

	129
	TCP
	TS 11.14, 5
	R99
	C220
	
	PD_TCP

	130
	UDP
	TS 11.14, 5
	R99
	C221
	
	PD_UDP

	[..]

	152
	RFU
	TS 11.14, 5
	R96
	X
	
	PD_RFU_152

	C201
	Void
	-- Void

	C202
	Void
	-- Void

	C203

C204

C205

C206

C207

C208

C209

C210

C211

C212

C213

C214

C215

C216

C217

C218

C219

C220

C221

C222

C223

C224

C225

C226

C227

C228

C229

C230

C231

C232

C233

C234

C235

C236

O.1


	IF A.1/3 THEN M 

IF A.1/15 THEN M

IF A.1/4 THEN M

IF A.1/7 THEN M

IF A.1/12 THEN M

IF (A.1/7 AND A.1/8) THEN M

IF A.1/9 THEN M

IF A.1/1 THEN M

IF A.1/2 THEN M

IF A.1/10 THEN M

IF A.1/11 THEN M for at least one of the bits 1 - 2 of byte 10

IF C213 THEN M for at least one, but not for all of the bits 1 - 8 of byte 11

Void

IF A.1/13 THEN M

Void
IF A.1/14 THEN M

IF C218 THEN bit values "0" / "1" allowed

IF A.1/18 THEN M

IF A.1/17 THEN M

IF A.1/21 THEN M

IF (C207 OR C222) THEN M

IF A.1/27 THEN M

IF A.1/28 THEN M

IF A.1/29 THEN M

IF (C207 OR C222) THEN M for at least one of the bits 6 - 8 of byte 13

IF A.1/45 THEN M ELSE O.1

IF A.1/46 THEN M ELSE O.1

IF A.1/47 THEN M ELSE O.1

IF A.1/48 THEN M ELSE O.1

IF A.1/49 THEN M ELSE O.1

IF A.1/45 THEN O ELSE O.1

IF A.1/45 THEN bit values "0" / "1" allowed ELSE O.1

IF A.1/45 THEN O.1 ELSE M

IF A.1/46 THEN O.1 ELSE M

Allowed: Bit value ="0" or bit not present
	-- O_Ucs2_Entry

-- O_Ucs2_Disp

-- O_Ext_Str

-- O_Dual_Slot

-- O_BIP_CSD

-- O_Dual_Slot AND O_Detach_Rdr

-- O_Run_At

-- O_Cap_Conf

-- O_sust_text

-- O_LB

-- O_Softkey
-- O_Softkey (parameters)
-- Void

-- O_Scr_Siz

-- Void
-- O_Scr_Resiz

-- O_Scr_Resiz (parameters)

-- O_TCP

-- O_UDP

-- O_BIP_GPRS

-- O_BIP_CSD OR O_BIP_GPRS
-- O_9EXX

-- O_CC_Auto_Redial

-- O_SetUp_Call_Sec_Alpha_Id

-- O_BIP_CSD OR O_BIP_GPRS
-- O_No_Type_ND

-- O_No_Type_NK

-- O_No_Type_NA

-- O_No_Type_NS

-- O_No_Type_NL

-- O_No_Type_ND

-- O_No_Type_ND

-- O_No_Type_ND

-- O_No_Type_NK



	Comments:

This static requirement for the TERMINAL PROFILE is specifying the bit coding of this command. In the support column a "Yes" (or "Y" or "y") means bit coding "1" and a "No" (or "N" or "n") and "X" means bit coding "0" in the command.
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