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Introduction

The present document defines the application test specification.

The aim of the present document is to ensure interoperability between an UICC and a terminal independently of the respective manufacturer, card issuer or operator. The present document does not define any aspects related to the administrative management phase of the UICC. Any internal technical realisation of either the UICC or the Terminal is only specified where these are reflected over the interface.

Application specific details for applications residing on an UICC are specified in the respective application specific documents. The logical and physical Characteristics of the UICC Terminal interface is specified in document ETSI TS 102 221 [5]. The Universal Subscriber Identity Module (USIM)-application for 3G telecommunication networks is specified in document TS 31.102 [4].

1
Scope

The present document provides the UICC –Terminal Interface Conformance Test Specification between a 2G, 3G or 3G E-UTRAN terminal and the USIM (Universal Subscriber Identity Module) as an application on the UICC and the Terminal for a 2G, 3G or 3G E-UTRAN network operation:

-
the default setting of the USIM;

-
the applicability of each test case;

-
the test configurations;

-
the conformance requirement and reference to the core specifications;

-
the test purposes; and

-
a brief description of the test procedure and  the specific acceptance criteria.

For the avoidance of doubt, references to clauses of ETSI TS 102 221 [5] include all the subclauses of that clause, unless specifically mentioned.

ETSI TS 102 221 [5] contains material that is outside of the scope of 3GPP requirements. A 3GPP ME may support functionality that is not required by 3GPP, but the requirements to do so are outside of the scope of 3GPP. Thus the present document does not contain tests for features defined in ETSI TS 102 221 [5] which are out of scope of 3GPP.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.


References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.


For a specific reference, subsequent revisions do not apply.


For a non-specific reference, the latest version in same release as the implementation release of the terminal under test applies.
[1]
Void

[2]
Void

[3]
3GPP TS 23.038: "Alphabets and language-specific information".

[4]
3GPP TS 31.102: "Characteristics of the USIM application".

[5]
If the device under test is a

· R99 ME: 

ETSI TS 102 221 v3.18.0: "UICC-Terminal interface; Physical and logicalcharacteristics",

· Rel-4 ME: 
ETSI TS 102 221 v4.16.0: "UICC-Terminal interface; Physical and logical characteristics",

· Rel-5 ME: 
ETSI TS 102 221 v5.10.0: "UICC-Terminal interface; Physical and logical characteristics",

· Rel-6 ME: 
ETSI TS 102 221 v6.15.0: "UICC-Terminal interface; Physical and logical characteristics",

· Rel-7 ME: 
ETSI TS 102 221 v7.17.0: "UICC-Terminal interface; Physical and logical characteristics",

· Rel-8 ME: 
ETSI TS 102 221 v8.4.0: "UICC-Terminal interface; Physical and logical characteristics",

· Rel-9 ME: 
ETSI TS 102 221 v9.0.0: "UICC-Terminal interface; Physical and logical characteristics".
[6]
3GPP TS 22.011: "Service accessibility".

[7]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[8]
3GPP TS 22.024: "Description of Charge Advice Information (CAI)".

[9]
3GPP TS 23.086: "Advice of Charge (AoC) Supplementary Service – Stage 2".

[10]
3GPP TS 24.086: "Advice of Charge (AoC) Supplementary Service – Stage 3".

[11]
3GPP TS 22.101: "Service aspects; Service principles".

[12]
3GPP TS 22.030: "Man-Machine Interface (MMI) of the User Equipment (UE)".

[13]
3GPP TS 23.040: "Technical realization of the Short Message Service (SMS)".

[14]
3GPP TS 23.003: "Numbering, Addressing and Identification".

[15]
3GPP TS 44.018: "Mobile radio interface layer 3 specification; Radio Resource Control Protocol".

[16]
3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core Network protocols; Stage 3".

[17]
3GPP TS 24.080: "Mobile radio Layer 3 supplementary service specification; Formats and coding".

[18]
3GPP TS 22.086: "Advice of Charge (AoC) supplementary services; Stage 1".

[19]
3GPP TS 21.111: "USIM and IC card requirements".

[20]
3GPP TS 25.331 "Radio Resource Control (RRC); Protocol Specification".

[21]
3GPP TS 34.108 "Common test environments for User Equipment (UE) conformance testing".

[22]
3GPP TS 51.010‑1 "Mobile Station (MS) conformance specification; Part1: Conformance specification".

[23]
3GPP TS 23.140 Release 6 "Multimedia Messaging Service (MMS); Functional description; Stage 2".

[24]
3GPP TS 24.002 "GSM – UMTS Public Land Mobile Network (PLMN) Access Reference Configuration".

[25]
3GPP TS 23.060 "General Packet Radio Service (GPRS); Service description; Stage 2".

[26]
3GPP TS 24.301: "Technical Specification Group Core Network and Terminals; Non-Access-Stratum (NAS) protocol for Evolved Packet Systems (EPS): Stage 3".

[27]
3GPP TS 33.401: "3GPP System Architecture Evolution (SAE); Security architecture".
[28]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA) Radio Resource Control (RRC); Protocol specification".
[29] 
3GPP TS 36.508: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); Common test environments for User Equipment (UE) conformance testing"

[30]
3GPP TS 36.523-2 " Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC);User Equipment (UE) conformance specification;Part 2: Implementation Conformance Statement (ICS) proforma specification"

[31] 
3GPP TS 23.122: "Non-Access-Stratum functions related to Mobile Station (MS) in idle mode".
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