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	Reason for change:
(

	According to TS 31.111/ETSI TS 102 223, cl.6.6.8 "The SELECT ITEM command BER-TLV data object may contain a single Item Identifier data object as an indication of the default item. The Comprehension Required flag in the Item Identifier data object shall be set to 0, indicating that it is not mandatory for the ME to support indication of the default item." 
Thus the coding of the Item Identifier TLV in PROACTIVE COMMAND : SELECT ITEM 3.1.1 is incorrect and the requirement that the default item shall be selected by default does not apply.


	
	

	Summary of change:
(

	Applicability of the test changed, so that the test applies only to terminals which support the selection of the default item.

Please note that the required coding correction has to be applied by CR to ETSI TS 102 384.
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(

not approved:
	Terminals might unfairly fail the test due to incorrect command coding or due to incorrect display verification.
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	Other comments:
(

	This change corresponds to CR#70r2 to TS 51.010-4. 

As indicated in clause 27.22.4.9.3 ETSI TS 102 384 requires the same changes to the referenced TS 102 384 sequence to align TS 31.124 with the changes applied to TS 51.010-4. 


3.3
Table of optional features

Support of USIM Application Toolkit is optional for Mobile Equipment. However, if an ME states conformance with a specific 3GPP release, it is mandatory for the ME to support all functions of that release, as stated in table B.1.

The support of letter classes, which specify mainly ME hardware dependent features, is optional for the ME and may supplement the USIM Application Toolkit functionality described in the present document. If an ME states conformance to a letter class, it is mandatory to support all functions within the respective letter class.

The supplier of the implementation shall state the support of possible options in table A.1.

Table A.1: Options

	Item
	Option
	Status
	Support
	Mnemonic

	1
	Capability Configuration parameter
	M
	
	O_Cap_Conf

	2
	Sustained text
	C002
	
	O_sust_text

	[..]

	137
	CLASS Q: Terminal supports CSG Cell Discovery
	O
	
	O_CSG_Cell_Discovery

	xx
	Terminal supports selection of default item in Select Item
	O
	
	O_Select_Item_Default_Item

	C001
If terminal is implemented according to Rel-6 or later then M, else O

	C002   If feature is implemented according to Rel-8 or later then O, else M

	C003
If terminal is implemented according to Rel-8 or later AND ((A.1/132 OR  A.1/133) AND (NOT A.1/64) AND (NOT A.1/134)) THEN M ELSE N/A


3.4
Applicability table

Table B.1: Applicability of tests

	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	1
	PROFILE DOWNLOAD
27.22.1
	R99
	1
	M
	M
	M
	M
	M
	M
	M
	E.1/1
	No
	
	

	[..]

	12
	SELECT ITEM
27.22.4.9
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	Mandatory features
	R99
	1.1
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	E.1/25 AND E.1/110 AND E.1/111
	No
	
	

	
	Large menu
	R99
	1.2, 1.3, 1.5,1.6
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	E.1/25 AND E.1/110 AND E.1/111
	No
	
	

	
	Backwards move
	R99
	1.4
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	E.1/25 AND E.1/110 AND E.1/111
	No
	
	

	
	user termination
	R99
	1.5
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	E.1/25 AND E.1/110 AND E.1/111
	No
	
	

	
	next action indicator
	R99
	2.1
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	E.1/25 AND E.1/110 AND E.1/111
	No
	
	

	
	default selected item
	R99
	3.1
	C177 AND C178 AND Cxxx
	C177 AND C178
AND Cxxx
	C177 AND C178
AND Cxxx
	C177 AND C178
AND Cxxx
	C177 AND C178
AND Cxxx
	C177 AND C178
AND Cxxx
	C177 AND C178
AND Cxxx
	E.1/25 AND E.1/110 AND E.1/111
	No
	
	

	
	help information
	R99
	4.1
	C107 AND C177 AND C178
	C107 AND C177 AND C178
	C107 AND C177 AND C178
	C107 AND C177 AND C178
	C107 AND C177 AND C178
	C107 AND C177 AND C178
	C107 AND C177 AND C178
	E 1/25 AND E.1/110 AND E.1/111
	No
	
	

	[..]


	C101
	IF A.1/1 THEN M ELSE N/A
	-- O_Cap_Conf

	C102
	IF A.1/16 THEN M ELSE N/A
	-- O_GPRS

	[..]

	C191
	IF A.1/21 AND A.1/18 THEN M ELSE N/A
	-- O_BIP_GPRS AND O_TCP

	C192
	IF (A.1/21 AND A.1/18 AND A.1/72) THEN M ELSE N/A
	-- O_BIP_GPRS AND O_TCP AND    O_BIP_UICCServer

	Cxxx
	IF A.1/xx THEN M ELSE N/A
	-- O_Select_Item_Default_Item

	

	O.1
	IF A.1/zz tests x.yA M ELSE tests x.yB M (where zz corresponds to the option relating to the command being tested (e.g. A.1/90 if Display Text supports icons as defined in record 1 of EF(IMG)) and x.y is the expected sequence number value)

	O.2
	IF A.1/zz tests x.yA M ELSE tests x.yB M (where zz corresponds to the option relating to the command being tested (e.g. A.1/91 if Display Text supports icons as defined in record 2 of EF(IMG)) and x.y is the expected sequence number value)

	O.3
	Void

	O.4
	IF A.1/zz AND A.1/ww tests x.yA M ELSE tests x.yB M (where zz and ww correspond to the option relating to the command being tested (e.g. A.1/90 if Display Text supports icons as defined in record 1 of EF(IMG) and A.1.92 if Display Text supports icons as defined in record 5 of EF(IMG) ) and x.y is the expected sequence number value)

	

	TCEP001
	IF NOT A.1/84 THEN during the test execution, the display or the non-display of any alpha identifier, text string or icon shall be treated as successfully verified.

	TCEP002
	IF NOT A.1/85 THEN the terminal may open the channel without explicit confirmation by the user.

	AER001
	IF ((A.1/21 AND A.1/17) AND ((A.1/132 OR A.1/133) AND (A.1/134 OR A.1/64))) THEN R(27.22.4.27.6, Seq. 6.1) ELSE A
	-- (O_BIP_GPRS AND O_UDP) AND (O_eFDD OR O_eTDD) AND (O_UTRAN OR O_GERAN)

	AER002
	IF ( (A.1/132 OR A.1/133) AND (A.1/134 OR A.1/64))) THEN R(27.22.7.4 Seq. 1.1) ELSE A
	-- (pc_eFDD OR pc_eTDD) AND (O_UTRAN OR O_GERAN)

	AER003
	IF ( (A.1/132 OR A.1/133) AND (A.1/134 OR A.1/64))) THEN R(27.22.4.15 Seq. 1.17) ELSE A
	-- (pc_eFDD OR pc_eTDD) AND (O_UTRAN OR O_GERAN)

	AER004
	IF ( (A.1/132 OR A.1/133) AND (A.1/134 OR A.1/64))) THEN R(27.22.4.15 Seq. 1.14) ELSE A
	-- (pc_eFDD OR pc_eTDD) AND (O_UTRAN OR O_GERAN)

	AER005
	IF ((A.1/21 AND A.1/17) AND ((A.1/132 OR A.1/133) AND (A.1/134 OR A.1/64))) THEN R(27.22.4.27.6, Seq. 6.4) ELSE A
	-- (O_BIP_GPRS AND O_UDP) AND (O_eFDD OR O_eTDD) AND (O_UTRAN OR O_GERAN)

	AER006
	IF ((A.1/21 AND A.1/17) AND ((A.1/132 OR A.1/133) AND (A.1/134 OR A.1/64))) THEN R(27.22.4.27.6, Seq. 6.3) ELSE A
	-- (O_BIP_GPRS AND O_UDP) AND (O_eFDD OR O_eTDD) AND (O_UTRAN OR O_GERAN)

	AER007
	IF ((A.1/21 AND A.1/17) AND ((A.1/132 OR A.1/133) AND (A.1/134 OR A.1/64))) THEN R(27.22.4.27.6, Seq. 6.5) ELSE A
	-- (O_BIP_GPRS AND O_UDP) AND (O_eFDD OR O_eTDD) AND (O_UTRAN OR O_GERAN)

	AER008
	IF ((A.1/21 AND A.1/17) AND ((A.1/132 OR A.1/133) AND (A.1/134 OR A.1/64))) THEN R(27.22.4.29, Seq. 1.2) ELSE A
	-- (O_BIP_GPRS AND O_UDP) AND (O_eFDD OR O_eTDD) AND (O_UTRAN OR O_GERAN)

	
	
	


27.22.4.9.3
SELECT ITEM (default item support)

27.22.4.9.3.1
Definition and applicability

See clause 3.2.2.

27.22.4.9.3.2
Conformance requirement

Same as clause 27.22.4.9.1.2.

27.22.4.9.3.3
Test purpose

To verify that the mobile supports "default item" mode.

27.22.4.9.3.4
Method of test

27.22.4.9.3.4.1
Initial conditions

The ME is connected to the USIM Simulator.

The elementary files are coded as Toolkit default.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

27.22.4.9.3.4.2
Procedure

Expected Sequence 3.1 (SELECT ITEM, default item, successful)

See ETSI TS 102 384 [26] in subclause 27.22.4.9.3.4.2, Expected Sequence 3.1.

27.22.4.9.3.5
Test requirement

The ME shall operate in the manner defined in expected sequence 3.1
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