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	An SC UE can either have ICS capabilities or not. Procedures for session terminations to an UE with ICS capabilities enabled are different to that for an UE without ICS capabilities or with ICS capabilities disabled. Subclause 8.2 currently refers to TS 24.229 and TS 24.292 (although the actual clauses in TS 24.292 are not specified which leads to confusion). Also 8.2 refers to an SC UE terminating calls with CS media. This is only possible if the SC UE is an ICS UE (covered by TS 24.292).

·    It should be clear that an SC UE (no ICS capabilities or ICS capabilities disabled) should refer to TS 24.229 for termination procedures, with the clarification that the UE shall take the IMSVoPS indicator into account. The details of the conditions are to be documented in the access specific annexes in TS 24.229.
·    It should be clear that TS 24.292 should be referenced for an SC UE that has ICS capabilities enabled. 
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	Clarifies the UE procedures for session terminations towards an SC UE without ICS capabilities or with disabled ICS capabilities.
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	It is not specified the behaviour of the UE in certain access networks when receiving a VoIP termination. In particular, there are a number of conditions which come into consideration like the access-network-type and the IMSVoPS indicator. When these conditions are not met, the behaviour is currently NOT specified, so the UE does not know what to do in this case. Additionally, the existing text in 8.2 makes it impossible for implementations to know when to follow the procedures in TS 24,229 and when to follow the procedures in TS 24.292.
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* * * First Change * * * 
8.2
SC UE

The SC UE shall support termination of multimedia sessions in the IM CN subsystem as specified in 3GPP TS 24.229 [2] with the following clarifications:

1)
If the SC UE supports the MSC server assisted mid-call feature, and the receiving SIP INVITE request includes g.3gpp.mid-call media feature tag as described in annex C in the Contact header field, the SC UE shall include the g.3gpp.mid-call media feature tag as described in annex C in the Contact header field of the SIP 2xx response to the SIP INVITE request.
2)
If the SC UE not supporting ICS or supporting ICS but with ICS Capabilities disabled receives a SIP INVITE request containing a SDP offer which includes audio media with speech codecs transported using an IP bearer, and:
NOTE:
An indication that an SC UE with ICS capabilities has its ICS capabilities enabled or disabled can be found in the ICS MO ICS_Capabilities_Enabled leaf node (see 3GPP TS 24.286 [23]).
a)
if the SC UE sends the response to the SIP INVITE request over GERAN; 

b)
if the SC UE sends the response to the SIP INVITE request over E-UTRAN or UTRAN, and the IMSVoPS indicator indicates that voice is not supported; or

c)
if the SC UE sends the response to the SIP INVITE request over an access network other than E-UTRAN, UTRAN and GERAN, and the access network does not support the offered audio media with speech codecs transported using an IP bearer;


then the SC UE shall send back a SIP 488 (Not Acceptable Here) response without a message body
The SC UE not supporting ICS or with ICS Capabilities disabled shall support termination of calls in the CS domain as specified in 3GPP TS 24.008 [8].
An SC UE that supports ICS and has ICS capabilities enabled shall follow the call termination procedures as specified in 3GPP TS 24.292 [4].
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