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* * * First Change * * * *
5.6.2
UE procedures

5.6.2.1
General

For the attach to additional access network procedure, the UE is already attached to either a home link or foreign link and discovers a new link. The UE applies the DSMIPv6 home link detection function as specified in subclause 5.1.2.3 to determine if the new link will be a home link or a foreign link. If the new link is a home link, the UE follows the procedure as specified in subclause 5.6.2.2. If the new link is a foreign link, the UE follows the procedure as specified in subclause 5.6.2.3.
5.6.2.2
Attach to additional access network acting as home link 

The UE shall perform the DSMIPv6 home link detection function as specified in subclause 5.1.2.3.
In addition, the UE shall perform the initial binding registration and IPv4 Home Address assignment as specified in subclause 5.1.2.4 with the following additional rules:

a)
the UE shall send a Binding Update from the home link;
b)
the O (Overwrite) flag in the Binding Update shall be set to "0";
c)
the UE shall insert a BID mobility option in this Binding Update with
-
the 'H' flag in the BID mobility option set to "1";
-
the Care-of Address field set to the IPv6 HoA of the binding; and
-
the BID-PRI field to assign the priority to the BID as indicated in draft-ietf-mext-flow-binding [x2].
d)
if the UE wants to keep the routing filters already registered with the HA, the UE shall include a flow summary mobility option as specified in draft-ietf-mext-flow-binding [x2] listing the values of the FIDs identifying the routing filter that the UE wants to keep registered; and

e)
the UE may create one or more routing rules with the HA. For each routing rule that the UE wants to register with the HA, the UE shall include a FID mobility option with:
-
the FID-PRI field to assign the priority to the BID as indicated in draft-ietf-mext-flow-binding [x2]; and

-
one traffic selector as specified in draft-ietf-mext-binary-ts [x3]. If the UE wants to associate the flow binding with a given set of BIDs, a Binding Reference suboption as defined in draft-ietf-mext-flow-binding [x2] shall be included.
When the UE receives the Binding Acknowledgment from the HA, the UE shall process the Binding Acknowledgment as specified in subclause 5.1.2.4.
* * * End of Changes * * * *
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