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	Reason for change:
(

	According to stage 2 specification, subclause 7.6.1.2.2.4, for the hold/Resume procedure using Gm reference point, it has a note to indicate that 
NOTE 4:
If MSC Server enhanced for ICS is deployed rather than the MSC Server and MGCF, the same flows apply and the MSC Server enhanced for ICS plays the role of MSC Server and MGCF.

It means that in this scenario, the interworking entity between CS newwork and IMS network can be MSC server enhanced for ICS, or MGCF.

But the current specification does not cover the case when the interworking entity is MSC server enhanced for ICS.

	
	

	Summary of change:
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	To indicate that the interworking entity can also be MSC server enhanced for ICS.
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not approved:
	The specification does not cover all the scenarios.
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12.1.2.4
Communication Hold/Resume
Invocation of Communication HOLD service for ICS UE using Gm reference point shall be as described in 3GPP TS 24.610 [16].

Upon receiving the re-INVITE request describe in subclause 4.5.2.1 of 3GPP TS 24.610 [16], which indicates that media streams shall be held, the SCC AS shall:
1)
generate a new SDP offer that contains "inactive" attribute for the media streams that shall be put on held;
2)
send the  SDP offer in an UPDATE (or re-INVITE) request towards the MGCF or the MSC server enhanced for ICS in order to inactive RTP media;

Upon receiving the re-INVITE request describe in subclause 4.5.2.1 of 3GPP TS 24.610 [16], which indicates that media streams shall be resumed, the SCC AS shall:

1)
send a re-INVITE request without SDP towards the MGCF or the MSC server enhanced for ICS.

2)
after receiving a 200 (OK) response with SDP offer from the MGCF or the MSC server enhanced for ICS, send another re-INVITE request with the SDP offer to the held UE.
3)
after receiving a 200 (OK) response with SDP answer from the held UE, send an ACK request with the SDP answer to the MGCF or the MSC server enhanced for ICS.
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