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4.5
Call control by USIM

When this service is activated by the USIM, all dialled digit strings, supplementary service control strings and USSD strings, PDP context parameters or IMS communications parameters are first passed to a USIM application before the ME sets up the call, the supplementary service operation or the USSD operation , establishes the PDP context or initiate IMS communications. The ME shall also pass to the USIM application at the same time its current serving cell. The USIM application has the ability to allow, bar or modify the call, the supplementary service operation or, the USSD operation, PDP context activation or IMS communication set up by another context activation. The USIM application also has the ability to replace a call request, a supplementary service operation or a USSD operation by another call request or supplementary service operation or USSD operation.

EXAMPLE:
A call request can be replaced by a supplementary service operation or a USSD operation, and vice-versa.

[…]

5.2
Structure and coding of TERMINAL PROFILE

Direction: ME to UICC.

The command header is specified in TS 31.101 [13].

Command parameters/data:

	Description
	Clause
	M/O/C
	Length

	Profile
	-
	M
	Lgth


-
Profile:

Contents:

-
The list of USAT facilities that are supported by the ME.

Coding:

-
1 bit is used to code each facility:

-
bit = 1: facility supported by ME.

-
bit = 0: facility not supported by ME.

NOTE:
several bits may need to be set to 1 for the support of the same facility. This is because of backward compatibility with SAT: several options existed in SAT for a given facility, and they are mandatory in USAT when this facility is supported.

First byte (Download):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	SMS-PP data download

	
	
	
	
	
	
	
	
	
	
	Cell Broadcast data download

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if SMS-PP data download is supported

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported 

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported 


Second byte (Other):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Call Control by USIM

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported

	
	
	
	
	
	
	
	
	
	
	MO short message control by USIM 

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2


Third byte (Proactive UICC):

-
See ETSI TS 102 223 [32] clause 5.2.

Fourth byte (Proactive UICC):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND SHORT MESSAGE 

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND SS 

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND USSD

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (NMR) - in 3GPP terms, this indicates support for GERAN


Fifth byte (Event driven information):

-
See ETSI TS 102 223 [32] clause 5.2.

Sixth byte (Event driven information extensions):

-
See ETSI TS 102 223 [32] clause 5.2.

Seventh byte (Multiple card proactive commands) for class "a":

-
See ETSI TS 102 223 [32] clause 5.2.

Eighth byte (Proactive UICC):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported


Ninth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (Timing Advance)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2


Tenth byte (Soft keys support) for class "d":

-
See ETSI TS 102 223 [32] clause 5.2.

Eleventh byte: (Soft keys information):

-
See ETSI TS 102 223 [32] clause 5.2.

Twelfth byte:

-
See ETSI TS 102 223 [32] clause 5.2.

Thirteenth byte:

-
See ETSI TS 102 223 [32] clause 5.2.

Fourteenth byte: (Screen height):

-
See ETSI TS 102 223 [32] clause 5.2.

Fifteenth byte: (Screen width):

-
See ETSI TS 102 223 [32] clause 5.2.

Sixteenth byte: (Screen effects):

-
See ETSI TS 102 223 [32] clause 5.2.

Seventeenth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	E-UTRAN(if class "e" is supported)

	
	
	
	
	
	
	
	
	
	
	HSDPA (if class "e" is supported)


Eighteenth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	CALL CONTROL on GPRS

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2


Nineteenth byte: (reserved for TIA/EIA-136 facilities):

-
See ETSI TS 102 223 [32] clause 5.2.

Twentieth byte: (reserved for TIA/EIA/IS-820 facilities):

-
See ETSI TS 102 223 [32] clause 5.2.

Twenty-first byte (Extended Launch Browser Capability) for class "c":

-
See ETSI TS 102 223 [32] clause 5.2.

Twenty second byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Support of UTRAN PS with extended parameters

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Toolkit-initiated GBA

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2


Twenty third byte:

	
	
	b8
	B7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Geographical Location Reporting (if class "n" is supported)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (NMR(UTRAN))

	
	
	
	
	
	
	
	
	
	
	USSD Data download and application mode (if class "p" is supported)


Twenty fourth byte for class "i":

-
See ETSI TS 102 223 [32] clause 5.2.

Twenty-fifth byte (Event driven information extensions):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Event: I-WLAN Access status (if class "e" is supported)

	
	
	
	
	
	
	
	
	
	
	Event: Network Rejection for GERAN/UTRAN

	
	
	
	
	
	
	
	
	
	
	Reserved by ETSI SCP: HCI connectivity event (i.e. class "m" is supported)

	
	
	
	
	
	
	
	
	
	
	Event: Network Rejection for E-UTRAN

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2


Twenty-sixth byte (Event driven information extensions):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Event : CSG Cell Selection (if class "q" is supported)

	
	
	
	
	
	
	
	
	
	
	Reserved by ETSI SCP: Contactless state request (if class "r" is supported

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2


Twenty-seventh byte (Event driven information extensions):

-
See ETSI TS 102 223 [32] clause 5.2.

Twenty-eighth byte (Text attributes):

-
See ETSI TS 102 223 [32] clause 5.2.

Twenty-ninth byte (Text attributes):

-
See ETSI TS 102 223 [32] clause 5.2.

Thirtieth byte: 

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	I-WLAN bearer support (if class "e" is supported)

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (WSID of the current I-WLAN connection)

	
	
	
	
	
	
	
	
	
	
	TERMINAL APPLICATIONS (i.e. class "k" is supported)

	
	
	
	
	
	
	
	
	
	
	"Steering of Roaming" REFRESH support

	
	
	
	
	
	
	
	
	
	
	Reserved by ETSI SCP: Proactive UICC command ACTIVATE (i.e class "l" is supported)

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: Geographical Location Request (if class "n" is supported)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	"Steering of Roaming for I-WLAN" REFRESH support


Thirty-first byte: 

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	Support of CSG cell discovery (if class "q" is supported)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32] clause 5.2


Byte XX:
	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Bit x: Communication Control for IMS 


Subsequent bytes:

-
See ETSI TS 102 223 [32] clause 5.2.

Response parameters/data:

-
None.

[…]

7.3.1
Call Control by USIM

7.3.1.1
Procedure for mobile originated calls

If the service "call control" is available in the USIM Service Table (see TS 31.102 [14]), then the ME shall follow the procedure  described in ETSI TS 102 223 [32] clause 7.3.1.1 with the additional rules listed here:

-
when the user is dialling "112" or an emergency call code stored in EFECC, the ME shall set up an emergency call instead of passing the call set-up details to the UICC;

-
if the UICC provides response data, then in addition to the response data listed by ETSI TS 102 223 [32] clause 7.3.1.6, the response data from the UICC may indicate to the ME to send instead a supplementary service or USSD operation using the data supplied by the UICC. It is then mandatory for the ME to perform the supplementary service or USSD operation in accordance with the data from the UICC, if it is within the ME's capabilities to do so. If the UICC requires a supplementary service or USSD operation that is beyond the ME's capabilities, then the ME shall not perform the supplementary service or USSD operation at all.

-
If, as a result of the procedure, the UICC supplies a number stored in EFECC, this shall not result in an emergency call.

In the case where the initial call set-up request results from a proactive command SET UP CALL:

-
if the call control result is "not allowed", the ME shall inform the UICC using TERMINAL RESPONSE "interaction with call control by UICC or MO short message control by USIM, permanent problem; action not allowed";

-
if the call set-up request is changed by call control in a supplementary service or USSD operation, and if the supplementary service or USSD operation is within the ME's capabilities, then the ME shall send this request to the network. The ME shall then send back a TERMINAL RESPONSE to the SET UP CALL command at the same time it would have done for the proactive command equivalent to the action requested by call control (i.e. SEND SS or SEND USSD). However, in that case, the TERMINAL RESPONSE shall contain the response data given in the response to ENVELOPE (CALL CONTROL) and a second Result TLV identical to the one given in response to the proactive command equivalent to the action requested by call control (i.e. SEND SS or SEND USSD). The mapping between the general result in the first Result TLV and the general result in the second Result TLV is given below:

the general result "command performed, but modified by call control by USIM" shall be given in the first Result TLV if the general result of the second Result TLV is '0X' or '1X';

the general result "interaction with call control by USIM, temporary problem" shall be given in the first Result TLV if the general result of the second Result TLV is '2X';

the general result "interaction with call control by USIM or MO short message control by USIM, permanent problem" shall be given in the first Result TLV if the general result of the second Result TLV is '3X';

-
if the call set-up request is changed by call control into a supplementary service or USSD operation, and if the supplementary service or USSD operation is beyond the ME's capabilities, then the ME shall send back a TERMINAL RESPONSE to the SET UP CALL command, without performing the supplementary service or USSD operation at all. In that case, the TERMINAL RESPONSE shall contain the response data given in the response to ENVELOPE (CALL CONTROL) and a second Result TLV identical to the one given in response to the proactive command equivalent to the action requested by call control (i.e. SEND SS or SEND USSD). The mapping between the general result in the first Result TLV and the general result in the second Result TLV is given below:

the general result "interaction with call control by USIM or MO short message control by USIM, permanent problem" shall be given in the first Result TLV, and the general result "command beyond ME's capabilities" shall be given in the second Result TLV.

The ME shall then follow the call set-up procedure defined in TS 24.008 [9] or the supplementary service or USSD operation procedure defined in TS 24.080 [11].

7.3.1.2
Procedure for Supplementary Services and USSD

If the service "call control" is available in the USIM Service Table (see TS 31.102 [14]), then for all supplementary service and USSD operations (including those resulting from a SEND SS or SEND USSD proactive UICC command), the ME shall first pass the supplementary service or USSD control string (corresponding to the supplementary service or USSD operation and coded as defined in TS 22.030 [2], even if this SS or USSD operation has been performed via a specific menu of the ME) to the UICC, using the ENVELOPE (CALL CONTROL) command defined below. The ME shall also pass to the UICC in the ENVELOPE (CALL CONTROL) command the current serving cell.

The UICC shall respond in the same way as for mobile originated calls. The ME shall interpret the response as follows:

-
if the UICC responds with '90 00', the ME shall send the supplementary service or USSD operation with the information as sent to the UICC;

-
if the UICC responds with any status code indicating an error, the ME shall not send the supplementary service or USSD; 

-
if the UICC responds with '93 00', the ME shall not send the supplementary service or USSD operation and may retry the command;

-
if the UICC provides response data, then the response data from the UICC shall indicate to the ME whether to send the supplementary service or USSD operation as proposed, not send the SS or USSD operation, send the SS or USSD operation using the data supplied by the UICC, or instead set up a call using the data supplied by the UICC. It is mandatory for the ME to perform the supplementary service or USSD operation or the call set-up request in accordance with the data from the UICC, if it is within the ME's capabilities to do so. If the UICC requires a call set-up or supplementary service or USSD operation that is beyond the ME's capabilities (e.g. the UICC maps a USSD operation to a data call, and the ME does not support data calls), then the ME shall not the perform the call set-up request or supplementary service or USSD operation at all.

In the case where the initial SS or USSD request results from a proactive command SEND SS or SEND USSD:

-
if the call control result is "not allowed", the ME shall inform the UICC using TERMINAL RESPONSE ("interaction with call control by UICC or MO short message control by UICC, action not allowed");

-
if the SS or USSD request is changed by call control in a call set-up request, then the ME shall set up the call using the data given by the UICC, if it is within the ME's capabilities to do so. If the UICC requires a call set-up that is beyond the ME's capabilities (e.g. the UICC maps a USSD operation to a data call, and the ME does not support data calls), then the ME shall not set up the call at all. The ME shall send back a TERMINAL RESPONSE to the initial proactive command at the same time it would have done for the proactive command equivalent to the action requested by call control (i.e. SET UP CALL). However, in that case, the TERMINAL RESPONSE shall contain the response data given in the response to ENVELOPE (CALL CONTROL) and a second Result TLV identical to the one given in response to the proactive command equivalent to the action requested by call control (i.e. SET UP CALL). The mapping between the general result in the first Result TLV and the general result in the second Result TLV is the same as the one described in clause 7.3.1.1.

If the ME supports the Last Number Dialled service, the ME shall update EFLND with the supplementary service or USSD control string corresponding to the initial user request.

The ME shall then follow the supplementary service or USSD operation procedure defined in TS 24.080 [11] or the call set-up procedure defined in TS 24.008 [9].

7.3.1.3
Indication to be given to the user

The UICC may optionally include an alpha-identifier in the response data to the ENVELOPE (CALL CONTROL) message, in order to inform the user at the time the response is received by the ME. The use of this alpha identifier by the ME is described below:

-
if the UICC responds with "allowed, no modification", then:

if the alpha identifier is provided by the UICC and is not a null data object, the ME shall use it to inform the user during the PDP context activation or call set-up;

if the alpha identifier is provided by the UICC and is a null data object (i.e. length = '00' and no value part), this is an indication that the ME should not modify the display corresponding to the initial user request;

if the alpha identifier is not provided by the UICC, the ME may give information to the user concerning what is happening;

-
if the UICC responds with "not allowed", then:

if the alpha identifier is provided by the UICC and is not a null data object, the ME shall use it to inform the user. This is also an indication that the ME should not give any other information to the user on the reason of the barring;

if the alpha identifier is provided by the UICC and is a null data object (i.e. length = '00' and no value part), the ME may give information to the user concerning what is happening;

if the alpha identifier is not provided by the UICC, the ME may give information to the user concerning what is happening.

-
if the UICC responds with "allowed, with modifications", and the modified request is within the ME's capabilities, then:

if the alpha identifier is provided by the UICC and is not a null data object, the ME shall use it to inform the user. The ME shall then not display the destination address or SS string given by the UICC. This is also an indication that the ME should not give any other information to the user on the changes made by the UICC to the initial user request;

if the alpha identifier is provided by the UICC and is a null data object (i.e. length = '00' and no value part), this is an indication that the ME should not give any information to the user on the changes made by the UICC to the initial user request. The ME shall not display the destination address or SS string given by the UICC. The ME should not modify the display corresponding to the initial user request;

if the alpha identifier is not provided by the UICC, the ME may indicate to the user that the initial user request has been changed.

-
if the UICC responds with "allowed, with modifications" to a user-initiated request (i.e. a request not initiated by a proactive command), and the modified user request is beyond the ME's capabilities, then the ME may give information to the user on the modified request and the fact that the modified request is beyond the ME's capabilities, optionally using the alpha identifier, if one is provided by the UICC;

-
if the UICC responds with "allowed, with modifications" to a request by a proactive command SET UP CALL, SEND SS, SEND USSD or OPEN CHANNEL where GPRS is selected, and the modified request is beyond the ME's capabilities, then the ME shall not give any information to the user on the fact that the modified request is beyond the ME's capabilities, and shall give a TERMINAL RESPONSE to the proactive command (i.e. SET UP CALL, SEND SS, SEND USSD or OPEN CHANNEL) as detailed in clauses 7.3.1.1, 7.3.1.2 and 7.3.1.3. The responsibility to inform the user in this case lies with the UICC application which sent the proactive command.

A terminal of type ND shall ignore any alpha identifier provided together with the response data to the ENVELOPE (CALL CONTROL) message.
7.3.1.4
Interaction with Fixed Dialling Number

The procedure defined in ETSI TS 102 223 [32] clause 7.3.1.4 for calls applies. In addition, it shall apply in the same way for supplementary service operations, the supplementary service control string being checked as if it was a called number.

The ME shall check the number (or the supplementary service control string) in accordance with TS 22.101 [34].

7.3.1.5
Support of Barred Dialling Number (BDN) service

The procedure defined in ETSI TS 102 223 [32] clause 7.3.1.5 for calls applies. In addition, it shall apply in the same way for supplementary service operations, the supplementary service control string being checked as if it was a called number.

The ME shall check the number (or the supplementary service control string) in accordance with TS 22.101 [34].

 7.3.1.6
Structure of ENVELOPE (CALL CONTROL)

Direction: ME to UICC.

The command header is specified in TS 31.101 [13].

Command parameters/data.

	Description
	Clause
	M/O/C
	Min
	Length

	Call control tag
	9.1
	M
	Y
	1

	Length (A+B+C+D+E+F)
	-
	M
	Y
	1 or 2

	Device identities
	8.7
	M
	Y
	A

	Address or SS string or USSD string or PDP context activation parameters or EPS PDN connection activation parameters or IMS Request-URI
	8.1, 8.14 or 8.17 or 8.72 or 8.98 or 8.xxx
	M
	Y
	B

	Capability configuration parameters 1
	8.4
	O
	N
	C

	Subaddress
	8.3
	O
	N
	D

	Location information
	8.19
	M
	N
	E

	Capability configuration parameters 2
	8.4
	O
	N
	F


-
Device identities: the ME shall set the device identities to:

source:
ME;

destination:
UICC.

-
Address or SS string or USSD string or PDP context activation parameters or EPS PDN connection activation parameters: only one data object shall be sent to the UICC:

for a call set-up, the address data object is used and holds the Called Party Number, as defined in TS 24.008 [9], to which the ME is proposing setting up the call;

for a supplementary service, the SS string data object is used and holds the corresponding supplementary service;

for a USSD operation, the USSD string data object is used and holds the corresponding USSD control string;

USIM Applications and MEs should take into account that early implementations of USAT use the SS string data object for coding of USSD control strings (instead of the USSD string data object). This behaviour is only possible for USSD control strings consisting of digits (0-9,*,#). The UICC can identify MEs having this early implementation by evaluating the indication "USSD string data object supported in Call Control" in the TERMINAL PROFILE. The ME can identify USIMs having this early implementation by evaluating the indication "USSD string data object supported in Call Control" in the USIM Service Table.


for a PDP context activation, the Activate PDP context request parameters are used, as defined in TS 24.008 [9].


for an EPS PDN connection activation, the PDN Connectivity Request parameters are used, as defined in TS 24.310 [46]

-
Capability configuration parameters: Only used for a call set-up, this contains the Bearer capabilities that the ME is proposing to send to the network. The first capability configuration parameters corresponds to the bearer capability 1 information element of a mobile originating SETUP message, as defined in TS 24.008 [9]. The second capability configuration parameters correspond to the bearer capability 2 information element of a mobile originating SETUP message, as defined in TS 24.008 [9]. If no capability configuration parameters are present, this shall indicate a speech call.

-
Subaddress: Only used for a call set-up, this contains the called party subaddress that the ME is proposing to send to the network. If one is not present, this shall indicate that the ME is proposing not to send this information element to the network.

-
Location information: This data object contains the identification (MCC, MNC, LAC/TAC, Cell Identity) of the current serving cell of the UE. The comprehension required flag of this data object in this command shall be set to '0'.

Response parameters/data.

It is permissible for the UICC to provide no response data, by responding with SW1/SW2 = '90 00'. If the UICC does not provide any response data, then this shall have the same meaning as "allowed, no modification".

	Description
	Clause
	M/O/C
	Min
	Length

	Call control result
	-
	M
	Y
	1

	Length (A+B+C+D+E+F)
	-
	M
	Y
	1 or 2

	Address or SS string or USSD string or PDP context activation parameters or EPS PDN connection activation parameters or IMS Request-URI
	8.1, 8.14 or 8.17 or 8.72 or 8.98 or 8.xxx
	O
	N
	A

	Capability configuration parameters 1
	8.4
	O
	N
	B

	Subaddress
	8.3
	O
	N
	C

	Alpha identifier
	8.2
	O
	N
	D

	BC repeat indicator
	8.42
	C
	N
	E

	Capability configuration parameters 2
	8.4
	O
	N
	F


-
Call control result:

Contents:

-
The command that the UICC gives to the ME concerning whether to allow, bar or modify the proposed call (or supplementary service operation);

Coding:

-
'00' = Allowed, no modification;

-
'01' = Not allowed;

-
'02' = Allowed with modifications.

-
Address or SS string or USSD string or PDP context/EPS PDN connection activation parameters: Only one data object may be included if the UICC requests the call (or supplementary service or USSD operation or PDP context/EPS PDN connection activation) details to be modified:

for a call set-up, if the address data object is not present, then the ME shall assume the Dialling number is not to be modified;

if the SS string data object or address data object is present and the ME receives wild values according to TS 31.102 [14], then the ME shall not process the command.

for a supplementary service, if the SS string data object is not present, then the ME shall assume that SS is not to be modified;

for a USSD operation, if the USSD string data object is not present, then the ME shall assume that the USSD operation is not to be modified.

for a PDP context activation, if the PDP context activation parameters object is not present, then the ME shall assume that the PDP context activation is not to be modified.

for an EPS PDN connection activation, if the EPS PDN connection activation parameters object is not present, then the ME shall assume that the EPS PDN connection activation is not to be modified.

-
Capability configuration parameters: Only used for a call set-up, this data object is only required if the USIM application requests the call details to be modified. The first capability configuration parameters corresponds to the bearer capability 1 information element of a mobile originating SETUP message, as defined in TS 24.008 [9]. The second capability configuration parameters corresponds to the bearer capability 2 information element of a mobile originating SETUP message, as defined in TS 24.008 [9]. If the capability configuration parameters are not present, then the ME shall assume the parameters are not to be modified.

-
Subaddress: Only used for a call set-up, this data object is only required if the USIM application requests the call details to be modified. If the subaddress is not present, then the ME shall assume the called party subaddress is not to be modified. If the subaddress supplied by the USIM application is a null data object, then the ME shall not provide a called party subaddress to the network. A null data object shall have length = '00' and no value part.

-
Alpha identifier: this data object is only required if the UICC requests a particular indication to be given to the user. The handling of this data object by the ME is described in clause 7.3.1.3. The comprehension required flag of this data object shall be set to '0'.

-
BC repeat indicator: indicates how the associated bearers shall be interpreted. The change of bearer occurs on a network event. This BC repeat indicator is conditioned to the presence of the second capability configuration parameters and is coded as defined in TS 24.008 [9].

It is mandatory for the UICC to provide at least one of the optional data objects if it has set the Call control result to "allowed with modifications".

7.3.1.7
Procedure for PDP Context Activation

If the service "call control on GPRS by USIM" is available in the USIM Service Table (see TS 31.102 [14]), then for all PDP Context activation (including those resulting from a OPEN CHANNEL proactive UICC command where GPRS is selected), the ME shall first pass the corresponding Activate PDP Context message (see TS 24.008 [9]) to the UICC, using the ENVELOPE (CALL CONTROL) command defined below. The ME shall also pass to the UICC in the ENVELOPE (CALL CONTROL) command the current serving cell.

The UICC shall respond in the same way as for mobile originated calls. The ME shall interpret the response as follows:

-
if the UICC responds with '90 00', the ME shall send the Activate PDP Context message with the information as sent to the UICC;

-
if the UICC responds with '93 00', the ME shall not the Activate PDP Context message and may retry the command;

-
if the UICC provides response data, then the response data from the UICC shall indicate to the ME whether to send the Activate PDP Context message as proposed, not send the Activate PDP Context message or send the Activate PDP Context message using the data supplied by the UICC. It is mandatory for the ME to perform the PDP Context Activation in accordance with the data from the UICC, if it is within the ME's capabilities to do so. If the UICC requires PDP Context Activation that is beyond the ME's capabilities, then the ME shall not perform PDP Context Activation at all.

In the case where the initial PDP Context Activation request results from a proactive command OPEN CHANNEL where GPRS is selected:

-
if the call control result is "not allowed", the ME shall inform the UICC using TERMINAL RESPONSE ("interaction with call control by UICC or MO short message control by UICC, action not allowed");

-
if the PDP Context Activation data is changed by call control, then the ME shall activate the PDP context using the data given by the UICC, if it is within the ME's capabilities to do so. If the UICC requires a PDP Context Activation that is beyond the ME's capabilities (e.g. the UICC requests a QoS that the ME cannot handle ), then the ME shall not activate the PDP context at all.

7.3.1.8
Procedure for EPS PDN connection Activation

If the service "call control on EPS PDN connection by USIM" is available in the USIM Service Table (see TS 31.102 [14]), then for all EPS PDN connection activation (including those resulting from a OPEN CHANNEL proactive UICC command where E-UTRAN is selected), the ME shall first pass the corresponding PDN Connectivity Request message (see TS 24.301 [XX]) to the UICC, using the ENVELOPE (CALL CONTROL) command defined above. The ME shall also pass to the UICC in the ENVELOPE (CALL CONTROL) command the current serving cell.

The UICC shall respond in the same way as for mobile originated calls. The ME shall interpret the response as follows:

-
if the UICC responds with '90 00', the ME shall send the PDN Connectivity Request message with the information as sent to the UICC;

-
if the UICC responds with '93 00', the ME shall not send the PDN Connectivity Request message and may retry the command;

-
if the UICC provides response data, then the response data from the UICC shall indicate to the ME whether to send the PDN Connectivity Request message as proposed, not send the PDN Connectivity Request message or send the PDN Connectivity Request message using the data supplied by the UICC. It is mandatory for the ME to perform the EPS PDN Connection Activation in accordance with the data from the UICC, if it is within the ME's capabilities to do so. If the UICC requires EPS PDN Connection Activation that is beyond the ME's capabilities, then the ME shall not perform EPS PDN Connection Activation at all.

In the case where the initial PDN Connectivity Request results from a proactive command OPEN CHANNEL where E-UTRAN is selected:

-
if the call control result is "not allowed", the ME shall inform the UICC using TERMINAL RESPONSE ("interaction with call control by UICC or MO short message control by UICC, action not allowed");

-
if the EPS PDN Connection Activation data is changed by call control, then the ME shall activate the EPS PDN Connection using the data given by the UICC, if it is within the ME's capabilities to do so. If the UICC requires a EPS PDN Connection Activation that is beyond the ME's capabilities (e.g. the UICC requests a QoS that the ME cannot handle), then the ME shall not activate the EPS PDN Connection at all.
7.3.1.x
Procedure for IMS communications establishment
If the service "communication control for IMS by USIM" is available in the USIM Service Table (see TS 31.102 [14]), then for all IMS communication establishment, the ME shall first pass the corresponding IMS Request-URI contained in SIP INVITE message  (see TS24.229 [x]) to the UICC, using the ENVELOPE (CALL CONTROL) command defined above. The ME shall also pass to the UICC in the ENVELOPE (CALL CONTROL) command the current serving cell.
When the ME detects that an IMS emergency call is being initiated, the ME shall set up an emergency call without sending the ENVELOPE (CALL CONTROL) command to the UICC.
The UICC shall respond in the same way as for mobile originated communications. The ME shall interpret the response as follows:

if the UICC responds with '90 00', the ME shall send the SIP INVITE message with the information as sent to the UICC;

-
if the UICC responds with '93 00', the ME shall not send SIP INVITE message and may retry the command;

-
if the UICC provides response data, then the response data from the UICC shall indicate to the ME whether to send the SIP INVITE message as proposed, not send the SIP INVITE message  or send the SIP INVITE message using the data supplied by the UICC. It is mandatory for the ME to perform the SIP INVITE request in accordance with the data from the UICC, if it is within the ME's capabilities to do so. If the UICC requires SIP INVITE request that is beyond the ME's capabilities, then the ME shall not send SIP INVITE request at all.

[…]
8.30
Call control requested action

	Byte(s)
	Description
	Length

	1
	Call control requested action tag
	1

	2 to (Y-1)+2
	Length (X)
	Y

	(Y-1)+3 to (Y-1)+X+2
	Call control requested action
	X


-
Call control requested action:

Contents:

-
The action given in response to the ENVELOPE (CALL CONTROL). It may contain, in the same order as given by the UICC, the address or SS string, the capability configuration parameters, the called party sub-address and the alpha identifier, or the IMS Request-URI;

Coding:

-
As described in clause 7.3.1.6, starting with the first optional element given in the response data to the ENVELOPE (CALL CONTROL).

[…]

8.xxx IMS Request-URI 
	Byte(s)
	Description
	Length

	1
	IMS Request-URI Tag
	1

	2
	Length
	1

	3 to X+2
	IMS Request-URI (IMPU)
	X


Content :


 IMS Request-URI shall take the form of IMPU, which is SIP URI or tel URI, as defined in TS 24.229 [X]
Coding of Request-URI
As defined in TS 24.229 [X]
 […]

9.3
COMPREHENSION-TLV tags in both directions

	Description
	Length of tag
	Tag value, bits 1-7 (Range: '01' - '7E')
	Tag 

(CR and Tag value)

	SS string tag
	1
	'09'
	'09' or '89'

	USSD string tag
	1
	'0A'
	'0A' or '8A'

	SMS TPDU tag
	1
	'0B'
	'0B' or '8B'

	Cell Broadcast page tag
	1
	'0C'
	'0C' or '8C'

	Cause tag
	1
	'1A'
	'1A' or '9A'

	Transaction identifier tag
	1
	'1C'
	'1C' or '9C'

	BCCH channel list tag
	1
	'1D'
	'1D' or '9D'

	BC Repeat Indicator tag
	1
	'2A'
	'2A' or 'AA'

	Timing Advance tag
	1
	'2E'
	'2E' or 'AE'

	PDP context Activation parameters tag
	1
	‘52’
	‘52’ or ‘D2’

	UTRAN Measurement Qualifier tag
	1
	'69'
	'69' or 'E9'

	I-WLAN Identifier tag
	1
	'4A'
	'4A' or 'CA'

	I-WLAN Access Status tag
	1
	'4B'
	'4B' or 'CB'

	PLMNwAcT List tag
	1
	'72'
	'72' or 'F2'

	Routing Area Information Tag
	1
	'73'
	'73' or 'F3'

	Update/Attach Type Tag
	1
	'74'
	'74' or 'F4'

	Rejection Cause Code Tag
	1
	'75'
	'75' or 'F5'

	Geographical Location Parameters Tag
	1
	'76'
	'76' or 'F6'

	GAD shapes Tag
	1
	'77'
	'77' or 'F7'

	NMEA sentence tag
	1
	'78'
	'78' or 'F8'

	PLMN List tag
	1
	'79'
	'79' or 'F9'

	EPS PDN connection Activation parameters tag
	1
	'7C'
	'7C' or 'FC'

	Tracking Area Identification
	1
	'7D'
	'7D' or 'FD'

	CSG ID list Tag
	1
	'7E'
	'7E' or 'FE'

	CSG cell selection status
	1
	'55'
	'55' or 'D5'

	CSG ID
	1
	'56'
	'56' or 'D6'

	HNB name
	1
	'57'
	'57' or 'D7'

	IMS Request-URI tag
	1
	'xx'
	'xx' or 'yy'


[…]













































































































































�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





