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* * * First Change * * * *
6.1.3
Profile-Update-Request (PUR) Command

The Profile-Update-Request (PUR) command, indicated by the Command-Code field set to 307 and the ‘R’ bit set in the Command Flags field, is sent by a Diameter client to a Diameter server in order to update user data in the server. 

Message Format

< Profile-Update-Request > ::=

< Diameter Header: 307, REQ, PXY, 16777217 >

< Session-Id >

{ Vendor-Specific-Application-Id }

{ Auth-Session-State }

{ Origin-Host }

{ Origin-Realm }

[ Destination-Host ]

{ Destination-Realm }

*[ Supported-Features ]

{ User-Identity }

[ Wildcarded-PSI ]

[ Wildcarded-IMPU ]

[ User-Name ]

{ Data-Reference }

{ User-Data }

*[ AVP ]

*[ Proxy-Info ]

*[ Route-Record ]

* * * Next Change * * * *
6.3.4
Data-Reference AVP

The Data-Reference AVP is of type Enumerated, and indicates the type of the requested user data in the operation UDR and SNR. Its exact values and meaning is defined in 3GPP TS 29.328 [1]. The following values are defined (more details are given in 3GPP TS 29.328 [1]):

RepositoryData (0)

IMSPublicIdentity (10)

IMSUserState (11)

S-CSCFName (12)

InitialFilterCriteria (13)

This value is used to request initial filter criteria relevant to the requesting AS

LocationInformation (14)

UserState (15)

ChargingInformation (16) 

MSISDN (17)

PSIActivation (18)

DSAI (19)

ServiceLevelTraceInfo (21)

IPAddressSecureBindingInformation (22) 
ServicePriorityLevel (23)

SMSRegistrationInfo (24)

UEReachabilityForIP (25)

TADSinformation (26)
STN-SR (xx)
UE-SRVCC-Capability (uu)
NOTE:
Value 20 is reserved.

* * * End of Change * * * *
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