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***** BEGIN MODIFICATION *****

5.2.6.4.3
Initial request for a dialog

When the P-CSCF receives, destined for the UE, an initial request for a dialog, prior to forwarding the request, the P-CSCF shall:

1)
if an indication has been received from the PCRF that the signalling bearer to the UE is lost, and has not recovered, reject the request by sending 503 (Service Unavailable) response);

NOTE 1:
The signalling bearer can be considered as recovered by the P-CSCF when the registration timer expires in P-CSCF and the user is de-registered from the IM CN subsystem, a new REGISTER request from the UE is received providing an indication to the P-CSCF that the signalling bearer to that user has become available or a P-CSCF implementation dependent function which discovers that the signalling bearer is available to the UE.


NOTE 2: The Retry-After header field value is set based on operator policy.
2)
convert the list of Record-Route header field values into a list of Route header field values and save this list of Route header fields;

3)
if the request is an INVITE request, save a copy of the Contact, CSeq and Record-Route header field values received in the request such that the P-CSCF is able to release the session if needed;

4)
if a security association or TLS session exists, when adding its own SIP URI to the top of the list of Record-Route header fields and save the list, build the P-CSCF SIP URI in a format that contains the protected server port number of the security association or TLS session established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association or TLS session established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association or TLS session established from the UE to the P-CSCF;

5)
if SIP digest without TLS, NASS-IMS bundled authentication or GPRS-IMS-Bundled authentication is used, when adding its own SIP URI to the top of the list of Record-Route header fields and saving the list, build the P-CSCF URI in a format that contains an unprotected server port number where the P-CSCF expects subsequent requests from the UE;

6)
if a security association or TLS session exists, when adding its own address to the top of the received list of Via header fields and save the list, build the P-CSCF Via header field entry in a format that contains the protected server port number of the security association or TLS session established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association or TLS session established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association or TLS session established from the UE to the P-CSCF;

NOTE 3:
The P-CSCF associates two ports, a protected client port and a protected server port, with each pair of security associations or TLS session. For details of the usage of the two ports see 3GPP TS 33.203 [19].

7)
if SIP digest without TLS, NASS-IMS bundled authentication or GPRS-IMS-Bundled athentication is used, when adding its own address to the top of the received list of Via header fields and saving the list, build the P-CSCF Via header field entry in a format that contains an unprotected server port number where the P-CSCF expects responses to the current request from the UE;

7A)
if the recipient of the request is understood from information saved during registration or from configuration to always send and receive private network traffic from this source, remove the P-Private-Network-Indication header field containing the domain name associated with that saved information;

8)
store the values received in the P-Charging-Function-Addresses header field;

9)
store the "icid-value" header field parameter received in the P-Charging-Vector header field; and 

10)
save a copy of the P-Called-Party-ID header field;

before forwarding the request to the UE either in accordance with the procedures of RFC 3261 [26] or as specified in RFC 5626 [92].
***** NEXT MODIFICATION *****

5.2.6.4.7
Request for a standalone transaction

When the P-CSCF receives, destined for the UE, a request for a standalone transaction, or a request for an unknown method (that does not relate to an existing dialog), prior to forwarding the request, the P-CSCF shall:

1)
if an indication has been received from the PCRF that the signalling bearer to the UE is lost, and has not recovered, reject the request by sending 503 (Service Unavailable) response);

NOTE 1:
The signalling bearer can be considered as recovered by the P-CSCF when the registration timer expires in P-CSCF and the user is de-registered from the IM CN subsystem, a new REGISTER request from the UE is received providing an indication to the P-CSCF that the signalling bearer to that user has become available or a P-CSCF implementation dependent function which discovers that the signalling bearer is available to the UE.


NOTE 2: The Retry-After header field value is set based on operator policy.
2)
if a security association or TLS session exists, add its own address to the top of the received list of Via header fields and save the list. The P-CSCF Via header field entry is built in a format that contains the protected server port number of the security association or TLS session established from the UE to the P-CSCF and either:

a)
the P-CSCF FQDN that resolves to the IP address of the security association or TLS session established from the UE to the P-CSCF; or

b)
the P-CSCF IP address of the security association or TLS session established from the UE to the P-CSCF;

NOTE 3:
The P-CSCF associates two ports, a protected client port and a protected server port, with each pair of security associations or TLS session. For details of the usage of the two ports see 3GPP TS 33.203 [19].

3)
if SIP digest without TLS, NASS-IMS bundled authentication or GPRS-IMS-Bundled authentication is used, when adding its own address to the top of the received list of Via header fields and saving the list, build the P-CSCF Via header field entry in a format that contains an unprotected server port number where the P-CSCF expects responses to the current request from the UE;

3A)
if the recipient of the request is understood from information saved during registration or from configuration to always send and receive private network traffic from this source, remove the P-Private-Network-Indication header field containing the domain name associated with that saved information;

4)
store the values received in the P-Charging-Function-Addresses header field; 

5)
store the "icid-value" header field parameter received in the P-Charging-Vector header field; and

6)
save a copy of the P-Called-Party-ID header field; 

before forwarding the request to the UE either in accordance with the procedures of RFC 3261 [26] or as specified in RFC 5626 [92]. 
***** END MODIFICATION *****
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