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* * * First Change * * *
9.5.1
Activate PDP context request

This message is sent by the MS to the network to request activation of a PDP context.

See table 9.5.1/3GPP TS 24.008.

Message type:
activate PDP context request

Significance:

global

Direction:


MS to network

Table 9.5.1/3GPP TS 24.008: Activate PDP context request message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Transaction identifier


	Transaction identifier

10.3.2
	M
	V
	1/2– 3/2

	
	Activate PDP context request message identity
	Message type

10.4
	M
	V
	1

	
	Requested NSAPI
	Network service access point identifier 10.5.6.2
	M
	V
	1

	
	Requested LLC SAPI
	LLC service access point identifier 10.5.6.9
	M
	V
	1

	
	Requested QoS
	Quality of service

10.5.6.5
	M
	LV
	13-17

	
	Requested PDP address
	Packet data protocol address

10.5.6.4
	M
	LV
	3 - 23

	28
	Access point name
	Access point name

10.5.6.1
	O
	TLV
	3 - 102

	27
	Protocol configuration options
	Protocol configuration options 10.5.6.3
	O
	TLV
	3 - 253

	A-
	Request type
	Request type

10.5.6.17
	O
	TV
	1

	C-
	Device properties
	Device properties

10.5.7.8
	O
	TV
	1


9.5.1.1
Access point name

This IE is included in the message when the MS selects a specific external network to be connected to.

9.5.1.2
Protocol configuration options

This IE is included in the message when the MS wishes to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the network. 

This IE shall be included if the MS supports Network Requested Bearer Control procedures.
9.5.1.3
Request type

This IE is included in the message to indicate whether the PDP context request is for a handover from a non-3GPP access network or to activate a PDP context for emergency bearer services.
9.5.1.4
Device properties
This IE shall be included if the MS is configured for NAS signalling low priority.
* * * Next Change * * *
9.5.4
Activate Secondary PDP Context Request

This message is sent by the MS to the network to request activation of an additional PDP context associated with the same PDP address and APN as an already active PDP context. See Table 9.5.4/3GPP TS 24.008.

Message type:

activate SECONDARY PDP context REQUEST
Significance:

global

Direction:


MS to network

Table 9.5.4/3GPP TS 24.008: ACTIVATE SECONDARY PDP CONTEXT REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	½

	
	Transaction identifier


	Transaction identifier

10.3.2
	M
	V
	½– 3/2

	
	Activate secondary PDP context request message identity
	Message type

10.4
	M
	V
	1

	
	Requested NSAPI
	Network service access point identifier 

10.5.6.2
	M
	V
	1

	
	Requested LLC SAPI
	LLC service access point identifier 10.5.6.9
	M
	V
	1

	
	Requested QoS
	Quality of service 

10.5.6.5
	M
	LV
	13-17

	
	Linked TI
	Linked TI

10.5.6.7
	M
	LV
	2-3

	36
	TFT
	Traffic Flow Template

10.5.6.12
	O
	TLV
	3-257

	27
	Protocol configuration options
	Protocol configuration options 10.5.6.3
	O
	TLV
	3-253

	C-
	Device properties
	Device properties

10.5.7.8
	O
	TV
	1


9.5.4.1
TFT

This IE shall be included if a linked PDP context without TFT has already been activated. 

9.5.4.2
Protocol configuration options

This IE is included in the message when the MS wishes to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the network.
9.5.4.3
Device properties
This IE shall be included if the MS is configured for NAS signalling low priority.
* * * Next Change * * *
9.5.10
Modify PDP context request (MS to network direction)

This message is sent by the MS to the network to request modification of an active PDP context. See table 9.5.10/3GPP TS 24.008.

Message type:
modify PDP context request (MS TO network direction)
Significance:

global

Direction:


MS to network

Table 9.5.10/3GPP TS 24.008: modify PDP context request (MS to network direction) message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Transaction identifier
	Transaction identifier

10.3.2
	M
	V
	1/2– 3/2

	
	Modify PDP context request message identity
	Message type

10.4
	M
	V
	1

	32
	Requested LLC SAPI
	LLC service access point identifier 10.5.6.9
	O
	TV
	2

	30
	Requested new QoS
	Quality of service

10.5.6.5
	O
	TLV
	14-18

	31
	New TFT
	Traffic Flow Template

10.5.6.12
	O
	TLV
	3-257

	27
	Protocol configuration options
	Protocol configuration options 10.5.6.3
	O
	TLV
	3-253

	C-
	Device properties
	Device properties

10.5.7.8
	O
	TV
	1


9.5.10.1
Requested LLC SAPI

This IE may be included in the message to request a new LLC SAPI if a new QoS is requested.

9.5.10.2
Requested new QoS

This IE may be included in the message to request a modification of the QoS.

9.5.10.3
New TFT

This IE may be included in the message to request a new TFT or modification of an existing TFT or transfer extra parameters to the network (e.g. the Authorization Token; see 3GPP TS 24.229 [95]).

9.5.10.4
Protocol configuration options

This IE is included in the message when the MS wishes to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the network.
9.5.10.5
Device properties
This IE shall be included if the MS is configured for NAS signalling low priority.
* * * Next Change * * *
9.5.22
Activate MBMS Context Request

This message is sent by the MS to the network as an explicit response to a Request MBMS Context Activation message
See table 9.5.22/3GPP TS 24.008.

Message type:
activate MBMS context REQUEST
Significance:

global

Direction:


MS to network

Table 9.5.22 : Activate MBMS context request message content

	IEI
	Information Element
	Type/
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Transaction identifier


	Transaction identifier

10.3.2
	M
	V
	1/2– 3/2

	
	Activate MBMS context request message identity
	Message type

10.4
	M
	V
	1

	
	Requested MBMS NSAPI
	Enhanced Network service access point identifier 10.5.6.16
	M
	V
	1

	
	Requested LLC SAPI
	LLC service access point identifier

10.5.6.9
	M
	V
	1

	
	Supported MBMS bearer capabilities
	MBMS bearer capabilities

10.5.6.14
	M
	LV
	2 – 3

	
	Requested multicast address
	Packet data protocol address

10.5.6.4
	M
	LV
	3 - 23

	
	Access point name
	Access point name

10.5.6.1
	M
	LV
	2 – 101

	35
	MBMS protocol configuration options
	MBMS protocol configuration options 10.5.6.15
	O
	TLV
	3 - 253

	C-
	Device properties
	Device properties

10.5.7.8
	O
	TV
	1


NOTE:
The MBMS NSAPI will be used in Iu mode when the network chooses a point-to-point MBMS bearer for the transfer of MBMS data in the user plane.

9.5.22.1
MBMS protocol configuration options

This IE is included in the message when the MS wishes to transmit MBMS bearer related (protocol) data (e.g. configuration parameters, error codes or messages/events) to the peer entity for an MBMS context.
9.5.22.2
Device properties
This IE shall be included if the MS is configured for NAS signalling low priority.
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