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	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Work Item
	Clauses affected

	24.301
	0997
	1
	Rel-10
	Automatic re-attach following TAU reject or Service Request reject
	F
	10.1.0
	C1-69
	C1-110734
	TEI10
	5.5.3.2.5, 5.5.3.3.5, 5.6.1.5

	24.008
	1715
	-
	Rel-10
	Clarification to SM cause value#31
	F
	10.1.0
	C1-69
	C1-110174
	TEI10
	l.1

	24.301
	0981
	1
	Rel-10
	Clarification to the ESM cause #31
	F
	10.1.0
	C1-69
	C1-110738
	TEI10
	B.1

	24.008
	1691
	3
	Rel-10
	Clarification to the handling of SM cause value 27
	F
	10.1.0
	C1-69
	C1-110773
	TEI10
	6.1.3.1.3, 6.1.3.1, 4.7.5.1.5, 9.5.3.2

	24.301
	0989
	3
	Rel-10
	Correction of the handling of the Old GUTI type IE
	F
	10.1.0
	C1-70
	C1-111427
	TEI10
	3.1, 5.5.3.2.3, 8.2.29.20, 9.9.3.45

	24.008
	1727
	3
	Rel-10
	Correction of the handling of the P-TMSI type IE
	F
	10.1.0
	C1-70
	C1-111426
	TEI10
	2.1.2, 4.7.5.1.1, 4.7.5.1.2, 9.4.14.17, 10.5.29

	24.301
	0986
	2
	Rel-10
	Correction on detach and service request collision
	F
	10.1.0
	C1-69
	C1-110778
	TEI10
	5.5.2.3.5

	24.008
	1720
	2
	Rel-10
	Correction on GPRS detach and service request collision
	F
	10.1.0
	C1-69
	C1-110779
	TEI10
	4.7.4.2.4

	24.008
	1721
	1
	Rel-10
	Correction on MS substate selection
	F
	10.1.0
	C1-69
	C1-110741
	TEI10
	2.1.2, 4.1.3.1.2.1, 4.2.4.1.1, 4.2.4.3

	24.008
	1753
	1
	Rel-10
	Correction on PPAC description to include GPRS Attach procedure
	F
	10.1.0
	C1-70
	C1-111161
	TEI10
	4.1.1.5

	24.301
	0987
	1
	Rel-10
	Correction on UE substate selection
	F
	10.1.0
	C1-69
	C1-110740
	TEI10
	3.1, 5.1.3.2.3.2, 5.2.2.4

	24.008
	1722
	2
	Rel-10
	Correction to reject cause value 48 name
	D
	10.1.0
	C1-70
	C1-111444
	TEI10
	6.1.3.2.2, 6.1.3.2.2a, 10.5.6.6

	24.301
	1006
	-
	Rel-10
	Correction to the condition of inclusion of PCO IE in PDN CONNECTIVITY REJECT message
	F
	10.1.0
	C1-69
	C1-110423
	TEI10
	8.3.19.2

	24.008
	1723
	2
	Rel-10
	Correction to Unsuccessful secondary PDP context activation procedure initiated by the MS
	D
	10.1.0
	C1-70
	C1-111445
	TEI10
	6.1.3.2.2

	24.008
	1763
	-
	Rel-10
	Editorial correction on Congestion level IE definition
	D
	10.1.0
	C1-70
	C1-110935
	TEI10
	10.5.4.12

	24.301
	0994
	-
	Rel-10
	EMM state after lower layers failure during TAU when TIN=P-TMSI
	F
	10.1.0
	C1-69
	C1-110328
	TEI10
	5.5.3.2.6

	24.008
	1696
	2
	Rel-10
	Explicit Signalling Indication During Attach
	F
	10.1.0
	C1-70
	C1-110821
	TEI10
	4.7.3.1.1, 4.7.3.1.2, 9.4.1, 9.4.1.x (new)

	24.301
	0956
	2
	Rel-10
	Explicit Signalling Indication During Attach
	F
	10.1.0
	C1-70
	C1-110822
	TEI10
	5.5.1.2.2, 5.5.1.2.3, 8.2.4.1, 8.2.4.x (new)

	24.008
	1734
	-
	Rel-10
	GMM state after lower layers failure during TAU when TIN=GUTI
	F
	10.1.0
	C1-69
	C1-110329
	TEI10
	4.7.5.1.5

	24.301
	0957
	1
	Rel-10
	GUMMEI Type indication during establishment of NAS signalling connection
	F
	10.1.0
	C1-69
	C1-110736
	TEI10
	5.3.1.1

	24.008
	1726
	1
	Rel-10
	Handling of Location Updating and CS Service Request after CS fallback for mobile originating calls
	C
	10.1.0
	C1-69
	C1-110733
	TEI10
	4.5.1.1, 9.2.9, 9.2.9.3 (new), 9.2.15.4, 10.5.3.14.

	24.301
	0970
	-
	Rel-10
	Handling of non-delivered CS SERVICE INDICATION
	F
	10.1.0
	C1-69
	C1-110111
	TEI10
	5.6.2.3.3 (new)

	24.301
	0969
	1
	Rel-10
	Inter system change to S1-mode with no active PDP Context
	F
	10.1.0
	C1-69
	C1-110718
	TEI10
	5.1.4

	24.008
	1701
	3
	Rel-10
	Introduce cause value to reflect call rejection due to destinaton feature
	F
	10.1.0
	C1-70
	C1-111467
	TEI10
	10.5.4.11, Annex H.1.10a (new)

	24.301
	0944
	4
	Rel-10
	Local Bearer deactivation during CSFB
	F
	10.1.0
	C1-69
	C1-110762
	TEI10
	6.4.4.6

	24.008
	1728
	1
	Rel-10
	Maximum Transmission Unit in Protocol configuration options
	B
	10.1.0
	C1-69
	C1-110731
	TEI10
	2.1, 10.5.6.3

	24.008
	1766
	-
	Rel-10
	Missing handling of undefined values for MBR and GBR by the MS
	F
	10.1.0
	C1-70
	C1-110995
	TEI10
	10.5.6.5

	24.008
	1761
	1
	Rel-10
	MS initiated PDP Context Activation without PDP address
	F
	10.1.0
	C1-70
	C1-111158
	TEI10
	6.1.3.1.1

	24.301
	0967
	1
	Rel-10
	Providing the UE with R99 QoS
	F
	10.1.0
	C1-69
	C1-110717
	TEI10
	6.1.4

	24.008
	1756
	1
	Rel-10
	Radio resource sublayer address TLLI handling
	F
	10.1.0
	C1-70
	C1-111428
	TEI10
	4.7.1.4.1

	24.301
	0959
	1
	Rel-10
	Reconsidering the UE behavior when it is barred to MO CSFB
	B
	10.1.0
	C1-69
	C1-110714
	TEI10
	5.6.1.6

	24.008
	1735
	3
	Rel-10
	Stopping T3311 when UE moves to PMM-CONNECTED mode
	F
	10.1.0
	C1-70
	C1-111529
	TEI10
	4.7.5.1.5, 11.2.2

	24.301
	0995
	3
	Rel-10
	Stopping T3411 when UE moves to EMM-CONNECTED
	F
	10.1.0
	C1-70
	C1-111528
	TEI10
	5.5.3.2.6, 10.2

	24.301
	0990
	-
	Rel-10
	T3440 is not started when user plane radio bearers are setup during TAU
	F
	10.1.0
	C1-69
	C1-110309
	TEI10
	5.3.1.2, 10.2

	24.301
	1034
	1
	Rel-10
	Verification of dedicated bearer context activation
	F
	10.1.0
	C1-70
	C1-111471
	TEI10
	6.5.3.3


