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1. Overall Description:

For GERAN2 and SA3-LI:

CT4 kindly ask GERAN2 and SA3-LI to note the progress of Local Call Local Switch within CT4 for Release 10.  

During the CT4#52 meeting, CT4 has completed the Stage 2 specification 3GPP TS 23.284 (see attached) and have agreed to send this to CT Plenary for Approval.  CT4 has also agreed the related Stage 3 Change requests, and therefore consider the LCLS Core Network Aspects complete for Release 10.

CT4 kindly ask GERAN2 and SA3-LI to take note of the attached Stage 2 specification 3GPP TS 23.284 v1.2.0 when completing their normative work.

For GERAN2: 
CT4 would like to add further information to the previous liaison statement (C4-110409) sent from the output of the CT4#51bis meeting related to the insertion of Downlink data from the Core Network to the BSS.  CT4 has further analysed the core network configurations related to configuring the Downlink Data and Uplink Data within the BSS for originating and terminating sides. 

The behaviour when a locally switched call is configured "connect both-way" in the BSS is that any Downlink data sent by the core network shall be discarded by the BSS.  However scenarios exist whereby the Core Network wishes to send Downlink data to the UE, but Uplink data has also been requested by the Core Network.  This may result in speech data being played to the end user from two sources, from the locally switched data in the BSS and from the core network data (see section 4.2 of 3GPP TS 23.284 v1.2.0).
The result is that the LCLS Configuration IE has now been extended to allow two new optional configurations to allow the core network to explicitly request that the BSS blocks local data (see section 4.6.2 of 3GPP TS 23.284 v1.2.0).  Note that if the BSS does not support these configurations, the BSS can indicate this to the core network and an alternative configuration may be taken (e.g. LCLS Break).  Furthermore, the scenario where Downlink data is requested sent from the Core Network and the BSS does not block local data is still valid and dependent on BSS implementation.
Note that during discussions in the CT4#52 meeting, some concerns were raised regarding these optional configurations but without any substantiated technical justification, and therefore this may be discussed further in CT Plenary.
2. Actions:

To GERAN2, SA3-LI group.

ACTION: 

CT4 kindly ask GERAN2 and SA3-LI to take note of the attached Stage 2 specification 3GPP TS 23.284 v1.2.0 when completing their work.

3. Date of Next CT4 Meetings:

CT4#53
9th – 13th May 2011

Tallinn, Estonia 
CT4#54
22nd – 26th August 2011

Malta

