3GPP TSG CT Meeting #51
CP-110034

Kansas City, US, 16 - 18 March 2011

3GPP TSG-SA2 Meeting #83


Tdoc S2-111006
Salt Lake City, USA, 21-25 February 2011
Title:
Reply LS on the interaction between ISRP and ISMP
Response to:
LS (C1-110760=S2-110223) on the interaction between ISRP and ISMP from CT1
Release:
Rel-10
Work Item:
IFOM, MAPCON
Source:
SA2
To:
CT1
Cc:
TSG CT
Contact Person:


Name:
Sašo Stojanovski


Tel. Number:
+33 6 62 66 19 98
E-mail Address:
saso dot stojanovski at lge dot com
Attachments:
None
1. Overall Description:

SA2 thank CT1 for their LS (C1-110760=S2-110223) and for raising these questions.

SA2 can provide the following responses to CT1’s questions. 

Q1: Shall it be possible to use ISRP to steer the data flow based on IFOM/MAPCON procedures without having also the ISMP configured in the UE?

Yes, it shall be possible. As specified in TS 23.402 clause 4.8.2.1:

There are three types of information provided by the ANDSF, i.e. the inter-system mobility policy, the access network discovery information and the inter-system routing policy. The ANDSF may provide all types of information or only one of them.
Q2: If a UE has got an active ISMP rule and active ISRP rule at the same time, shall the UE follow both ISMP and ISRP rule in some precedence order or does one of the rules take precedence?

When the UE is provided with both ISMP and ISRP information, the choice between using ISRP rules or ISMP rules depends on whether the UE’s IFOM (or MAPCON or non-seamless WLAN offload) capability is enabled or disabled. As specified in TS 23.402 clause 4.8.2.1:

A UE that is capable of routing IP traffic simultaneously over multiple radio access interfaces (i.e. an IFOM or MAPCON capable UE, or a UE capable of non-seamless WLAN offload) may be pre-provisioned with or shall be able to receive from the ANDSF (if the UE supports communication with ANDSF) both inter-system mobility policies and inter-system routing policies. When the UE has the IFOM, the MAPCON and the non-seamless WLAN offload capabilities disabled, the UE shall select the most preferable available access network based on the received / provisioned inter-system mobility policies and user preferences. When the UE has the IFOM or MAPCON or non-seamless WLAN offload capability enabled, the UE shall select the most preferable available access networks based on the received / provisioned inter-system routing policies and user preferences. In addition, the UE shall route traffic that matches specific criteria according to the filter rules in the received / provisioned inter-system routing policies and according to the user preferences.
Q3: If a UE has got active ISMP rule and an ISRP rule that is not valid, shall the UE follow both ISMP or ISRP rule in some precedence order or just one of them?

Please see the answer to Q2: the choice between using ISRP rules or ISMP rules depends on whether the IFOM (or MAPCON or non-seamless WLAN offload) capability is enabled or disabled.

2. Actions:

To CT1 group.

ACTION: 
SA2 kindly asks CT1 group to take the answers above into account and provide feedback if necessary.
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