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8.4.1
MAP_PREPARE_HANDOVER service

8.4.1.1
Definition

This service is used between MSC-A and MSC-B (E-interface) when a call is to be handed over or relocated from MSC‑A to MSC‑B.

The MAP_PREPARE_HANDOVER service is a confirmed service using the primitives from table 8.4/1.

8.4.1.2
Service primitives

Table 8.4/1: MAP_PREPARE_HANDOVER

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	Target Cell Id
	C
	C(=)
	
	

	Target RNC Id
	C
	C(=)
	
	

	HO-NumberNotRequired
	C
	C(=)
	
	

	IMSI
	C
	C(=)
	
	

	Integrity Protection Information
	C
	C(=)
	
	

	Encryption Information
	C
	C(=)
	
	

	Radio Resource Information
	C
	C(=)
	
	

	AN-APDU
	C
	C(=)
	C
	C(=)

	Allowed GSM Algorithms
	C
	C(=)
	
	

	Allowed UMTS Algorithms
	C
	C(=)
	
	

	Radio Resource List
	C
	C(=)
	
	

	RAB ID
	C
	C(=)
	
	

	GERAN Classmark
	C
	C(=)
	
	

	BSSMAP Service Handover
	C
	C(=)
	
	

	BSSMAP Service Handover List
	C
	C(=)
	
	

	RANAP Service Handover
	C
	C(=)
	
	

	Iu-Currently Used Codec
	C
	C(=)
	
	

	Iu-Supported Codecs List
	C
	C(=)
	
	

	RAB Configuration Indicator
	C
	C(=)
	
	

	ASCI Call Reference
	C
	C(=)
	
	

	UESBI-Iu
	C
	C(=)
	
	

	IMEISV
	C
	C(=)
	
	

	Alternative Channel Type
	C
	C(=)
	
	

	Trace_Propagation_List
	C
	C(=)
	
	

	AoIP-Supported Codecs List Anchor 
	C
	C(=)
	
	

	Regional Subscription Data
	U
	(C=)
	
	

	Handover Number
	
	
	C
	C(=)

	Relocation Number List
	
	
	C
	C(=)

	Multicall Bearer Information
	
	
	C
	C(=)

	Multiple Bearer Requested
	C
	C(=)
	
	

	Multiple Bearer Not Supported
	
	
	C
	C(=)

	Selected UMTS Algorithms
	
	
	C
	C(=)

	Chosen Radio Resource Information
	
	
	C
	C(=)

	Iu-Selected Codec
	
	
	C
	C(=)

	Iu-Available Codecs List
	
	
	C
	C(=)

	AoIP-Selected Codec Target
	
	
	C
	C(=)

	AoIP-Available Codecs List Map
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


8.4.1.3
Parameter use

...

Regional Subscription Data

The list of subscribed Zone Codes as received from the HLR may be included by MSC-A at intra PLMN inter MSC handover and may be stored at MSC-B for use at subsequent intra MSC handover. 
...

*************next modification******************

17.7
MAP constants and data types

17.7.1
Mobile Service data types

...

PrepareHO-Arg ::= [3] SEQUENCE {


targetCellId
[0] GlobalCellId
OPTIONAL,


ho-NumberNotRequired
NULL


OPTIONAL, 


targetRNCId
[1] RNCId

OPTIONAL,


an-APDU

[2] AccessNetworkSignalInfo
OPTIONAL,


multipleBearerRequested
[3] NULL

OPTIONAL,


imsi


[4] IMSI

OPTIONAL,


integrityProtectionInfo
[5] IntegrityProtectionInformation

OPTIONAL,


encryptionInfo
[6] EncryptionInformation

OPTIONAL,


radioResourceInformation
[7] RadioResourceInformation
OPTIONAL,


allowedGSM-Algorithms
[9]
AllowedGSM-Algorithms
OPTIONAL,


allowedUMTS-Algorithms
[10]
AllowedUMTS-Algorithms
OPTIONAL,


radioResourceList
[11] RadioResourceList
OPTIONAL,


extensionContainer
[8] ExtensionContainer
OPTIONAL,


... ,


rab-Id

[12] RAB-Id
OPTIONAL,


bssmap-ServiceHandover
[13]
BSSMAP-ServiceHandover
OPTIONAL,


ranap-ServiceHandover
[14]
RANAP-ServiceHandover
OPTIONAL, 


bssmap-ServiceHandoverList
[15]
BSSMAP-ServiceHandoverList
OPTIONAL,


asciCallReference
[20]
ASCI-CallReference
OPTIONAL,


geran-classmark
[16] GERAN-Classmark
OPTIONAL,


iuCurrentlyUsedCodec
[17] Codec
OPTIONAL,


iuSupportedCodecsList
[18] SupportedCodecsList
OPTIONAL,


rab-ConfigurationIndicator
[19] NULL

OPTIONAL,


uesbi-Iu

[21]
UESBI-Iu
OPTIONAL,


imeisv

[22]
IMEI

OPTIONAL,


alternativeChannelType
[23]
RadioResourceInformation
OPTIONAL,


tracePropagationList
[25]
TracePropagationList
OPTIONAL,


aoipSupportedCodecsListAnchor
[26] AoIPCodecsList
OPTIONAL,


regionalSubscriptionData
[27] ZoneCodeList
OPTIONAL
 }

...
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