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	A UE may be provisioned with ISMP or ISRP only. There hence may be cases where UE has the wrong information set. For instance the UE IFOM capable with its IFOM capabiliy disabled may own ISMP only. When the UE enables its IFOM capability, the UE needs to receive ISRP and hence should contact ANDSF for this purpose.
This CR proposes that the UE, in circumstances similar to the one above described, contacts ANDSF. 
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	Clauses affected:
(

	6.8.2.2.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * First Change * * * *
6.8.2.2.3
Role of UE for Pull model

In the pull model of communication, the UE sends a query to ANDSF to retrieve or update inter-system mobility policy or information about available access networks in its vicinity or both. A UE capable of IFOM or MAPCON or both may also request ISRP. As a result of the ISRP request, a non-seamless WLAN offload capable UE may also obtain information used to identify IP flows permissible for non-seamless offload to a WLAN. The UE will wait for an implementation dependent time for an answer from the ANDSF. If ANDSF does not respond within that time, further action by the UE is implementation dependent. The UE may provide to ANDSF the UE's location information including, if available, the location parameters (for example, cell identities) associated with the Radio Access Networks the UE has discovered in its current location at the time the UE sends a query to ANDSF; the format of the location information is described as UE_Location in ANDSF MO defined in 3GPP TS 24.312 [13].
After communicating with ANDSF, the UE may be provided with updated inter-system policy and information about available access networks. The list of the information is described in subclause 6.8.2.3.3 and the correspondent ANDSF MO is defined in 3GPP TS 24.312 [13].

The UE may start Pull model communication with ANDSF based upon the information previously received from the ANDSF (e.g. based on the value of UpdatePolicy leaf defined in 3GPP TS 24.312 [13]). The UE capable of IFOM, MAPCON, or non-seamless WLAN offload (or any combination of these capabilities) can have all these capabilities disabled and have no ISRP. If the UE enables one (or more) of these capabilities, the UE may start Pull model communication with ANDSF. The UE capable of IFOM, MAPCON, or non-seamless WLAN offload (or any combination of these capabilities) can have one (or more) of  these capabilities enabled and have no ISMP. If the UE disables all these capabilities, the UE may start Pull model communication with ANDSF. 
NOTE:
Mechanisms to limit the frequency of queries transmission from the UE to the ANDSF are implementation dependant. 

Editor's note: Whether the UE can enable or disable its IFOM capability, MAPCON capability, or non-seamless WLAN offload capability is FFS.

Editor's note: If the UE can enable or disable its IFOM capability, MAPCON capability, or non-seamless WLAN offload capability; how that then impacts this procedure is FFS.
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