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* * * First Change * * * *

12.1.1.0
General

This specification requires the encoding of additional 3GPP-specific Information Elements for PMIPv6 with the 3GPP Mobility Option, as defined by 3GPP TS 29. 282 [24]. The 3GPP specific Information Elements defined by this specification are listed in the table 12.1.1.0-1. 
Table 12.1.1.0-1: 3GPP Specific PMIPv6 Information Elements
	3GPP Specific PMIPv6 Information eElement
	3GPP Specific PMIPv6 Information Element Description

	Protocol Configuration Options
	3GPP PCO data, in the format from 3GPP TS 24.008 [16] subclause 10.5.6.3, starting with octet 3.

	3GPP Specific PMIPv6 error code
	3GPP Vendor-Specific PMIPv6 error code, as specified in subclause 12.1.1.1

	PDN GW IP address
	PDN GW IP address, as specified in subclause 12.1.1.4

	DHCPv4 Address Allocation Procedure Indication
	DHCPv4 Address Allocation Procedure Indication, as specified in subclause 12.1.1.5.

	Fully Qualified PDN Connection Set Identifier
	FQ-CSID as specified in subclause 12.1.1.2

	PDN Type Indication
	PDN type indication as specified in subclause 12.1.1.3



	Charging ID
	Charging ID as specified in subclause 12.1.1.6

	Selection Mode
	Selection Mode as specified in subclause 12.1.1.7

	Charging Characteristics
	Subclause 12.1.1.8

	Serving Network
	Subclause 12.1.1.9

	Mobile Equipment Identity
	Subclause 12.1.1.10

	MSISDN
	Subclause 12.1.1.11

	APN Restriction
	Subclause 12.1.1.12

	Maximum APN Restriction
	Subclause 12.1.1.13

	Unauthenticated IMSI
	Subclause 12.1.1.14

	PDN Connection ID
	Subclause 12.1.1.15


Depending on the need for 3GPP-specific information content, there several items of this information element may be added to the PBU, PBA, BRI, or BRA.

The subtype for a 3GPP specific PMIPv6 Information Element is defined in 3GPP TS 29.282 [24]. The data format of the 3GPP specific PMIPv6 Information Element is defined in this specification. If the data format is defined by another specification, that specification shall be referenced in the table above.
* * * End of Change * * * *
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