Page 1



3GPP TSG CT4 Meeting #53
C4-111656
Tallinn, Estonia




















rev of 1073, 1433
9th – 13th May 2011

















	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	29.274
	CR
	0928
	(

rev
	2
	(

Current version:
	10.2.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Alignment with stage 2 for EPC node restart with active ISR

	
	

	Source to WG:
(

	Alcatel-Lucent, Ericsson, Huawei, Juniper, NEC, Nokia Siemens Networks, ZTE

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	EPC_NR_wISR
	
	Date: (

	09/05/2011

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	CR0163-TS23.007 specifies amendments to the optional network triggered service restoration procedure if ISR was active before an MME/SGSN has restarted. This CR aligns stage 3 with stage 2. 

	
	

	Summary of change:
(

	A new trigger for a Modify Bearer Request (MBReq) is explained and a reference to TS 23.007 is added. The Network Triggered Service Restoration procedure with ISR (NTSRI) in TS 23.007 specifies the exact conditions for the trigger. NTSRI also requires that the Serving Network and Rat Type IEs are sent with MBReq message during the TAU/RAU without MME/SGSN and SGW change.

	
	

	Consequences if 
(

not approved:
	Misalignment between stage 3 and stage 2.

	
	

	Clauses affected:
(

	7.2.7.

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	CR0163-TS23.007

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * Change * * * *

7.2.7
Modify Bearer Request

The direction of this message shall be from MME/S4-SGSN to SGW and/or from SGW to PGW (see Table 6.1-1).

The Modify Bearer Request message shall only be sent on the S11 interface by the MME to the SGW and on the S5/S8 interfaces by the SGW to the PGW as part of the procedures:

-
E-UTRAN Tracking Area Update without SGW Change

-
UE triggered Service Request

-
S1-based Handover

-
UTRAN Iu mode to E-UTRAN Inter RAT handover

-
GERAN A/Gb mode to E-UTRAN Inter RAT handover
-
E-UTRAN Initial Attach

-
UE requested PDN connectivity

-
3G SGSN to MME combined hard handover and SRNS relocation procedure

-
X2-based handover without SGW relocation
It shall also only be sent on the S4 interface by the SGSN to the SGW and on the S5/S8 interfaces by the SGW to the PGW as part of the procedures:

-
Routeing Area Update with MME interaction and without SGW change

-
E-UTRAN to UTRAN Iu mode Inter RAT handover

-
E-UTRAN to GERAN A/Gb mode Inter RAT handover
-
Inter SGSN Routeing Area Update Procedure and Combined Inter SGSN RA / LA Update to S4 SGSNs without SGW change
-
Iu mode RA Update Procedure without SGW change
-
Serving RNS Relocation Procedure 
-
Combined Hard Handover and SRNS Relocation Procedure
-
Combined Cell / URA Update and SRNS Relocation Procedure
-
Enhanced Serving RNS Relocation without SGW relocation
-
UE Initiated Service Request Procedure
-
Iu mode to A/Gb mode Intra SGSN Change
-
A/Gb mode to Iu mode Intra SGSN Change
-
Iu mode to A/Gb mode Inter-SGSN Change
-
A/Gb mode to Iu mode Inter-SGSN Change
-
Paging Response with no established user plane on S4
-
PDP Context Activation Procedure

only on the S4 interface by the SGSN to the SGW as part of the procedures:

-
RAB Assignment Procedure

-
SRVCC from E-UTRAN to UTRAN or GERAN with DTM HO support procedures and SRVCC from UTRAN (HSPA) to UTRAN or GERAN with DTM HO support.

and only on the S5/S8 interfaces by the SGW to the PGW as part of the procedures:

-
Tracking Area Update procedure with SGW change

-
Gn/Gp SGSN to S4 SGSN Routing Area Update

-
X2 based handover with SGW relocation

-
Gn/Gp SGSN to MME Tracking Area Update
-
Enhanced Serving RNS Relocation with SGW relocation
-
Routeing Area Update with MME interaction and with SGW change
-
Inter SGSN Routeing Area Update Procedure and Combined Inter SGSN RA / LA Update using S4 with SGW change
-
Iu mode RA Update Procedure using S4 with SGW change
If the optional network triggered service restoration feature is supported by the MME, SGSN and SGW, then the Modify Bearer Request message shall also be sent as part of the network triggered service restoration procedure with ISR during an intra MME TAU and an intra S4-SGSN RAU procedure for UEs that had ISR active before either the MME or the S4-SGSN has restarted, as specified in 3GPP TS 23.007 [17]:
· on the S11 interface by the MME to the SGW, if the MME detected that the ISR associated S4-SGSN has restarted and UE performs a TAU procedure;
-
on the S4 interface by the S4-SGSN to the SGW, if the S4-SGSN detected that the ISR associated MME has restarted and UE performs a RAU procedure.
This message can be used as an implicit resume of the suspended bearers in the SGW and in the PGW (see 3GPP TS 23.216 [43] sections 6.2.2.1 and 6.3.2.1, 3GPP TS 23.272 [21] sections 6.3, 6.5 and 7.4).
Table 7.2.7-1: Information Elements in a Modify Bearer Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	ME Identity (MEI)
	C
	This IE shall be sent on the S5/S8 interfaces for the Gn/Gp SGSN to MME TAU.
	MEI
	0

	User Location Information (ULI)
	C
	 The MME/SGSN shall include this IE for TAU/RAU/Handover procedures if the PGW has requested location information change reporting and MME/SGSN support location information change reporting. 

An MME/SGSN which supports location information change shall include this IE for UE-initiated Service Request procedure if the PGW has requested location information change reporting and the UE’s location info has changed.

The SGW shall include this IE on S5/S8 if it receives the ULI from MME/SGSN.
	ULI
	0

	
	CO
	This IE shall also be included on the S4/S11 interface for a TAU/RAU/Handover with MME/SGSN change without SGW change procedure, if the level of support (User Location Change Reporting and/or CSG Information Change Reporting) changes the MME shall include the ECGI/TAI in the ULI, the SGSN shall include the CGI/SAI in the ULI.

The SGW shall include this IE on S5/S8 if it receives the ULI from MME/SGSN.
	
	

	Serving Network


	CO
	This IE shall be included on S11/S4 interface  during the following procedures:

-
TAU/RAU/handover if Serving Network is changed.

-
TAU/RAU when UE was ISR activated which is indicated by ISRAU flag.

-
UE triggered Service Request when UE is ISR activated.
-
TAU/RAU procedure as part of the optional network triggered service restoration procedure with ISR, as specified by 3GPP TS 23.007 [17].
	Serving Network
	0

	
	CO
	This IE shall be included on S5/S8 if receives this IE from MME/SGSN.
	
	

	RAT Type
	C
	This IE shall be sent on the S11 interface for a TAU with anSGSN interaction, UE triggered Service Request or an I-RAT Handover.

This IE shall be sent on the S4 interface for a RAU with MME interaction, a RAU with an SGSN change, a UE Initiated Service Request or an I-RAT Handover.

This IE shall be sent on the S5/S8 interface if the RAT type changes.
	RAT Type
	0

	
	CO
	If SGW receives this IE from MME/SGSN during a TAU/RAU/Handover with SGW change procedure, the SGW shall forward it across S5/S8 interface to PGW.
	
	

	
	CO
	The IE shall be sent on the S11/S4 interface during the following procedures:

-
an inter MM TAU or inter SGSN RAU when UE was ISR activated which is indicated by ISRAU flag.
 -
TAU/RAU procedure as part of optional network triggered service restoration procedure with ISR, as specified by 3GPP TS 23.007 [17].
If ISR is active, this IE shall also be included on the S11 interface in the S1-U GTP-U tunnel setup procedure during an intra-MME intra-SGW TAU procedure.
	
	

	Indication Flags
	C
	This IE shall be included if any one of the applicable flags is set to 1.

Applicable flags are:

· ISRAI: This flag shall be used on S4/S11 interface and set to 1 if the ISR is established between the MME and the S4 SGSN.

· Handover Indication: This flag shall be set to 1 on the S4/S11 and S5/S8 interfaces during an E-UTRAN Initial Attach or for a UE Requested PDN Connectivity or a PDP Context Activation procedure, if the PDN connection/PDP context is handed-over from non-3GPP access.

· Direct Tunnel Flag: This flag shall be used on the S4 interface and set to 1 if Direct Tunnel is used.

· Change Reporting support Indication: shall be used on S4/S11, S5/S8 and set if the SGSN/MME supports location Info Change Reporting. This flag should be ignored by SGW if no message is sent on S5/S8. See NOTE 4.
· CSG Change Reporting Support Indication: shall be used on S4/S11, S5/S8 and set if the SGSN/MME supports CSG Information Change Reporting. This flag shall be ignored by SGW if no message is sent on S5/S8. See NOTE 4.
· Change F-TEID support Indication: This flag shall be used on S4/S11 for an IDLE state UE initiated TAU/RAU procedure and set to 1 to allow the SGW changing the GTP-U F-TEID.
	Indication
	0

	Sender F-TEID for Control Plane
	C
	This IE shall be sent on the S11 and S4 interfaces for a TAU/RAU/ Handover with MME/SGSN change and without any SGW change. 

This IE shall be sent on the S5 and S8 interfaces for a TAU/RAU/Handover with a SGW change.
	F-TEID
	0

	Aggregate Maximum Bit Rate (APN-AMBR)
	C
	The APN-AMBR shall be sent for the PS mobility from the Gn/Gp SGSN to the S4 SGSN/MME procedures..
	AMBR
	0

	Delay Downlink Packet Notification Request
	C
	This IE shall be sent on the S11 interface for a UE triggered Service Request.
	Delay Value
	0

	
	CO
	This IE shall be sent on the S4 interface for a UE triggered Service Request.
	
	

	Bearer Contexts to be modified
	C
	This IE shall be sent on the S4/S11 interface and S5/S8 interface except on the S5/S8 interface for a UE triggered Service Request. 

When Handover Indication flag is set to 1 (i.e., for EUTRAN Initial Attach or UE Requested PDN Connectivity when the UE comes from non-3GPP access), the PGW shall ignore this IE. See NOTE 1.  

Several IEs with the same type and instance value may be included as necessary to represent a list of Bearers to be modified.
During a TAU/RAU/Handover procedure with an SGW change, the SGW includes all bearers it received from the MME/SGSN (Bearer Contexts to be created, or Bearer Contexts to be modified and also Bearer Contexts to be removed) into the list of 'Bearer Contexts to be modified' IEs, which are then sent on the S5/S8 interface to the PGW (see NOTE 2).
	Bearer Context
	0

	Bearer Contexts to be removed
	C
	This IE shall be included on the S4 and S11 interfaces for the TAU/RAU/Handover and Service Request procedures where any of the bearers existing before the TAU/RAU/Handover procedure and Service Request procedures will be deactivated as consequence of the TAU/RAU/Handover procedure and Service Request procedures. (NOTE 3)
For each of those bearers, an IE with the same type and instance value, shall be included.
	Bearer Context
	1

	Recovery
	C
	This IE shall be included if contacting the peer for the first time 
	Recovery
	0

	UE Time Zone
	CO
	This IE shall be included by the MME/SGSN on the S11/S4 interfaces if the UE Time Zone has changed in the case of TAU/RAU/Handover. 
	UE Time Zone
	0

	
	C
	If SGW receives this IE, SGW shall forward it to PGW across S5/S8 interface.
	
	

	MME-FQ-CSID
	C
	This IE shall be included by MME on S11 and shall be forwarded by SGW on S5/S8 according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included by SGW on S5/S8 according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	1 

	User CSG Information (UCI)
	CO
	The MME/SGSN shall include this IE for TAU/RAU/Handover procedures and UE-initiated Service Request procedure if the PGW has requested CSG Info reporting and the MME/SGSN support the CSG information reporting. The SGW shall include this IE on S5/S8 if it receives the User CSG Information from MME/SGSN.
	UCI
	0

	MME/S4-SGSN LDN
	O
	This IE is optionally sent by the MME to the SGW on the S11 interface and by the SGSN to the SGW on the S4 interface (see 3GPP TS 32.423 [44]), when communicating the LDN to the peer node for the first time.
	Local Distinguished Name (LDN)
	0

	SGW LDN
	O
	This IE is optionally sent by the SGW to the PGW on the S5/S8 interfaces (see 3GPP TS 32.423 [44]), for inter-SGW mobity, when communicating the LDN to the peer node for the first time.
	Local Distinguished Name (LDN)
	1

	Private Extension
	O
	
	Private Extension
	VS

	NOTE1: 
This requirement is introduced for backwards compatibility reasons. If Bearer Contexts to be modified IE(s) is received in the Modify Bearer Request message, the PGW shall include corresponding Bearer Contexts modified IE(s) in the Modify Bearer Response message.

NOTE2:
According to the description in 3GPP TS 23.401 [3] e.g. subclause 5.3.3.1 "Tracking Area Update procedure with Serving GW change" and 3GPP TS 23.060 [35], during a TAU/RAU/Handover procedure with an SGW change, if the SGW receives 'Bearer Context to be removed' IEs, the SGW shall allocate the S5/8-U SGW F-TEID for those bearers and include also these bearers in the 'Bearer contexts to be modified' IE, which is then sent within this message on the S5/S8 interface to the PGW.
NOTE3:
The 'Bearer Contexts to be removed' IE signals to the SGW that these bearers will be removed by the MME/SGSN later on by separate procedures (e.g. MME/S4-SGSN initiated Dedicated Bearer Deactivation procedure). Therefore, the SGW will not delete these bearers during the ongoing TAU/RAU/Handover procedure (without an SGW change), a Handover procedure (with an SGW change except for an X2-Handover) and a Service Request procedure.

NOTE 4: 
3GPP TS 23.401 [3] (e.g. subclause 5.3.2.1) and 3GPP TS 23.060 [35] (e.g. subclause 9.2.2.1) defines the MME/SGSN shall send the MS Info Change Reporting Support Indication to the PGW. In such case MME/SGSN shall use the Change Reporting Support Indication and/or CSG Change Reporting Support Indication (whichever is applicable), even if stage 2 refers to MS Info Change Reporting Support Indication.


Table 7.2.7-2: Bearer Context to be modified within Modify Bearer Request

	Octets 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octets 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	S1 eNodeB F-TEID
	C
	This IE shall be sent on the S11 interface if the S1-U is being used:

· for an eUTRAN initial attach

· a UE triggered Service Request

· in all S1-U GTP-U tunnel setup procedure during a TAU procedure  (see 3GPP TS 24.301 [23]) /handover cases.
If an MME is aware that the eNodeB supports both IP address types, the MME shall send both IP addresses within an F-TEID IE. If only one IP address is included, then the SGW shall assume that the eNodeB does not support the other IP address type.
	F-TEID
	0

	S5/8-U SGW F-TEID
	C
	This IE shall be sent on the S5/S8 interfaces for a Handover or a TAU/RAU with a SGW change.
	F-TEID
	1

	S12 RNC F-TEID
	C
	If available, this IE shall be included if the message is sent on the S4 interface if S12 interface is being used. If an S4-SGSN is aware that the RNC supports both IP address types, the S4-SGSN shall send both IP addresses within an F-TEID IE. If only one IP address is included, then the SGW shall assume that the RNC does not support the other IP address type.
	F-TEID
	2

	S4-U SGSN F-TEID
	C
	If available, this IE shall be included if the message is sent on the S4 interface, if S4-U is being used. If an S4-SGSN supports both IP address types, the S4-SGSN shall send both IP addresses within an F-TEID IE. If only one IP address is included, then the SGW shall assume that the S4-SGSN does not support the other IP address type.
	F-TEID
	3


Table 7.2.7-3: Bearer Context to be removed within Modify Bearer Request

	Octets 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octets 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0


. 
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